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NOTES:

THESE DRAWINGS SHALL NOT BE SCALED. CONSULT WITH CONTRACT
ADMINISTRATOR AND DESIGNER ON ANY CONCERNS.

DRAWING NOTES

@ DOORS AND FRAMES TO BE PAINTED PT-1.
DULUX PAINTS BLACK MAGIC DLX1001-7
FINISH: SEMI GLOSS FINISH

SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS
AND OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE
COMPLETION OF THIS PROJECT.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL DIMENSIONS,
DATUM, AND DETAILED INFORMATION SHOWN ARE CORRECT.

880 DALHOUSIE DRIVE

ADDRESS

PT-3 H ' = ' PT.3 TP-2REFERTO PT-3 @ é&iﬁ%@éﬁgﬁ\a&if /élgLng \IV(I)T’\:ASTECI\;:-GLOSS THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL,
- . STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL
- - - - -—-—= __r| SPECIFICATION - ”"”"T TP-1 PAINT FINISH APPROPRIATE FOR HEAT. OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR DUCTS, PIPES &
I | \ REFER TO () CONRACTOR TORENSTALLAL EXSTHG ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.
I . . . i ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE
l VM2 VN-2 VN-2 P13, . SPECIFICATIONS PAER TOMELHOLDERS, TOLETTSLEDIVENSERS e o o o o
I o o . THE INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.
! @ @%T-3 REFER TOMECHANICAL SITE WITH WFPS MAINTENANCE PRIOR TO INSTALL. ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
H TP-1 PT-3 DWGS FOR PLUMBING 0 CONTRACTOR TO INSTALL SCHLUTER SCHIENE TSF:LSJ;\CCTTISEERS SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
i REFER TO + + + _ FIXTURES SPECIFICATIONS. PROFILE AT THE TOP OF ALL SPLIT TILE BASE AND |
I N = 5 5 ANY EXPOSED EDGES. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL
@ I SPECl FlCATlONS ) T @ D D @ REFER TO DETAIL 4/A2.4 . TYPICAL FOR ALL EilRSTTISET(H:?FLSELFE)LCCATTI%hrill‘\\lg(F)E?ED BY THE REMOVAL OF ALL ITEMS FORMING
I = S.S PIPE SHROUD \A2.4) “l SPLITTILE BASE IN PROJECT. REFER TO '
_” T PT.3 g W SPECIFICATIONS. WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER
_____ _ - | b _—_J__ Q0 _ {__]_ | TO FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND
QT-1BASE O) A= ® QT-1 BASE O) PT-3 \»-«?/ @w QT-1 BASE O CONTRACTOR TO PROVIDE APPROPRIATE PLYWOOD BASE NUST BE REMOVED, UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL
\ - o/ (| ) | | 7 BLOCKING INWALL FOR ALL VANITIES, VANITY MIRRORS, 2= PREPAFED EACCOROMOE TONANGFACTCRERS RECOMNENDATIONS FOR
L TOWEL HOOKS, TOILET PARTITIONS AND MOP HOLDERS '
WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE,
/"1 SECOND FLOOR BATHROOM /"2 SECOND FLOORBATHROOM ~ REFERTO DWG. 6/A1.15 /"3 SECOND FLOOR BATHROOM AS SHOWN HHERE PANTHG O EUSTAGWALS S HOIGHED OVFEROOU SO,
W SCALE: 3/16"=1-0" W SCALE: 3/16"=1-0" FOR VANITY DETA”.S W SCALE: 3/16"=1-0" PREPARED TO ACCEPT NEW MATERIAL, UNLESS OTHERWISE NOTED.
ALL NEW LIGHTING FIXTURES & NEW RECEPTACLES TO BE CONNECTED TO
APPROPRIATE PANELS.
% % = BLOCKING IN WALL TOWEL TOWEL PT-3 GENERAL DUTY RECEPTACLES SHALL BE WHITE & CSA APPROVED, C/W STAINLESS
- STEEL TRIM PLATES MOUNTED 18" ABOVE FINISHED FLOOR OR OTHERWISE NOTED.
- _F QR_HQO_KS_ _____ f— — 4 TO WASH -— _H9 QK§ — e — ~ HOOKS ~ - R THERMOSTATS, FIRE ALARM PULL STATIONS & OCCUPANCY LIGHT SWITCHES SHALL
NEW SHOWER | TOWEL g” — N TH-1 | | // TH-1 \ | / PT-3 BE MOUNTED 47* ABOVE FINISHED FLOOR OR OTHERWISE NOTED.,
| HOOKS = 203 EREEnC | b e e | / ALL ABANDONED ELECTRICAL FIXTURES, COMPONENTS, RECEPTACLE & DATA
CONTROLS. REFER L - — — — - L— | — L _ WIRING SHALL BE REMOVED BACK TO SOURCE & TERMINATED AS PER APPLICABLE
TO MECHANICAL TH-1 0 | *f BLOCKING IN WALL / TP CODES, IF APPLICABLE, THIS INCLUDES WIRING CONTAINED IN HEADER DUCTS
) Vs ® . IN-FLOOR.
" " DWGS. G _ =~ FOR HOOKS REFER TO REFER TO CITY OF WINNIPEG, MATERIALS MANAGEMENT GENERAL TERMS &
=9 CONDITIONS FOR PROJECT: HTTP:/WINNIPEG.CAMATMGTIGEN_COND.STM
o o o NEW N SPECIFICATIONS
PT.3 = N PT-3 g 2 WARNING:
PT-3 /5 PT-3 EPOXY AN ASBESTOS KNOWN TO BE PRESENT IN DRYWALL. ABATEMENT
o (4 W) CURB @ BY CITY OF WINNIPEG CONTRACTOR TO PRECEDE START OF
-~ \A2.4) 4 CONSTRUCTION. ASBESTOS MAY BE PRESENT IN OTHER AREAS,
EP-1B ASE ————————— IF ASBESTOS OR ANY HAZARDOUS MATERIAL IS FOUND, STOP
\ WORK IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL
Q © ) EP-1 BASE EP-1 BASE EP-1 BASE L1 QT-1BASE BASE { CONTROL, PH: 204-986-2351.
/"4 SECOND FLOOR SHOWER ROOM /"5 SECOND FLOOR SHOWER ROOM /"6 SECOND FLOOR SHOWER ROOM /7 SECOND FLOOR SHOWER/BATHROOM ELEVATION
\A2-1/ SCALE: 3/16'=10" \AZ-1/ SCALE: 3/16'=1-0" \AZ-1/ SCALE: 3/16'=1-0" \A2-1/ SCALE 3/16'=10"
ACCESSORIES/ EQUIPMENT SCHEDULE
h \
MH-1~ MOP HOOK:
AN / MANUFACTURER: BOBRICK
\ / PT'6 STYLE: STAINLESS STEEL MOP AND BROOM HOLDER
\ / MODEL NO. # B-223
PT.7 / FINISH: TYPE 304 SATIN FINISH, 22 GAUGE STAINLESS STEEL
PT 7 @ \ SIZE: 24" LONG WITH 3 SPRING LOADED RUBBER CAM HOLDERS
- . - NEW LOCKERS LK-1.
. TH-1 TOWEL HOOKS :
/ .|. O W ASHRM \ @ REFER O PT'6 MANUFACTURER: BOBRICK 0 ISSUED FOR CONSTRUCTION JUNE 22/2020
/ ' \ SPECIFICATIONS STYLE: SURFACE MOUNTED TOWEL PIN 00 | ISSUED FOR CLIENT REVIEW MAY 222020
203 \ MODEL NO. # B-6777 000 ISSUED FOR CLIENT REVIEW APRIL 17/ 2020
RADIATOR FINISH: TYPE 304 SATIN FINSH STAINLESS STEEL
FLANGE AND SUPPORT ARM TO BE 22 GAUGE (GA) AND EQUIPPED No. REVISION /DESCRIPTION ov | oate
RCB-1BASE . PT-7 RCB-1 BASE \ RCB-1BASE WITH A CONCEALED, 16 GA MOUNTING BRACKET THAT S — /
] | SECURED TO A 16 GA. WALL PLATE WITH S.S SETSCREW. CAP
SHALL BE 10 GA. WELDED TO THE SUPPORT ARM.
/"5 LOCKEROOM ELEVATION /5 LOCKEROOM ELEVATION . VATV HRROR T SHEL
@ SCALE: 3/16"=1-0 W SCALE: 3116"=1"-0 MANUFACTURER: BOBRICK
STYLE: MIRROR WITH STAINLESS STEEL ANGLE FRAME AND SHELF
MODEL NO. #B-292 1830
PT FINISH: TYPE 304 SATIN FINISH,18 GAUGE STAINLESS STEEL FRAME
PT'6 | -6 OVERALL SIZE: 18" w x 30'h x %" Thick
R | SHELF: SHALL BE WELDED TO MIRROR FRAME. N o N
‘ ‘ ‘ \ MIRROR SHALL BE TEMPERED GLASS. DRAWN | CHECKED | DESIGNED | APPROVED
NO RIVET HEADS, SCREWS OR FASTENERS OF ANY TYPE SHALL DATE 70200622 | USER
BE EXPOSED ON FRAME OR SHELF. ALL EDGES SHALL BE PROTECTED APPROVAL
PT-6 \ BY PLASTIC FILLER STRIPS. THE CITY OF WINNIPEG
Q
PT-6 NEW LOCKERS LK-1. T0 P16 K- NEW LOCKERS LK-1. \ k2 VANTY MRROR: & PLANNING, PROPERTY AND
NEW LOCKERS LK-1. MANUFACTURER: BOBRICK Winnipeg DEVELOPMENT DEPARTMENT
LK-1 ‘ peg
REFERTO © ' 3-65 GARRY STREET, R3C 4K4
SPECIFICATIONS 201 SPECIFICATIONS MODEL NO. # B-2608-1830 PROJECT ’
SPECIFICATIONS / FINISH: TYPE 304 SATIN FINISH, 18 GAUGE STAINLESS STEEL FRAME WINNIPEG FIRE PARAMEDIC SERVICES
/ OVERALL SIZE: 18" w x 30'h x %" Thick
I\Nﬂé)REI(\)/FI;TS:é;BgESTgFEAEP\I\Eg E)%%?I’SE}\IERS OF ANY TYPE SHALL FIRE STATlON # 23
RCB-1BASE | RCB-1 BASE | | _ RCB-1BASE | / BE EXPOSED ON FRAME. ALL EDGES SHALL BE PROTECTED BY PLASTIC RENOVATIONS TO WASHROOMS AND SECOND FLOOR
\ | \ i FILLER STRIPS. 880 DALHOUSIE DRIVE TENDER NO. 349-2020
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