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SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS

BULKHEAD T S T PRIOR TO APPLICATION BULKHEAD FACE BULKHEAD FACE AND OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE

COMPLETION OF THIS PROJECT.
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WALL FACE RS_1 BL ACK STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL

RS'1 BLACK | OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR DUCTS, PIPES &

TAC KBOARD ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.
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@ S S CORNER PT_2 ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE
' TO BE FIRE STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN
* n G UARD CG_1 THE INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.
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C[: THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL
L EXISTING CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING
PART OF THE RENOVATION WORK.
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ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
JURISDICTION.
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RADIATOR RADIATOR EXISTING BASE

o — WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER
TO FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND
BASE MUST BE REMOVED, UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL
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WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE,
THESE WALLS MUST BE CLEANED OF ANY EXISTING WALL COVERING, PATCHED &
PREPARED TO ACCEPT NEW MATERIAL, UNLESS OTHERWISE NOTED.

ALL NEW LIGHTING FIXTURES & NEW RECEPTACLES TO BE CONNECTED TO

APPROPRIATE PANELS.
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