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FILE NAME:

DATE: 2020.06.22

SHEET TITLE: SPECIFICATIONS

PROJECT No: 2019-147

ADDRESS: 880 DALHOUSIE DRIVE

ACT-1: ACOUSTIC CEILING TILE

MANUFACTURER: ARMSTRONG CEILINGS;

PRODUCT: CIRRUS # 572 ANGLED TEGULAR

COLOR: WHITE

SIZE: 24'X 24" X 1"

GRID: ARMSTRONG PRELUDE 15/16" SUSPENSION SYSTEM

CG-1: STAINLESS STEEL CORNER GUARDS
MANUFACTURER: FROST

PRODUCT: MODEL 1117 CORNER GUARD

FINISH: NO. 4 BRUSHED FINISH; 18GA TYPE 304

STAINLESS STEEL.

SIZE: 4" X4" X 40"H

INSTALLATION METHOD: FULL LENGTH ADHESIVE BACKING
AS PER MANUFACTURER'S RECOMMENDATIONS AND
APPLICATION METHODS.

EP-1: EPOXY FLOORING AND COVED BASE
MANUFACTURER: STONHARD INC.

PRODUCT: STONSHIELD HRI

COLOR: GLACIER

TEXTURE: MEDIUM

REFER TO SPECIFICATION SECTION 09 67 23 RESINOUS
FLOORING FOR INSTALLATION METHODS

GR-1: EPOXY GROUT

MANUFACTURER: LATICRETE

PRODUCT: SPECTRALOCK PRO EPOXY GROUT
COLOR: #45 RAVEN

REFER TO SPECIFICATION SECTION 09 30 15

MH-1: MOP HOOK:

MANUFACTURER: BOBRICK

STYLE: STAINLESS STEEL MOP AND BROOM HOLDER

MODEL NO. # B-223

FINISH: TYPE 304 SATIN FINISH, 22 GAUGE STAINLESS STEEL
SIZE: 24" LONG WITH 3 SPRING LOADED RUBBER CAM HOLDERS

PLAM-1: COMPACT STRUCTURAL LAMINATE
MANUFACTURER: FORMICA

PRODUCT: COMPACT STRUCTURAL LAMINATE;
COLOR: AGED ASH # 8844-58

THICKNESS: 3" (0.50 mm) ; GRADE: S6

GRAIN DIRECTION: HORIZONTAL INSTALL
LOCATION: WATCH DESK/OFFICE MILLWORK

PLAM-2: COMPACT STRUCTURAL LAMINATE
MANUFACTURER: FORMICA

PRODUCT: STRUCTURAL COMPACT LAMINATE;
COLOR: STORM SOLIDZ # 3505-58

THICKNESS: /3" (0.50 mm); GRADE: S6
LOCATION: WATCH DESK/OFFICE MILLWORK

PLAM-3: STANDARD HPL PLASTIC LAMINATE
MANUFACTURER: FORMICA

COLOR: AGED ASH # 8844-58

FINISH: MATTE

GRAIN DIRECTION: HORIZONTAL ON FRAME
LOCATION: FOR TACK BOARD FRAMES ONLY

PT-1: PAINT ( BLACK)

PRODUCT: DULUX PAINTS

COLOR: BLACK MAGIC DLX 1001-7

FINISH: SEMIGLOSS FINISH; 1 PRIMER COAT -2 FINISH COATS REQUIRED;
LOCATION: DOORS AND FRAMES-REFER TO DOOR FINISH SCHEDULE

PT-2: PAINT ( OFF- WHITE)
PRODUCT: BENJAMIN MOORE PAINTS REGAL SELECT LATEX PAINT
COLOR: OC-17 WHITE DOVE

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW DRYWALL WALLS; SEMI- GLOSS FINISH REQUIRED

ON CONCRETE BLOCK WALLS

LOCATION: REFER TO ROOM FINISH SCHEDULE AND FLOOR FINISH PLANS,

PT-3: EPOXY PAINT

PRODUCT: STONHARD STONEGLAZE VSR

COLOR: TO MATCH BENJAMIN MOORE PAINTS OC-17 WHITE DOVE

FINISH: EPOXY .

LOCATION: WASHROOM WALL PAINTS/ SHOWER 204/ MOP ROOM/ SHOWER ROOM B-(02
REFER TO SPECIFICATION SECTION 09 96 65 HIGH BUILD COATINGS

SPECIFICATIONS
PT-5: PAINT

PRODUCT: DULUX PAINTS

COLOR: STONINGTON BEIGE 30 YY/44/114

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW DRYWALL WALLS; SEMI- GLOSS FINISH REQUIRED

ON CONCRETE BLOCK WALLS

LOCATION: REFER TO ROOM FINISH SCHEDULE AND FLOOR FINISH PLANS,

PT-6: PAINT

PRODUCT: SHERWIN WILLIAMS PAINTS

COLOR: SW 7567 NATURAL TILE

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW DRYWALL WALLS; SEMI- GLOSS FINISH REQUIRED

ON CONCRETE BLOCK WALLS

LOCATION: REFER TO ROOM FINISH SCHEDULE AND FLOOR FINISH PLANS,

PT-7: PAINT

PRODUCT: SHERWIN WILLIAMS PAINTS

COLOR: SW 7641 COLONNADE GRAY

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW DRYWALL WALLS; SEMI- GLOSS FINISH REQUIRED

ON CONCRETE BLOCK WALLS

LOCATION: REFER TO ROOM FINISH SCHEDULE AND FLOOR FINISH PLANS,

PT-8: PAINT

PRODUCT: DULUX PAINTS

COLOR: DLX1008-5 ROLLER COASTER

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW; SEMI GLOSS FINISH FOR CONCRETE BLOCK WALLS
LOCATION: REFER TO ROOM FINISH SCHEDULE AND FLOOR FINISH PLANS,

PT-9: PAINT
RESERVED

PT-10: PAINT

PRODUCT: DULUX PAINTS

COLOR: DLX1162-7 DRAGONFLY

FINISH: PEARL FINISH FOR DRYWALL WALLS- 1 PRIMER COAT, 2 FINISH COATS
REQUIRED ON NEW; SEMI GLOSS FINISH FOR CONCRETE BLOCK WALLS
LOCATION: EXERCISE ROOM ACCENT WALL

QT-1: PORCELAIN/ QUARRY TILE FLOORING
C & STILE- CERAMASTONE COLLECTION
SERIES: ICON COLLECTION

COLOR: JET BLACK # 5224

SIZE: 12" X 24" RECTIFIED

GROUT: GR-1 EPOXY GROUT.

INSTALLATION METHOD: PATTERN TO BE BRICK LAYOUT- REFER TO DRAWINGS.
BASE: SPLIT TILE MATCHING BASE. REFER TO DRAWINGS.

RB-1: RUBBER BASE

JOHNSONITE TRADITIONAL WALL BASE
DC/CB-40 COLOR: # 40-BLACK

HEIGHT: 4'

RS-1: BLACK OUT ROLLER SHADES

MANUFACTURER: ALTEX

PRODUCT: SUNPROJECT TEX OPAQUE ECO 6100 BLACK OUT SHADES;
35% FIBREGLASS/B5% VINYL ON FIBREGLASS; BACTERIAL AND FUNGAL
RESISTANT; LEAD FREE FABRIC; NFPA 701

COLOR: TO BE SELECTED FROM MANUFACTURER'S STANDARD COLORS
STANDARD WIDTH: 126"

WEIGHT: 12 .14 0ZYD

CASSETTE: ALUMINUM FINISH; SQUARE CASSETTE, CHAIN OPERATING.

RSF-1: RESILIENT SHEET FLOORING
MANUFACTURER: ARMSTRONG FLOORING

PRODUCT: CORLON HETEROGENEQUS SHEET FLOOR
COLOR: SANDSTONE 88713

THICKNESS: 2.0 mm

ROLL WIDTH: 6FT

WELD ROD: ARMSTRONG SANDSTONE WS 180
LOCATION: WATCH DESK AREA (TO MATCH EXISTING
FLOOR NO ALTERNATES WILL BE ACCEPTED).

SSC-1: SOLID SURFACE COUNTERTOP
MANUFACTURER: WILSONART

COLOR: CHILLED EARTH 9228 SS
THICKNESS: /4" THICK (12.7mm)

SHEEN: MATTE FINISH-POLISHED

LOCATION: WATCH DESK/ OFFICE MILLWORK
REFER TO SPECIFICATIONS.

SH-1: ACRYLIC SHOWER UNIT:

MANUFACTURER: MAAX SERIES

STYLE: CAMELIA SH-4834

MODEL NO: 105919-5-000-001; 2 PIECE UNIT

FINISH: WHITE (001) ACRYLIC

SIZE: 48"L X 34.5"DXT9"H

CENTRE DRAIN; TEXTURED FLOOR; BACK WALL REINFORCEMENT

FOR GRAB BAR.

GLASS SHOWER DOORS: TEMPERED GLASS SLIDING OR PIVOT DOORS
TO SUIT WIDTH WITH BRUSHED CHROME FRAME.

S.5-1: STAINLESS STEEL COUNTERTOPS
16 GAUGE S.S TYPE 304 #4 POLISHED
TOP AND INTEGRAL MARINE EDGE
DETAIL ON SIDES AND FRONT.,
LOCATION: WASHROOM VANITIES

S.5-2: STAINLESS STEEL TOE BASE
18 GAUGE S.S TYPE 304 #4 POLISHED
LOCATION: MILLWORK TOE KICKS/BASE

TB-1: TACKBOARD

MANUFACTURER: FORBO FLOORING SYSTEMS
COLOR: 2204 POPPY SEED

REFER TO SPECIFICATION SECTION 06 40 00
LOCATION: WATCH DESK, GENERAL OFFICE

TH-1: TOWEL HOOKS :

MANUFACTURER: BOBRICK

STYLE: SURFACE MOUNTED TOWEL PIN

MODEL NO. #B-6777

FINISH: TYPE 304 SATIN FINSH STAINLESS STEEL

FLANGE AND SUPPORT ARM TO BE 22 GAUGE (GA) AND EQUIPPED
WITH A CONCEALED, 16 GA MOUNTING BRACKET THAT IS
SECURED TO A 16 GA. WALL PLATE WITH S.S SETSCREW. CAP
SHALL BE 10 GA. WELDED TO THE SUPPORT ARM.

TP-1: TOILET PARTIONS:

MANUFACTURER: BRADLEY

PRODUCT: BRADLEY BRADMAR PARTITIONS

STYLE: SOLID PLASTIC HIGH DENSITY POLYETHYLENE (HDPE)

FLOOR MOUNTED WITH OVERHEAD BRACE

MODEL: SERIES 400- SENTINEL

COLOR: DEEP BLUE

STANDARD INTEGRAL HINGE; ANODIZED ALUMINUM ANTI GRIP PROFILE
HEADRAIL.

DOOR HARDWARE: STAINLESS STEEL WITH ANTI- MICROBIAL FINISH.

TP-2: WALL MOUNTED URINAL SCREENS:

MANUFACTURER: BRADLEY

PRODUCT: BRADLEY BRADMAR WALL HUNG URINAL SCREEN
STYLE: SOLID PLASTIC HIGH DENSITY POLYETHYLENE (HDPE)
MODEL: SERIES 400- SENTINEL

COLOR: DEEP BLUE

SIZE: 48" HIGH x 18" D x 1" Thick; MOUNTED 12" OFF FLOOR
HARDWARE: STAINLESS STEEL WITH ANTI- MICROBIAL FINISH.

TR-1: COVED BASE PROFILE

SCHLUTER DILEX -AHX PROFILE.

REFER TO SPECIFICATION SECTION 09 03 15
LOCATION: BETWEEN FLOOR TILE AND BASE

TR-2: TILE TO LOWER FLOOR TRANSITION

SCHLUTER RENO- V PROFILE; ALUMINUM FINISH

REFER TO SPECIFICATION SECTION 09 03 15

LOCATION: BETWEEN FLOOR TILE AND SHEET VINYL / EPOXY FLOOR

TR-3: TILE CAP DETAIL

SCHLUTER SCHIENE PROFILE; ALUMINUM FINISH

REFER TO SPECIFICATION SECTION 09 03 15

LOCATION: EXPOSED TOP AND SIDE EDGES OF TILE BASE.

TW-1: TACTILE WARNING STRIP
MANUFACTURER: TARKETT
COLOR: TW-40 BLACK

SIZE: AS INDICATED ON DRAWINGS.
INSTALLATION: MUST BE LEVEL WITH SURROUNDING FLOOR SURFACES.

VM-1: VANITY MIRROR WITH SHELF:

MANUFACTURER: BOBRICK

STYLE: MIRROR WITH STAINLESS STEEL ANGLE FRAME AND SHELF
MODEL NO. # B-292 1830

FINISH: TYPE 304 SATIN FINISH,18 GAUGE STAINLESS STEEL FRAME
OVERALL SIZE: 18" w x 30h x ¥;" Thick

SHELF: SHALL BE WELDED TO MIRROR FRAME.

MIRROR SHALL BE TEMPERED GLASS.

NO RIVET HEADS, SCREWS OR FASTENERS OF ANY TYPE SHALL

BE EXPOSED ON FRAME OR SHELF. ALL EDGES SHALL BE PROTECTED
BY PLASTIC FILLER STRIPS.

VM-2: VANITY MIRROR:

MANUFACTURER: BOBRICK

STYLE: MIRROR WITH STAINLESS STEEL ANGLE FRAME

MODEL NO. # B-2908-1830

FINISH: TYPE 304 SATIN FINISH,18 GAUGE STAINLESS STEEL FRAME
OVERALL SIZE: 18" w x 30"h x ;" Thick

MIRROR SHALL BE TEMPERED GLASS.

NO RIVET HEADS, SCREWS OR FASTENERS OF ANY TYPE SHALL

BE EXPOSED ON FRAME. ALL EDGES SHALL BE PROTECTED BY PLASTIC
FILLER STRIPS.

NOTES:

THESE DRAWINGS SHALL NOT BE SCALED. CONSULT WITH CONTRACT
ADMINISTRATOR AND DESIGNER ON ANY CONCERNS.

SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS
AND OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE
COMPLETION OF THIS PROJECT.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL DIMENSIONS,
DATUM, AND DETAILED INFORMATION SHOWN ARE CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL,
STRUCTURAL, MECHANICAL AND ELECTRICAL DRAWINGS FOR ADDITIONAL
OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR DUCTS, PIPES &

SPECIFICATION NOTES
ALL FINISHES LISTED ON THE DRAWINGS ARE THE SELECTED

ON INDUSTRY STANDARDS, DURABILITY, QUALITY, AND
MAINTENANCE PURPOSES FOR A HEAVY USE 24 /7
ENVIRONMENT. HOWEVER ALTERNATE FINISHES AND OR

PER THE TENDER DOCUMENTS.

PRODUCTS OF THE WINNIPEG FIRE PARAMEDIC SERVICE BASED

PRODUCTS MAY BE CONSIDERED AS AN APPROVED SUBSTITUTE
IN ACCORDANCE WITH MATERIALS MANAGEMENT POLICY B7 AS

ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.

ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE
TO BE FIRE STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN
THE INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING

JURISDICTION.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL
EXISTING CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING

PART OF THE RENOVATION WORK.

WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING AREAS (REFER
TO FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING FLOORING SURFACE AND
BASE MUST BE REMOVED, UNLESS OTHERWISE NOTED. ALL FLOOR SURFACES SHALL
BE PREPARED IN ACCORDANCE TO MANUFACTURER'S RECOMMENDATIONS FOR

INSTALLATION OF NEW FLOOR.

WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM SCHEDULE,
THESE WALLS MUST BE CLEANED OF ANY EXISTING WALL COVERING, PATCHED &

PREPARED TO ACCEPT NEW MATERIAL, UNLESS OTHERWISE NOTED.

ALL NEW LIGHTING FIXTURES & NEW RECEPTACLES TO BE CONNECTED TO

APPROPRIATE PANELS.

GENERAL DUTY RECEPTACLES SHALL BE WHITE & CSA APPROVED, C/W STAINLESS
STEEL TRIM PLATES MOUNTED 18" ABOVE FINISHED FLOOR OR OTHERWISE NOTED.

THERMOSTATS, FIRE ALARM PULL STATIONS & OCCUPANCY LIGHT SWITCHES SHALL

BE MOUNTED 47" ABOVE FINISHED FLOOR OR OTHERWISE NOTED.

ALL ABANDONED ELECTRICAL FIXTURES, COMPONENTS, RECEPTACLE & DATA
WIRING SHALL BE REMOVED BACK TO SOURCE & TERMINATED AS PER APPLICABLE

CODES. IF APPLICABLE, THIS INCLUDES WIRING CONTAINED IN HEADER DUCTS

IN-FLOOR.

REFER TO CITY OF WINNIPEG, MATERIALS MANAGEMENT GENERAL TERMS &

CONDITIONS FOR PROJECT: HTTP:/WINNIPEG.CAIMATMGT/GEN_COND.STM

WARNING:
ASBESTOS KNOWN TO BE PRESENT IN SOME EXISTING

DRYWALL AS INDICATED ON SITE. ABATEMENT BY CITY OF

WINNIPEG CONTRACTOR TO PRECEDE START OF

CONSTRUCTION. ASBESTOS MAY BE PRESENT IN OTHER AREAS.
IF ASBESTOS OR ANY HAZARDOUS MATERIAL IS FOUND, STOP
WORK IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL

CONTROL, PH: 204-986-2351.
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