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COMMERCIAL SCALE BUILDING - NEW
SCALE:  1:150mm

SCALE:

1200030000 6000 90003000

1:150mm  (24"x36")

1
-

EXISTING HYDRO METER

EXISTING PANEL A 120/240V

COMMERCIAL SCALE
BUILDING

EXISTING GROUND ROD

EXISTING SERVICE CONDUCTOR.
ELECTRICAL CONTRACTOR TO CONFIRM
ON SITE AS EXACT ROUTING IS UNKNOWN.
(REFER TO SITE PLAN ON DRAWING 'E02'
FOR UTILITY DIP POLE LOCATION)

KEYNOTES:
1 ELECTRICAL SUB-CONTRACTOR TO ALLOW FOR EXCAVATING AND HYDRO

VACUUMING AREAS WHERE UTILITIES ARE EXPECTED TO CROSS WITH
KNOWN UNDERGROUND UTILITIES.

ELECTRICAL SUB-CONTRACTOR SHALL PROVIDE A FIBERGLASS PAD TO
MOUNT THE TRANSFORMER.

TR-CS

TO MDP/
ADMIN.
BUILDING

EXISTING FIBRE.
(REFER TO SITE PLAN ON DRAWING
'E02' FOR APPROX. ROUTING)
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GENERAL NOTES:
1. ELECTRICAL DRAWINGS ARE DIAGRAMMATICAL ONLY AND ARE NOT TO BE

USED FOR FINAL MEASUREMENTS. THE ELECTRICAL SUB-CONTRACTOR SHALL
FIELD-VERIFY EXACT LOCATIONS AND DISTANCES ON-SITE PRIOR TO BID.

2. NOT ALL EXISTING UNDERGROUND UTILITIES ARE SHOWN ON THE SITE PLAN. IT
IS THE ELECTRICAL SUB-CONTRACTORS RESPONSIBILITY TO VERIFY AND
PERFORM UNDERGROUND LINE LOCATES TO CONFIRM ALL EXISTING
UNDERGROUND SERVICES PRIOR TO COMMENCEMENT OF ANY GROUND
WORK. REPORT ANY DISCREPANCIES OR ISSUES TO ENGINEER..

3. ALL NEW FEEDERS SHALL BE PUSHED AT 1m DEPTH UNLESS A DEEPER DEPTH
IS REQUIRED TO AVOID OBSTACLES. ELECTRICAL SUB-CONTRACTOR TO
EXCAVATE AS REQUIRED AND RESTORE THE SURFACES TO MATCH EXISTING.
THE CONTRACTOR SHALL INSTALL UNDERGROUND FEEDERS WITH SUFFICIENT
SLACK TO PREVENT SHEERING
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