2019145V0_1354BR.dwg

FILE NAME

2020.02.27

DATE

MAIN FLOOR PLAN - ARCH - DEMO AND RENO

SHEET TITLE

2019-14505

PROJECT No

1354 BORDER STREET

ADDRESS

DOOR DOOR

2\ MAIN FLOOR PLAN - RENOVATION

/ SCALE: 1/8"=1-0"

DOOR

EXISTING

RENOVATION NOTES: *
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ALSO SEE NOTES & SPECIFICATIONS.

1. REPLACE DOOR, DOOR FRAME & GLAZING UNITS WITH NEW UNIT & NEW DOOR HARDWARE.
RETURN KEYPAD LEVER SET TO CITY. RETAIN LOCKBOX & MAILBOX FOR REINSTALL, LOCATION TO
BE CONFIRMED WITH CONTRACT ADMINISTRATOR.

2.REMOVE & RETURN KEYPAD LEVER SET TO CITY. REFER TO DOOR SCHEDULE.

3. REPLACE EXISTING KNOB LOCKSET WITH NEW DOOR HARDWARE, REFER TO DOOR SCHEDULE.
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DOOR SCHEDULE
DOOR FRAVE

DOOR WwE| & S|2 | 2| 2| 2| 2| RATNG HARDWARE NOTES

NO. EIE|E| E|IZE|E|F|EE GROUP

D-102 A 3-6'XT-0'X T3 HCM | PT | A | PS | PT T |SITE VERIFY FOR ACTUAL DOOR &
FRAME SIZES. INSULATED EXTERIOR
DOOR WITH 1" SEALED TEMPERED
GLASS & SIDELITES.

D118 EXISTING HCM PT PT 2 [FILLINHOLES & LEVEL PRIOR TO
PAINTING.

D122 EXISTING HCM PT PT 3 [EXISTING DOOR. MODIFY FRANE.

ABBREVIATIONS

HCM  -HOLLOW CORE METAL (16GA. GALVANIZED STEEL)
PS -PRESSED STEEL (14GA. GALVANIZED STEEL)

PT -PAINT DOOR & FRAME (COLOUR SELECTION BY CONTRACT ADMINISTRATOR)

HARDWARE GROUP

GROUP 1

4 HINGE TA2714-NRP 41/2" X4" US26D MK
1 DOOR CLOSER 4040 LCN
1 ELECTRIC STRIKE 6300 FSE 24VDC Us32b VD
1 ASTRAGAL 3572SP (FIT AROUND ELECTRIC STRIKE) PE
1 RIMEXIT DEVICE 98NL-OP WITH PULL US26D VD
1BEST CORE SFIC1C62 626  BE

1 KICK PLATE K1050 10" 36" WIDTH US32D RO
1 THRESHOLD 172A PE
1 GASKETING 2891AS PE
1 GASKETING 290AS PE
1 SWEEP 315CN PE

1 CARD READER BY OTHERS- REFER TO ELECTRICAL

NOTES: CARD ACCESS DOOR (SEE ELECTRICAL DRAWING). FACTORY PREP
DOOR ASSEMBLY FOR ELECTRIC STRIKE, RIM EXIT DEVICE, CARD READER
MULLION MOUNTED AT LATCH CENTERLINE, 1" DIAMETER FLUSH DOOR
CONTACT LOCATED AT DOOR FRAME HEADER 6"FROM LATCH SIDE.

GROUP 3

1 STOREROOM LOCK 2870 10G04 LL US26D  SA
1BEST CORE SFIC1C62 626  BE

1 DOOR CLOSER REUSE EXISTING

1 ELECTRIC STRIKE 6211 FSE 24VDC uss2b VD

1 ASTRAGAL 3572SP (FIT AROUND ELECTRIC STRIKE) PE
1 THRESHOLD REUSE EXISTING

1 GASKETING EXISTING

1

CARD READER BY OTHERS- REFER TO ELECTRICAL

NOTE: CARD ACCESS DOOR (SEE ELECTRICAL DRAWING).
REPLACE KNOB LOCKSET. MODIFY EXISTING DOOR FRAME FOR ELECTRIC
STRIKE & ALLOW PATHWAY FOR CONTROL CABLE.

GROUP 2

1 ELECTRIC STRIKE 6300 FSE 24VDC Us32b VD

1 ASTRAGAL 3572SP (FIT AROUND ELECTRIC STRIKE) PE
1 RIMEXIT DEVICE 98NL-OP WITH PULL US26D VD

1 DOOR CLOSER REUSE EXISTING

1 BEST CORE SFIC1C62 626  BE

1 GASKETING 2891AS PE

1 GASKETING 290AS PE

1 SWEEP 315CN PE

1 CARD READER BY OTHERS- REFER TO ELECTRICAL

NOTES: CARD ACCESS DOOR (SEE ELECTRICAL DRAWING). FIELD PREP
EXISTING DOOR ASSEMBLY FOR ELECTRIC STRIKE & RIM EXIT DEVICE.
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GENERAL NOTES:

1. THESE DRAWINGS SHALL NOT BE SCALED. CONSULT WITH CLIENT AND DESIGNER ON ANY
CONCERNS.

2. THE BUILDING INCLUDING ALL EXTERIOR DOORS MUST BE SECURED/LOCKED AT ALL TIMES. IN
THE EVENT A FIRE STATION IS TO BE LEFT UNSECURED, CONTRACTOR SHALL PROVIDE A
MINIMUM OF 24 HOURS NOTICE & CONTACT THE CONTRACT ADMINISTRATOR. A SECURITY
GUARD COMPANY (NOT IN THIS CONTRACT) UNDER CONTRACT WITH THE CITY OF WINNIPEG
WILL BE POSTED ON SITE AT THE CITY'S EXPENSE.

3. ALSO REFER TO ARCHITECTURAL & ELECTRICAL DRAWINGS & SPECIFICATIONS.

4. SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS AND
OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE COMPLETION OF THIS
PROJECT.

5. THE CONTRACTOR SHALL VISIT THE SITE AND ENSURE ALL DIMENSIONS, DATUM, AND
DETAILED INFORMATION SHOWN ARE CORRECT.

6. THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL AND ELECTRICAL
DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR
DUCTS, PIPES & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.

7. ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE TO BE
FIRE STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE
INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.

8. ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
JURISDICTION.

9. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH, PAINT AND MAKE GOOD ALL EXISTING
CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING PART OF THE
RENOVATION WORK.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK
IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL CONTROLS, PH:
204-986-2351.
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