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GENERAL NOTES:

ELECTRICAL POWER & SYSTEMS RENOVATION NOTES: "1 J* ABBREVIATIONS 1, THESE DRAWINGS SHALL NOT BE SCALED. CONSULT WITH CLIENT AND DESIGNER ON ANY
ALSO SEE NOTES & SPECIFICATIONS. " CONCERNS. |
ALL WIRING & CABLING SHALL BE CONCEALED IN DOOR FRAME &/OR IN WALL CAVITY FOR FINISH DESCRIPTION
SPACE (EG. OFFICES, CORRIDORS...). ALL HOLES DRILLED IN BRICK WALLS MUST BE DRILLED 2 THTEHBEU&/[I)EI'I:IITG }\NF(;FEE@I/ST/I’\J)-; lESXI(E)FggFE EF?OUF:\‘SShéI(l;JSFT{ EDE ?;E)%i%ggﬁi f\LT ;\F%é J:EAEEi Y|
THROUGH MORTAR NOT BRICK. FOR CONCRETE BLOCK WALLS, SURFACE MOUNT WITH EMT WITH AC ABOVE COUNTER INIVUYL OF 24 HOURS NOTIGE & CONTACT THE CONTRACT ADMNISTRATOR, ASECURITY
MINIVIUM PATHWAY OPTIC. ALL NEW WIRING & CABLING IN CEILING SPACE SHALL BE IN ENT AS PER T ACOUSTIC CEILING TILE BUIRD CONPANY 0T I THS CONTRAC UNDER CONTRACT T THE Y OF
LATEST CEC. PROGRAMMING OF CONTROLLERS NETWORK IPs & CARD ACCESS SERVER BY CITY OF WINNPEG WL BE POSTED ON SITE. AT THE CITY'S EXPENSE.
WINNIPEG - FST SECTION. SUPPLY & PROGRAMMING OF KEY CARDS BY THE CITY WFPS. AFF ABOVE FINISH FLOOR
COMMISSION CARD ACCESS SYSTEM TO FULLY OPERATE. o CTECTURAL 3. ALSO REFER TO ARCHITECTURAL, MECHANICAL & ELECTRICAL DRAWINGS & SPECIFICATIONS,
4. SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS AND
1. CARD ACCESS (AS SHOWN) BFC BELOW FINISH CEILING OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE COMPLETION OF
1 1.1. PROVIDE (ES-1 or ES-2) & (DC-1 OR DC-2). MOUNT ONTO DOOR FRAME WITH WIRING THIS PROJECT.
CONCEALED IN DOOR FRAME & DRYWALL CAVITY. FOR CONCRETE BLOCK WALLS, SURFACE CCT CIRCUIT, CCT: C=PANEL "B"; CT=CIRCUIT"" (B1) € T CONTRACTOR SHALL VST THE STE AND ENSURE ALL DIENSIONS, DATUNL AL
ggﬁgT.WITH STEEL WIREMOLD (COLOUR TO MATCH) OR EMT WITH MINIMUM PATHWAY CEC CANADIAN ELECTRICAL CODE " SETALED INEORMATION SHOWN ARE CORRECT ' '
g 1.2. PROVIDE (CA-1) OR (CA-2). MOUNT AT DOOR LATCH CENTERLINE HEIGHT ON LATCH SIDE OF CLNG CEILING 6. THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL AND ELECTRICAL
‘G, . DOOR FRAME OR AS SHOWN. DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR
JEE " T - B - - - - - - - - - - - - _| 1.3. PROVIDE HOME RUN HONEYWELL PROFUSION ACCESS CONTROL CABLE 2195 (RISER RATED, D DEMOLITION , REMOVE BACK TO SOURCE DUCTS, PIPES & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.
o o FT4) INEMT FROM (GPNL-1) TO THE FURTHEST GARD ACGESS DEVICE GONNEGTION. DED DEDICATED CIRCUIT 7. ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE TO BE
5 TERMINATE ALL DEVICES TO CARD AGCESS CONTROLLER & MODULE(S), ASSOCIATED FIRE STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE
COMPONENTS & CONFIGURE TO FUNCTION. LABEL ACCESS CONTROL CABLES WITH DOOR DSW DISCONNECT SWITCH INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.
‘ ! DESIGNATIONS AT DOOR LOCATIONS & AT (CPNL-1). ALL (4) HONEYWELL PROFUSION ACCESS
| CONTROL JACKETED CABLES TO BE TERMINATED PER FOLLOWING: DWG DRAWING 8. ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
. MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
| ' 1 BWIRE GEL FLLED CONNECTORS FOR EXTERIOROR NTEROR USE ; EXISTING OR“NO DESIGNATION JRSDICTION
| 1.3.1. DOOR ELECTRIC STRIKE (ES-1), (ES-2) 18/4 STR (SETUP FOR FAIL-SECURE) INSTALL WITH ES ELECTRIC STRIKE 9. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH, PAINT AND MAKE GOOD ALL EXISTING
| = =i STRIKE SURGE PROTECTION AT DEVICE END. CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING PART OF THE
B yeay OB 1.3.2. CARD ACCESS READERS (CA-1) (CA-2) 2216 STR OAS GFCI GROUND FAULT CIRCUIT INTERRUPTER RENOVATION WORK.
BT = f.3.3. DOOR CONTACT (DC-1 & DC-2) 2212 STR JB JUNCTION BOX 10. PROVIDE DYNALABELS ONALL NEW SWITCHES, PORTS & RECEPTACLES. PANEL
| 1.3.3.1.DOOR CONTACTS (DC-1 & DC-2) WIRED WITH A 4-STATE, DOUBLE END-OF-LINE SCHEDULE SHALL BE RETYPED TO REFLECT AS-BUILT CONDITIONS & INSERTED TO INSIDE
| | RESISTORS IN THE N/C STATE. (DC-1) IN DOOR FRAME HEADER. MD MOTION DETECTOR OF ASSOCIATED PANEL DOOR SLEEVE PROTECTOR.
1.3.3.2.PROVIDE MAGNET & SILICON TO DOOR TOP CHANNEL TO ALIGN WITH (DC-1). N NEW 1. ALLABANDONED
. (KNOWN & UNKNOWN) ELECTRICAL FIXTURES, COMPONENTS,
| 1.34. REQUEST TOEXIT (RTE) 22/4 STR.; INSTALLED ON 1110 ELECTRICAL BOX WITH S/ST RECEPTACLES & DATA CABLING SHALL BE REMOVED BACK TO SOURCE & TERVINATED AS
‘ ' COVER WITH EMT, TERMINATE WITH A 4-STATE, DOUBLE END-OF-LINE RESISTORS IN THE N..C. NOT IN CONTRACT PER APPLICABLE CODES.
Z.z il N/C STATE AT DEVICE END. \R NETWORK RACK WARNING
B N = !
2. PROVIDE (CPNL-1), (PS), (TR-1) & MOUNT AS SHOWN IN ELEVATION 'A", NTS NOT TO SCALE ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
2.1. PROVIDE CERTIFIED BLUE CAT 6 NETWORK PATCH CABLE FROM (CPNL-1) TO ADJACENT IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK
‘ ! ' EXISTING NETWORK RACK (NR), SWITCH (S10alln1) PORT 20. LABEL CABLE AT BOTH ENDS. 0/C ON CENTER IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL CONTROLS, PH:
CONTACT CoW WFPS IT THROUGH CONTRACT ADMINISTRATOR PRIOR TO WORK. OM OVERHEAD 204-986-2351.
| I ' 3. PROVIDE DEDICATED 120V, 15A CIRCUIT WITH DISCONNECT SWITCH ON 1110 ELECTRICAL BOX PNL PANEL
=% _ .7 FITTED WALL SWITCH LOCKOUT (MASTERLOCK ITEM #2CJK9, RED) FOR (PS) ALTRONIX POWER
e SUPPLY C/W (2) BACK-UP BATTERIES. MOUNT DISCONNECT WITH LOCKOUT FEATURE ON R RELOCATE
4. PROVIDE 4'x3'x3/4" THICK PLYWOOD SHEETS PAINTED WITH GREY FIRE RETARDANT PAINT, TBD TO BE DETERMINED
6 BENJAMIN MOORE LATEX INSL-X-LFR-110 GREY OR APPROVED EQUAL.
TYP. TYPICAL
L 5. REMOVE ALL EXISTING (KP) BACK TO SOURCE. ALL EXISTING INTERIOR (CS) TO REMAIN, REPAIR ELECTRICAL
S SuTTOBSHT OR REPLACE IF NOT OPERATING. PROVIDE (CA-2), (PE), (DC-3) & NEW EXTERIOR (CS). SHEET No: SHEET TITLE
5.1. PROVIDE HOME RUN HONEYWELL PROFUSION ACCESS CONTROL CABLE 2195 (RISER RATED,
FT4) IN EMT FROM (CPNL-1) TO THE FURTHEST CARD ACCESS DEVICE CONNECTION, Ef PARTIAL BASEMENT AND MAIN FLOOR PLAN.
TERMINATE ALL DEVICES TO CARD ACCESS CONTROLLER & MODULE(S), ASSOCIATED ELECTRICAL; CARD ACCESS SYSTEM
COMPONENTS & CONFIGURE TO FUNCTION. LABEL ACCESS CONTROL CABLES WITH DOOR ) ELECTRICAL SPECIFICATIONS
DESIGNATIONS AT DOOR LOCATIONS & AT (CPNL-1).

5.2. CONNECT DEVICES AS PER MANUFACTURER INSTRUCTIONS WITH REQUIRE COMPONENTS.

1 WIRE\CONFIGURE ALL EXISTING (BSE), (CS), O/H OPERATORS/CONTROLS TO OPERATE ONLY ELECTRICAL LEGEND
WITH NEW CARD ACCESS SYSTEM. WIRE SPLICING NOT ALLOWED AT BUILDING EXTERIOR. CTRIC G
ALL SPLICING MUST BE IN BUILDING INTERIOR BOXES.
5.3. MOUNT HEIGHTS & NOTES: TYPE DESCRIPTION
53.1. CONFIRM CONDUIT ROUTING PRIOR TO INSTALLATION.
532. EXTERIOR COMPONENTS SHALL BE INSTALLED & RATED WEATHERPROOF. & DUPLEX RECEPTACLE
5.33. EXTERIOR (CS) AS SHOWN & SAME HEIGHT AS EXISTING INTERIOR (CS). _
5.34. (CA-2) 40" AFF ON BRICK FRONT. WIRE ALL OH (CA-2) TO CONTROL ANY EXTERIOR (CS). < #-GANG DUPLEXRECEPTACLE
5.35. (PE) 27.5°AFF , 5" MAXIMUM FROM DOOR & 3'OFFSET FROM OH TRACK. & GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLE
5.3.5.1.REUSE EXISTING (PE) IF NOT DAMAGED & OPERATING. REWIRE TO OPERATE WITH
CARD ACCESS SYSTEM. 4 SWITCH, SINGLE POLE
MAIN FLOOR PLAN - RENOVATION 5.36.  (DC-3) S6°AFF. DISCONNECT SWITCH
SCALE: 1/8"= 1-0" 6. EXISTING REMOTE O/H "OPEN" ONLY DOOR CONTROL PANEL TO FUNCTION WITH NEW CARD JUNCTION BOX, 4x4'
ACCESS SYSTEM. ELECTRICAL BOX, 12'X12"
2 ch ooy %2, | £ ECTRICAL PANEL 0| ISSUED FOR CONSTRUCTION oma | B9
Em i SPEAKER No. REVISION/DESCRIPTION BY | DATE
= [Jps | POWER SUPPLYICHARGERS, ALTRONIX AL1024ULXPD16CB WITH BACK-UP SEAL
— 1 I BATTERY CAPACITY 12AH / 12DC (2 WITHIN ENCLOSURE)
/ Controuge N e et | TRANSFORVER, HARDWIRED 40-80VA 16VAC
MR52-S3 -
2 | [NTERFACE v, DCPNH CONTROL PANEL, CARD ACCESS, JCI-ENC2430WDP (24'x30")
O, -
. / — b, SECURITY ENCLOSURE WITH DOOR AND PERFORATED SUB-PANEL
NTERFACE B»O\ 4 CARD ACCESS CONTROLLER, MERCURY LP1502
R —— = 2 CARD ACCESS 2-DOOR MODULE, MERCURY MR52-53
Ei:TVDC ﬁéiv% 0| g . GAlt | CARD ACCESS, MULTICLASS SE READER, MULLION SIZE, IP55 -
L <] W = HID PART # RP15, BLACK DRAWN CHECKED DESIGNED APPROVED
o (D) = G | CARDACCESS, MULTICLASS SE READER, LARGE WALL MOUNT, IP55 R TUSER
TR [ LockouT = HID PART # RP40, BLACK | APPROVAL
ELECTRIC STRIKE , VON DUPRIN 6211 FSE, 24VDC, US32D (REFER TO ARCH)
BATTERYBATTER , G  THE CITY OF WINNIPEG
By ELECTRIC STRIKE , VON DUPRIN 6300 FSE, 24VDC, US32D (REFER TO ARCH) 2 PLANNING, PROPERTY AND
ALTRONIX REQUEST-TO-EXIT DEVICE , KENTECH MODEL TRex-XL Winnipeg DEVELOPMENT DEPARTMENT
POWER SUPPLY MUNICIPAL ACCOMMODATIONS DIVISION
RECESS DOOR CONTACT: 1" DIAMETER FLUSH MOUNT 3-65 GARRY STREET. R3C 4Kd4
GE SENTROL MODEL # 1078-N WITH GE SENTROL MAGNET MODEL 1840-N. PROJECT ’
SURFACE-MOUNT DOOR CONTACT, GE MODEL 2507A-L SPDT C ARD ACCESS FOR VAR|OUS FIRE STAT|ONS
CONTROL STATION, OPEN-CLOSE-STOP, NEMA 3R, 4, 12, SURFACE MOUNT,
! MMTC MODEL 3BXT STATION 7
A \ELEVATION "A" PANEL DOOR MAGNETIC CONTACT, SENTROL MODEL 2327A. ALUMINUM TYPE
@SCALE_ TS DG? HOUSING, 2 FEET SIST ARMOURED CABLE, MOUNTING BRACKETS 0 ALLAN BLYE DRIVE
LS PARTIAL BASEMENT FLOOR PLAN - RENOVATION - pe. | PHOTOEVE, REFECTIVE, LIFTHASTER CPS RPEMA
SCALE: 1/8"=10" ~ SHEET TITLE
BSE (EXISTING) BOTTOM SENSING EDGE WITH 2-WIRE COIL CORD PARTIAL BASEMENT AND MAIN FLOOR PLANS
(EXISTING) O/H KEYPAD ELECTRICAL

CARD ACCESS SYSTEM

SCALE PROJECT No: SHEET No:
AS SHOWN 2019-14503 E1

DRAWING SHEET SIZE: A1 (841mm x 594mm) PLOT 1:1



