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ELECTRICAL POWER & SYSTEMS RENOVATION NOTES: " ABBREVIATIONS 1. THESE DRAWINGS SHALL NOT BE SCALED. CONSULT WITH CLIENT AND DESIGNER ON ANY
ALSO SEE NOTES & SPECIFICATIONS. T ONCERNS. |
ALL WIRING & CABLING SHALL BE CONCEALED IN DOOR FRAME &/OR IN WALL CAVITY FOR FINISH DESCRIPTION
SPACE (EG. OFFICES, CORRIDORS...). ALL HOLES DRILLED IN BRICK WALLS MUST BE DRILLED 2. THE BUILDING INCLUDING ALL EXTERIOR DOORS MUST BE SECUREDILOCKED AT ALL TIMES. I}
THROUGH MORTAR NOT BRICK. FOR CONCRETE BLOCK WALLS, SURFACE MOUNT WITH EMT WITH AC ABOVE COUNTER IT/ITI\IIEII\%;NJFAZTEI(EJLSJ;{/;TI\ll%NTEET;)CB(I)El\ﬁgTUH—?EEgl(J)E?EA%?,\i\TDRI\Z\IﬁlTSOTRR#??é;L/EECE)\C/{?FEI TAY
MINIMUM PATHWAY OPTIC. ALL NEW WIRING & CABLING IN CEILING SPACE SHALL BE IN EMT AS PER '
L ATEST CEC. PROGRANMING OF CONTROLLERS NETWORK IPs & CARD ACCESS SERVER BY CITY OF ACT ACOUSTIC CEILING TILE T e 1 HECITYOF
WINNIPEG - FST SECTION. SUPPLY & PROGRAMMING OF KEY CARDS BY THE CITY WFPS. AFF ABOVE FINISH FLOOR
COMMISSION CARD ACCESS SYSTEM TO FULLY OPERATE. \cH ARCHTECTURAL 3. ALSO REFER TO ARCHITECTURAL, MECHANICAL & ELECTRICAL DRAWINGS & SPECIFICATIONS)
1 4. SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS AND
f. CARD AGCESS (AS SHOWN) BFC BELOW FINISH CEILING OTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE COMPLETION OF
1.1. PROVIDE (ES-1) OR (ES-2) & (DC-1) OR (DC-2). MOUNT ONTO DOOR FRAME WITH WIRING THIS PROJECT.
i CONCEALED IN DOOR FRAME & DRYWALL CAVITIES. FOR CONCRETE BLOCK WALLS, SURFACE CCT CIRCUIT, CCT: C=PANEL "B"; CT=CIRCUIT"" (B1)
15 MOUNT EMT WITH MINIMUM PATHWAY OPTIC. 5. THE CONTRACTOR SHALL VISIT THE SITE AND ENSURE ALL DIMENSIONS, DATUM, AND
e ww\ g 12. PROVIDE (CA-1) OR (CA-2). MOUNT AT DOOR LATCH CENTERLINE HEIGHT ON LATCH SIDE OF CEC CANADIAN ELECTRICAL CODE DETALLED INFORMATION SHOWN ARE CORRECT.
i DOOR FRAME OR AS SHOWN. CING CEILING 6. THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL AND ELECTRICAL
L 1.3. PROVIDE HOME RUN HONEYWELL PROFUSION ACCESS CONTROL CABLE 2195 (RISER RATED, DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS, AND CEILINGS FOR
} | FT4) INEMT FROM (CPNL-1) TO THE FURTHEST CARD ACCESS DEVICE CONNECTION. D DEMOLITION , REMOVE BACK TO SOURCE DUCTS, PIPES & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON DRAWINGS.
| | TERMINATE ALL DEVICES TO CARD ACCESS CONTROLLER & MODULE(S), ASSOCIATED DED DEDICATED CIRCUIT
! COMPONENTS & CONFIGURE TO FUNCTION. LABEL ACCESS CONTROL CABLES WITH DOOR RaiallieeuitiSmsy i ipetaais et
| DESIGNATIONS AT DOOR LOCATIONS & AT (CPNL-1). ALL (4) HONEYWELL PROFUSION ACCESS DSW DISCONNECT SWITCH INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SHOKE-TIGHT BARRIER.
i CONTROL JACKETED CABLES TO BE TERMINATED PER FOLLOWING:
i 1.3.1. ALL WIRE CONNECTORS SHALL BE; DWG DRAWING 8. ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
i X 1.3.1.1. B-WIRE GEL FILLED CONNECTORS FOR EXTERIOR OR INTERIOR USE. c EXISTING OR "NO DESIGNATION MAgUEAl\CTIUEER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING
I 1.3.1. DOOR ELECTRIC STRIKE (ES-1) OR (ES-2) 18/4 STR (SETUP FOR FAIL-SECURE) INSTALL JURISDICTION
i WITH STRIKE SURGE PROTECTION AT DEVICE END. ES ELECTRIC STRIKE 9. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH, PAINT AND MAKE GOOD ALL EXISTING
i 1.3.2. CARD ACCESS READERS (CA-1) OR (CA-2) 22/6 STR OAS CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING PART OF THE
il 1.3.3. DOOR CONTACT (DC-1) OR (DC-2) 22/2 STR GFCI GROUND FAULT CIRCUIT INTERRUPTER RENOVATION WORK,
1331 ggggTCOORNsT{-I\\ICTT:é[r)\j(/:(-:”SgET(EDC-Z) WIRED WITH A 4-STATE, DOUBLE END-OF-LINE JB JUNCTION BOX 10. PROVIDE DYNALABELS ONALL NEW SWITCHES, PORTS & RECEPTACLES. PANEL
: SCHEDULE $ OREFLECT AS-BUILT CONDITIONS & INSERTED TO INS
1332 (OC-1) IN DOOR FRAME HEADER. PROVIDE MAGNET & SILICON TO DOOR TOP CHANNEL VD MOTION DETECTOR e P or St et MO SINSERTEDTORSDE
TO ALIGN WITH (DC-1).
1.34. REQUEST TO EXIT (RTE) 22/4 STR.; INSTALLED WITH EMT ON 1110 ELECTRICAL BOX WITH N NEW 1. ALL ABANDONED (KNOWN & UNKNOWN) ELECTRICAL FIXTURES, COMPONENTS,
BASEMENT AND MAl N FLOOR PLAN - RENOVAT'ON S/ST COVER. TERMINATE WITH A 4-STATE, DOUBLE END-OF-LINE RESISTORS IN THE NIC ] NOT IN CONTRACT RECEPTACLES & DATA CABLING SHALL BE REMOVED BACK TO SOURCE & TERMINATED AS
STATE AT DEVICE END 1C. OT IN CONTRAC PER APPLICABLE CODES.
SCALE TS0 | NR NETWORK RACK
WARNING:
2. PROVIDE (CPNL-1), (PS), (TR-1) & MOUNT AS SHOWN IN ELEVATION A", NTS NOT TO SCALE ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
2.1, PROVIDE CERTIFIED BLUE CAT 6 NETWORK PATCH CABLE FROM (CPNL-1) TO ADJACENT IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND. STOP WORK
4 CA CONTROL EXISTING NETWORK RACK (NR), SWITCH (S1501chrc1) PORT 20. LABEL CABLE AT BOTH ENDS. 0/C ON CENTER ’ .
- CABLES CONTACT CoW WFPS IT THROUGH CONTRACT ADMINISTRATOR PRIOR TO WORK. 'MMED'ATELY&CONTACT CITY OF WINNIPEE, CENTRAL CONTROLS, PH
o OMH OVERHEAD 204-986-2351.
= 3. PROVIDE DEDICATED 120V, 15A CIRCUIT WITH DISCONNECT SWITCH ON 1110 ELECTRICAL BOX oL PANEL
P10 "CPNL-1" | FITTED WALL SWITCH LOCKOUT (MASTERLOCK ITEM #2CJK9, RED) FOR (PS) ALTRONIX POWER
L1 |CONTROLLER SUPPLY C/W (2) BACK-UP BATTERIES. MOUNT DISCONNECT WITH LOCKOUT FEATURE ON R RELOCATE
/ PLYWOOD ADJACENT TO (PS).
9 M%ZREXCE SPK SPEAKER
N . EMT , 4. PROVIDE 4'x3'x3/4" THICK PLYWOOD SHEETS PAINTED WITH GREY FIRE RETARDANT PAINT,
4 7 VR52S: e W | BENJAMIN MOORE LATEX INSL-X-LFR-110 GREY OR APPROVED EQUAL B0 TO BE DETERMINED
NTERFACE o o w2 VP, TYPICAL
< ; NPE PE P g 5. REMOVE EXISTING (KP) BACK TO SOURCE. ALL EXISTING INTERIOR (CS) TO REMAIN, REPAIR OR ELECTRICAL
AT 0 LT "~ B, N REPLACE IF NOT OPERATING. PROVIDE (PE), (DC-3), NEW EXTERIOR (CS) & (CA-2)
SWITCH d =3 5.1. PROVIDE HOME RUN HONEYWELL PROFUSION ACCESS CONTROL CABLE 2195 (RISER RATED, SHEET No: SHEETTITLE
ENT,— ENTE f/ FT4) IN EMT FROM (CPNL-1) TO THE FURTHEST CARD ACCESS DEVICE CONNECTION TO E1 BASEMENT AND MAIN FLOOR PLAN: ELECTRICAL:
// E%D) 120V = PREVENT CABLE LENGTH SHORTAGE. TERMINATE ALL DEVICES TO CARD ACCESS CARD ACCESS SYSTEM
DISC "TRA" = CONTROLLER & MODULE(S), ASSOCIATED COMPONENTS & CONFIGURE TO FUNCTION. LABEL
3 LOCKOUT > ACCESS CONTROL CABLES WITH DOOR DESIGNATIONS AT DOOR LOCATIONS & AT (CPNL-1). E2 ELECTRICAL SPECIFICATIONS
BATTERTBATIER ! 5 5.2. CONNECT DEVICES AS PER MANUFACTURER INSTRUCTIONS WITH REQUIRE COMPONENTS.
PgY WIRE\CONFIGURE ALL EXISTING (BSE), (CS), O/H OPERATORS/CONTROLS TO OPERATE ONLY ELECTRICAL LEGEND
ALTRONIX WITH NEW CARD ACCESS SYSTEM. WIRE SPLICING NOT ALLOWED AT BUILDING EXTERIOR.
POWER SUPPLY ALL SPLICING MUST BE IN BUILDING INTERIOR BOXES.
5.3. MOUNT HEIGHTS & NOTES:
5.3.1. CONFIRM CONDUIT ROUTING PRIOR TO INSTALLATION. TYPE |  DESCRIPTION
53.2. EXTERIOR COMPONENTS SHALL BE INSTALLED & RATED WEATHERPROOF . = DUPLEX RECEPTACLE
53.3. EXTERIOR (CS) ON DOOR JAMB & SAME HEIGHT AS EXISTING INTERIOR (CS).
! 53.4. (CA-2) 40" AFF ON BRICK FRONT. WIRE ALL O/H (CA-2) TO CONTROL ANY EXTERIOR (CS). &, 2-GANG DUPLEX RECEPTACLE
535. (PE) 27.5'AFF, 5" MAXIMUM FROM DOOR & 3" OFFSET FROM O/H TRACK. GF
mELEV ATION "A" 536, (DC-3) MOUNT 36"AFF e GROUND FAULT CIRCUIT INTERRUPTER DUPLEX RECEPTACLE
TS 6. REINSTALL DOOR BELL BUTTON CIRCUIT WITH NEW WIRED LIGHTED DOOR BELL PUSH BUTTON,
STEEL BLACK FINISH. DISCONNECT SWITCH
JUNCTION BOX, 4X4"
ELECTRICAL BOX, 12'X12"
7z, ELECTRICAL PANEL 0| ISSUED FOR CONSTRUCTION oTA | 22

SPEAKER No. REVISION/DESCRIPTION BY | DATE

w
DPS POWER SUPPLY/CHARGERS, ALTRONIX AL1024ULXPD16CB WITH BACK-UP SEAL
BATTERY CAPACITY 12AH/12VDC (2 WITHIN ENCLOSURE)

DTR-1 TRANSFORMER, HARDWIRED 40-50VA 16VAC

DCPNH CONTROL PANEL, CARD ACCESS, JCI-ENC2430WDP (24'x30")
SECURITY ENCLOSURE WITH DOOR AND PERFORATED SUB-PANEL

CARD ACCESS CONTROLLER, MERCURY LP1502
CARD ACCESS 2-DOOR MODULE, MERCURY MR52-S3

At | CARDACCESS, MULTICLASS SE READER, MULLION SIZE, IP55
DTA

HID PART # RP15, BLACK DRAWN CHECKED DESIGNED APPROVED
Ay | CARDACCESS, MULTICLASS SE READER, LARGE WALL MOUNT, P55 TR 5

HID PART # RP40, BLACK | APPROVAL
i1 | ELECTRIC STRIKE, VON DUPRIN 6211 FSE, 24VDC, US32D (REFER TO ARCH)

[0 THE CITY OF WINNIPEG

ELECTRIC STRIKE, VON DUPRIN 6300 FSE, 24VDC, US32D (REFER TO ARCH) PLANNING, PROPERTY AND
REQUEST-TO-EXIT DEVICE , KENTECH MODEL TRex-XL Winnipeg aﬁmtﬁ;{ETCC%EMPSORBX%LS SIVISION

RECESS DOOR CONTACT: 1" DIAMETER FLUSH MOUNT -
G SENTROL MODEL # 1078-N WITH GE SENTROL MAGNET MODEL 1840-N. ey 0> CARRY STREET, R3C 4K4
SURFACE-MOUNT DOOR CONTACT, GE MODEL 2507A-L SPDT CARD ACCESS FOR VARlOUS FIRE STATlONS
CONTROL STATION, OPEN-CLOSE-STOP, NEMA 3R, 4, 12, SURFACE MOUNT,

MMTC MODEL 38XT STATION 17
oc | PANEL DOOR MAGNETIC CONTACT, SENTROL MODEL 2327A, ALUMINUM TYPE

HOUSING, 2 FEET S/ST ARMOURED CABLE, MOUNTING BRACKETS 501 CHURCH AVENLE
Pepg | PHOTOEYE, REFLECTIVE, LIFTMASTER CPS-RPENA

- SHEET TITLE
BSE (EXISTING) BOTTOM SENSING EDGE WITH 2-WIRE COIL CORD BASEMENT AND MAIN FLOOR PLAN
(EXISTING) OH KEYPAD ELECTRICAL
CARD ACCESSSYSTEM

SCALE PROJECT No: SHEET No:
AS SHOWN 2019-14507 E1

DRAWING SHEET SIZE: A1 (841mm x 594mm) PLOT 1:1



