?5/

\0 . \\\\
\ o
S~ SN % SOUTHBOUND LANES
236.0 % 236.0
G,
\\\
1+360.008 B2
235.957 \a\\%\
235.5 \ 1+380.155 235.5 .
\\\ 235.289 _~WEST MEDIAN GUTTER NOTES:
-
\\ 1. AVERAGE ASPHALT THICKNESS TO BE 50mm FROM SLAW REBCHUK BRIDGE TO DUFFERIN AVENUE.
~
~
235.0 2. THE CONTRACT ADMINISTRATOR TO MARK OUT ALL MILLING, PAVEMENT, CURB AND SIDEWALK TIE-INS LOCATIONS.

235.154 3. THE CONTRACT TO MATCH EXISTING RADII FOR CURB RENEWAL AS DIRECTED BY THE CONTRACT ADMINISTRATOR.

235.0 X
. . 1+400.046
1+379.983 \77 477,
SN RS /_ 234.471
-
> \\ EXISTING GROUND

. AT CONTROL 4. ADJUST ALL WATER VALVES, MANHOLES, AND CATCH BASINS TO GRADE.

234.5 WEST GUTTER NSNS J s

ZI1N
~

5. THE CONTRACTOR IS RESPONSIBLE FOR ALL UTILITY LOCATES.

\02_civi\08150c-201.dwg

sheet_files

4 o
1+395.000 SN S . 6. THE CONTRACTOR SHALL PROTECT ANY GEODETIC MONUMENTS WITHIN THE PROJECT LIMITS. IF MONUMENTS
34,0 234.550 X0y, 34 CANNOT BE AVOIDED THE CONTRACTOR IS RESPONSIBLE FOR NOTIFYING THE CITY OF WINNIPEG GEOMATICS AND
- 11405000 SN 11419980 34.0 LAND INFORMATION SERVICES BRANCH PRIOR TO ANY REMOVAL OR ADJUSTMENT TO THE PROPERTY BAR.
234 107 NI 233.658 DOCUMENTATION SHALL BE SUBMITTED TO THE CONTRACT ADMINISTER PRIOR TO STARTING THE WORK.
. < .
-3.79% N /
- EXISTING WEST GUTTER S d 7. RENEW PRIVATE APPROACHES AS INDICATED IN THE PLANS.
5 P~ = 233.
> EXISTING WEST E"\% 3,04 1+440012 333 8. THE CONTRACTOR SHALL SET SUFFICIENT GEODETIC CONTROL TO ENSURE MINIMUM GRADES CAN BE ACHIEVED.
MEDIAN GUTTER ' = —~=Z¥% +440.
¢ ~ 233.0%0 9. FOR CB LEADS AND UNDERGROUND INFO SEE SHEETS 22 TO 28.
1+419.989 -3.05%>L, e Y
233.539 =~
233.0 u\\ = m—— 233.0
? u\ . =
232.927 i
1+359.996
236.139 NORTHBOUND LANES 265

236.5 Sy

1+360.001

7
S/
B/
/ I/
/
&

236.0 N 236.0

= —
RSN 3
e} [ -8
\\\ \ggg 1+379.993
1+360.001 N&Q\S \\\\l\ [235.361 e

V:\1137\active\113708150\0300_drawing\0302

2020/11/17 9:31 AM By: Galll, Trish

235.5 235.913 TSI~ 14379.961
O\\ AN 235.269
O\\\\i\ O EXISTING GROUND
AT CONTROL
235.0 1+379.961 =3 ' 1+399.965 2350
235.129 > 234.529
~ 1+399.992 B LEFT TURN GUTTER
234 5 EAST GUTTER ~L S 234456 034 5
| T EAST MEDIAN 1+419.979 :
EXISTING EAST GUTTER ANEENES GUTTER 233.719
e .
1+395.000_| RS 4.0{0/ 1+420.000
234.550 RSN 233.672
234.0 NSNS [ 234.0
1+404.995 RN
234.132 400> I
) ‘ — 1+440.017
— 233.131
233.5 = T <2 233.5
EXISTING EAST \\ X% 1+440.023
MEDIAN GUTTER \.\\\29 ~ 233.083
Doy -
14419.927 o\ = '
233.534 O— < _— —mm—
233.0 — — ===~ 233.0
~ — = ~—
1+440.023 —=
232.943
14350 1+400 1+450
— . - GRADE BOULEVARD -
I \%,ALTER STREET (B ) BEYOND SIDEWALK, T —— 100
TS (ABAND) - ADJUST CB FRAME \— / TOPSOIL AND SOD AS
& COVER= -~ REQUIRED XISTING CONCRETE
EXISTING GUARD RAIL — 1 SIDEWALK
l (TO REMAIN) e o S
| ————— 236- -236
T —
e D B e — . = 7 | S— R EXISTING EXISTING
o , T (32.927) o , 3.98 3.98 150, 333 4.05 , 4.05 ,
2 0 GUARD RAIL SB LANE SB LANE LEFT TURN | NB LANE NB LANE SXI’ERD -
¥ o +
— I - S ol - - 8% _ 1.8% 1.7%
m N % - — — —  — < m 234~ _ — _\\ —~ 234
Z Z v Z
_ @ — EXISTING EXISTING
<
Sl 2 sa L, I _Gees) 0 (3050 _ Id_s - CONCRETE REPAIRS AS IDENTIHIED CONCRETE
oL =0 < R R = SIDEWALK ON PLAN SIDEWALK
_Q_ — — S — —— —— —— N e e e e e e e e s - N —— T |
< 0 = . | (35.361) 1 (33.719) — _ _o(33.431) _ <
=, S ' T > ' o = 232 50mm AVERAGE DEPTH —232
| - < < TYPE 1A MAINLINE PAVING
WHOLE NUMBERS INDICATE MILLIMETRES . - =
DECIMALIZED NUMBERS INDICATE METRES e e e - m
B SECTION AT STA 14410
WARNING | G : - \_/ "eoH7sy
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED ———— ? ____________________ — - -_-_- e - __ Emmm= ENGINEERS
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR I / \ \ e md GEOSCIENTISTS
MUST: v / \_ MANITOBA
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION EXI ifi i i
O)F EXCAVATION. STING GUARD RAIL ﬁ Certificate of Authorization
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY (TO REMAIN) W @ @ Stantec Consulting Ltd
INSTALLATIONS. @ ADJUST CB FRAME ‘ EXISTING CONCRETE :
SEE PROVINCIAL REGULATION 140/92 FOR DETAI &COV*,%R SIDEWALK No. 1301
—150WM__ WATERMAIN —15owm_ | ————— HYDRO | —————]-———-— € PROFILE —_— - B.M ENGINEER'S SEAL >
M. )
< HYDRANT 4 —_— — M.T.S. - —+ WEST GUTTER — bﬁéﬁ‘l&%%ﬁ?&ﬁ%ﬁ&% ELEV. St t C T H E C | T Y 0 F W | N N | P E G
—— 1| —o— EASTGUTTER  |-———- a n e C N
_B.Oitﬁ_ LAND DRX;AI\\IIZA\\/GEE SEWER _?»_OiD_S_ ——— CA?SNP%Fi\T_TrE C—|—--— [ WESTMEDIANGUTTER [-———- o age Avenue, Winnipeg MB Canada PRELIMINARY Winnipe E : (Bill-lli(l;i Evlz IONRGK sD I 3 FSPI?)F:JT MENT
—— —— SUPV. U/G STRUCTURES DATE stantec.
_250WWs _ [ WASTE WATER SEWER | _250Wws _ SIDEWALK EE——J|—--— | EASTMEDIANGUTTER |—— | commree ameseom DRAWING peg
o MANHOLE ® ASPHALTMILL& FILL | &==222A |—— WEST P NOTE: CESIGNED 1 CHECKED ¢ oo 2021 SALTER ST. - PAVEMENT RENEWALS | sreer oF
O CATCH BASIN n o GLASGRID e |— EAST R LOGATION oF UNDERGROUND STRUGTURES A5 NOT TO BE SLAW REBCHUK BRIDGE TO CATHEDRAL AVENUE 6 0
v CURB INLET/CATCH PIT v o STREET LIGHT — O A B ST FORMATION DA 16, [PPROVED  SRs. COL:JSSEI‘?'\'U%OT?ON CAD FILE DRAWING NUMBER
® TRANSIT STOP 4§ HYDRO POLE o THAT ALL EXSTING UTILTIES ARE SHOWN OR SALTER STREET 08150¢-201.dwg
—_—— GAS —_—— (31.334) SURVEY BAR -*- CONFIRMATION OF EXISTENCE AND EXACT HOR. SCALE: 1:250 RELEASED FOR . STA 1+350 TO STA 1+450 CITY DRAWING NUMBER
- —_— LOCATION OF ALL SERVICES MUST BE VERTICAL: 1:25 CONSTRUCTION: CONSULTANT DRAWING NO.
PROPERTY LINE ELEVATION OBTAINED FROM THE INDIVIDUAL UTILITIES 0 | ISSUED FOR TENDER 20.11.20| S.R.S. PLAN / PROFILE / SECTION P 3532 6
EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PROFILE PROPOSED | %o Trocseoie Wi construeron NO.| REVISIONS DATE | BY | DATE 20.05.26 DATE C-202



AutoCAD SHX Text
H

AutoCAD SHX Text
B

AutoCAD SHX Text
-

AutoCAD SHX Text
B

AutoCAD SHX Text
-

AutoCAD SHX Text
PUBLIC WORKS DEPARTMENT

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
THE CITY OF WINNIPEG

AutoCAD SHX Text
-

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

AutoCAD SHX Text
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

AutoCAD SHX Text
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

AutoCAD SHX Text
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR

AutoCAD SHX Text
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED

AutoCAD SHX Text
OF EXCAVATION.

AutoCAD SHX Text
INSTALLATIONS.

AutoCAD SHX Text
MUST:

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES

AutoCAD SHX Text
DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
PRELIMINARY

AutoCAD SHX Text
DRAWING 

AutoCAD SHX Text
NOT TO BE  USED FOR  CONSTRUCTION

AutoCAD SHX Text
B

AutoCAD SHX Text
-

AutoCAD SHX Text
SECTION AT STA 1+410

AutoCAD SHX Text
1:150 H 1:75 V


	Sheets and Views
	C202


