
TBM2 / 96.86m

EXISTING ASPHALT PATHWAY

Path areas not 
shown to have 
0.61m strip of sod 
along each side
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NOTES
1. Dimensons are in metres unless otherwise noted.
2. Layout to be performed by Contractor using CAD file 

provided by Contract Administrator.
3. Layout origins to be top of footing of shelter coloumn (TBM1) 

and nut on bridge railing (TBM2) 
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CONTRACTOR TO CONFIRM ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO CONTRACT ADMINISTRATOR 
PRIOR TO CONSTRUCTION. LOCATION OF UNDERGROUND STRUCTURES AS SHOWN ARE BASED ON THE BEST 
INFORMATION AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL EXISTING UTILITIES ARE SHOWN OR THAT THE 
GIVEN LOCATIONS ARE EXACT. CONFIRMATION OF EXISTENCE AND EXACT LOCATION OF ALL SERVICES MUST BE 
OBTAINED FROM THE INDIVIDUAL UTILITIES BEFORE PROCEEDING WITH CONSTRUCTION.
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BID OPPORTUNITY NO.

TBM1: Southwest corner of 
footing of southwest shelter 
column

TBM2: Northeast nut of railing 
on east side of the bridge

476 -2020
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INSET 1: BENCH NODE (Scale 1:100)
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INSET 2: TIMBER STEPS (Scale 1:75)
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