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NEW PADMOUNT ENCLOSURE.
REFER TO SJRUCTURAL

DRAWINGS Sp4. (NOTES 4,5)
EXISTING FENCE

NOTES:
UNDERGROUND 1. GREY ITEMS DENOTES FUTURE PROVISIONS AND ARE NOT PART OF PROJECT SCOPE.
CONDUCTORS 2. ALL UNDERGROUND CONDUCTOR INSTALLATIONS SHALL BE IDENTIFIED WITH A LABEL
CIRCUIT LD ) INDICATING THE CODE YEAR TO WHICH THE INSTALLATION WAS DESIGNED, INCLUDING
= THE U/G DETAIL AND TABLE UTILIZED TO ACHIEVE THE RATED AMPACITY OF THE IEEE
VEAR INSTALLED CALCULATION. MARKING OF EQUIPMENT SERVICED BY UNDERGROUND INSTALLATION OF
S S #1/0 AWG AND LARGER SHALL BE IDENTIFIED WITH A PERMANENTLY SECURED
LAMACOID LABEL (MINIMUM SIZE 80x130mm) POSTED ON OR NEAR EACH SERVICE
DIAGRAM _ - DETAIL _ - TABLE _ - OR OVERCURRENT SUPPLYING EQUIPMENT INDICATING THE ITEMS SHOWN ON LABEL.
SIZE/TYPE OF CONDUCTOR - 3. ALL GROUND CONDUCTORS SHALL BE #2 AWG BARE STRANDED COPPER.
AMPACITY ) MAX.  OVERCURRENT - 4. CONTRACTOR SHALL COORDINATE NEW ELECTRICAL SERVICE AND METER SOCKET WITH
_ : — MANITOBA HYDRO.
5. EXISTING MB HYDRO SERVICE ENTRANCE POLE FOR OVERHEAD ELECTRICAL SERVICE
TO BE REMOVED. CONTRACTOR TO COORDINATE WITH MB HYDRO FOR THE REMOVAL
OF THE EXISTING POLE AND ALL ASSOCIATED ACCESSORIES.
m BURIED CABLE LAMACOID LABEL 6. EXISTING PUMP CONTROL PANEL MOUNTED ON A POLE. DISCONNECT AND REMOVE
U SCALE: N.T.S. (NOTE 2) EXISTING PUMP CONTROL PANEL, OVERHEAD WIRING, UTILITY METER AND
ACCESSORIES AND ALL FIELD POWER AND CONTROL WIRING.
FINISHED GRADE 7. EXISTING SUMP AND ACTIVATION FLOAT SWITCHES TO BE REMOVED. DISCONNECT AND
MARKER TAPE REMOVE ALL POWER AND CONTROL WIRING BACK TO EXISTING PUMP CONTROL
PANEL.
T 8. EXISTING HYDRO POLE GUY WIRE TO BE RELOCATED BY MB HYDRO. CONTRACTOR TO
300 COORDINATE WITH MB HYDRO FOR THE RELOCATION OF THE EXISTING GUY WIRE TO
l COMPACTED BACKFILL ALLOW THE INSTALLATION OF THE NEW SIDEWALK.
600 9. CONTRACTOR TO APPLY TEMPORARY ELECTRICAL SERVICE FOR USE DURING
CONSTRUCTION. TEMPORARY SERVICE AMPERES AND VOLTAGE REQUIREMENT TO BE
/ CABLE OR CONDUIT DETERMINED BY THE CONTRACTOR.
(TYP) 10. EXISTING HYDRO POLE TO BE RELOCATED. CONTRACTOR TO COORDINATE WITH MB
HYDRO, BELL MTS AND SHAW FOR THE RELOCATION OF EXISTING OVERHEAD
/ 25 SERVICES ATTACHED TO THE EXISTING HYDRO POLE.
O ' 10. EXISTING MB HYDRO POLE TO BE RELOCATED BY MB HYDRO. CONTRACTOR TO
) 75 COORDINATE WITH MB HYDRO AND BELL MTS FOR THE RELOCATION OF THE EXISTING
/ [ OVERHEAD LINES INSTALLED ON POLE.
SAND BEDDING
B L 110 (min) 11. NEW UNDERGROUND ELECTRICAL SERVICE SUPPLIED AND INSTALLED BY MB HYDRO.
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