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ALL DIMENSIONS IN METERS UNLESS OTHERWISE SPECIFIED

GRADE

89 mm O.D. SCH. 40 
STEEL FENCE 
POSTS

POST IN 3.65 M 
CONCRETE PILE 
FOUNDATION

0.
15

3.
65

50mm - 9 Ga. CHAIN 
LINK MESH
INSTALL ON INSIDE

TOP OF MESH SHALL NOT PROJECT 
ABOVE TOP RAIL

MESH TIES SHALL BE 225mm 
LENGTHS 9 Ga. WIRE, FASTEN 
MESH TO RAILS AT 300mm O.C. 
MINIMUM OF TWO TWISTS 
AROUND MESH

7.
31

15.24

43mm O.D. CROSS 
RAILS

0.
15

GRADE

6 mm DOWN CRUSHED 
LIMESTONE

COMPRESSION 
STRENGTH: 28 DAY 
COMPRESSIVE 
STRENGTH OF 30 MPA.

114mm O.D. x 1.8 M Sch. 
40 STEEL PIPE SLEEVE. 
SET TOP 75mm BELOW 
FINISHED GRADE. 
WELD FENCE POST TO 
SLEEVE WITH 
CONTINUOUS WELD 
JOINT.

3.
65

0.3

TRENCH AND INSTALL 
43mm O.D. BOTTOM 
CROSS RAIL ON TOP OF 
SLEEVE

43mm O.D. CROSS 
RAILS

89mm O.D. SCH 40 
GALV. STEEL PIPE 
UPRIGHT

43 mm O.D. SCH. 40 STEEL PIPE CROSS 
RAILS, NOTCH RAILS PRIOR TO 
WELDING. WELD TO FENCE WITH 
CONTINUOUS WELD JOINT. TOUCH UP 
WELDS WITH GALVALUME OR 
APPROVED EQUIVALENT.

7.
31

CONSTRUCTION NOTES:

1. FENCING SHALL BE IN ACCORDANCE WITH 
THESE DRAWINGS AND WITH CW 3550.

2. ALL COMPONENTS SHALL BE HOT DIP 
GALVANIZED.

3. ALL MESH TO BE INSTALLED INSIDE OF POSTS.
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