1ISO A1 - 594mm x 841mm

Plotted: 11/17/2020 10:26 AM by Dave Lane

Last Saved: 11/5/2020 3:19 PM by DLane

P:\2019\190379200-2019-2023 Erin-Wall-Sargent Street\09. CAD\07 Sheets\Wall Street\1903792-Wall-PP-16.dwg

232-80 2+380.027 2+471.000 232:80
. WEST BACK OF SIDEWALK :
W SW EL 232.455 STRACKDF S W SW EL 232.582 NOTES
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232.40 — _ ~ 0645, oo Ly . 0.54% —6 e S—- e - *<0.950 s 232.40 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
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. 2+471.000 2+480.849 ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
CWN EL 232.398 CWH EL 232.304 5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
2+450.657 2+457.303 UTILITIES/SERVICES IN THE FIELD PRIOR TO
232.00 WEST PROPERTY LINE W SW EL 232.269 CWN EL 232.392 23200 CONSTRUCTION.
. EX CROWN 3 2+421.220 . 6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
EX WEST GUTTER CWN EL 232.196 CB SD-025 OFFSETS ARE DIMENSIONED O/C. TF-100
2+436.23g )04 W GUT EL 232,059 WEST PROFILE OFFSETS ARE DIMENSIONED TO FACE OF CURB.
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232.80 232.80 (SD-018). REFER TO TENDER FOR FURTHER
EAST BACK OF SIDEWALK 2+463.977 21467.613 REQUIREMENTS AND AS NOTED IN PLAN.
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CWN EL 232.196 : CONSTRUCTION TO ARRANGE FOR AN INSPECTION.
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0 o ! | - S TN i N ] N T PAVEMENT SURFACE LAYERS AND BASE COURSE LAYER.
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