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GENERAL NOTES:

@ @ ® @ @ 1. THE INFORMATION ON THIS DRAWING IS BASED ON
REMOTE METER CSTE C-SPL-F1 RTU PANEL DAMPER INFORMATION PROVIDED ON EXISTING DRAWINGS AND MAY
ACTUATOR NOT HAVE BEEN VERIFIED.
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2. THE EXTENT OF THE DESIGN INCLUDES THE DEMOLITION
OF THE EQUIPMENT AS SHOWN.
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i T —— MS—SF—F1 ASSOCIATED HEAT TRACING. IT IS THE RESPONSIBILITY OF
~ \ THE CONTRACTOR TO ENSURE THE DOMESTIC WATER
JRe @ ‘ PIPING DOES NOT FREEZE DURING CONSTRUCTION WORK.
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- O ( RESULTING FROM DOMESTIC WATER PIPING FREEZING.
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s rd (120v) - ‘A PROVIDE DEMOLITION OF EXISTING SPLITTER AND ALL ASSOCIATED
pad - LA | P : DOWNSTREAM CABLING AND CONDUIT. CONSULT WITH THE CITY
- e o @ I OF WINNIPEG IF ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE
rd - e 1 = =L DISPOSE OF ALL EQUIPMENT.
i e = EF=F1 b I g PROVIDE DEMOLITION OF EXISTING FLOOD PUMP CIRCUIT
Pd ~ T b } I 7 BREAKERS AND ALL ASSOCIATED CABLING AND CONDUIT.
- s * T I CONSULT WITH THE CITY OF WINNIPEG IF ANY EQUIPMENT SHOULD

BE KEPT, OTHERWISE DISPOSE OF ALL EQUIPMENT.

PROVIDE DEMOLITION OF EXISTING MOTOR PUMP STARTERS AND
ALL ASSOCIATED CABLING AND CONDUIT. CONSULT WITH THE CITY
OF WINNIPEG IF ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE
DISPOSE OF ALL EQUIPMENT.

PROVIDE DEMOLITION OF ALL EXISTING DAMPER ACTUATOR CABLING
AND ASSOCIATED CONDUIT.

PROVIDE DEMOLITION OF EXISTING DISCONNECT SWITCHES AND ALL
ASSOCIATED CABLING AND CONDUIT.  CONSULT WITH THE CITY OF
WINNIPEG IF ANY SWITCHES SHOULD BE KEPT, OTHERWISE
DISPOSE OF SWITCHES.

PROVIDE DEMOLITION OF EXISTING RLY-F1 POWER FAIL VOLTAGE
MONITOR PANEL AND ALL ASSOCIATED CABLING AND CONDUIT.
CONSULT WITH THE CITY OF WINNIPEG IF ANY EQUIPMENT SHOULD
BE KEPT, OTHERWISE DISPOSE OF ALL EQUIPMENT.

PROVIDE DEMOLITION OF EXISTING 600-120/240V TRANSFORMER
AND ALL ASSOCIATED CABLING AND CONDUIT.

PROVIDE DEMOLITION OF EXISTING 120/240V PANELBOARD
PNL-F10 AND ALL DOWNSTREAM LOADS INCLUDING ASSOCIATED
CABLING AND CONDUIT.

EXISTING MOTORS TO REMAIN.
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MOTOR ROOM PLAN EL. 230.429 m

FLOOR .' EXISTING C-SPL—F1 CABLING ALONG WITH ALL INDOOR AND
|| HaTCH - SCALE: 1 : 40 OUTDOOR PLATE COVERS TO REMAIN FOR FUTURE USE.
o | DISCONNECT CABLING AT SPLITTER SPL—F1. TEMPORARILY
. PULL CABLING BACK TO INDOOR PLATE COVER. PROVIDE
: ‘\ DEMOLITION OF CABLE SUPPORTS AND SPACER BLOCKS.

PROVIDE DEMOLITION OF EXISTING UNIT HEATER CABLING AND ALL
ASSOCIATED CABLING AND CONDUIT BACK TO PNL-F10.

PROVIDE DEMOLITION OF EXISTING RECEPTACLES AND SWITCHES
ALONG WITH ALL ASSOCIATED UPSTREAM CABLING AND CONDUIT.

PROVIDE DEMOLITION OF EXISTING FAN MOTOR STARTERS AND ALL
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UNIT HEATER
ASSOCIATED CABLING AND CONDUIT.
PROVIDE DEMOLITION OF EXISTING RTU PANEL AND ALL
‘ v ASSOCIATED CABLING AND CONDUIT.
EXISTING OUTDOOR 300KVA PADMOUNT TRANSFORMER XFMR—F1
TO REMAN.
PROVIDE DEMOLITION OF COMMINUTOR CHAMBER SUPPLY FAN
ASSOCIATED CABLE AND CONDUIT BACK TO PNL—F10.
EXISTING CSO PANEL ALONG WITH INTRINISIC SAFETY PANELS
(LOCATED BELOW CSO PANEL) TO REMAN. CSO PANEL ALONG
WITH INTRINISIC SAFETY PANELS WILL REQUIRE TEMPORARY
COMMINUTOR CHAMBER PLAN EL. 227.838 SUPPORTS UNTIL EQUIPMENT IS MOVED INTO FINAL LOCATION
7 , . . m SHOWN ON DRAWING 1-0173F—EQ0S.
SCALE: 1 : 40 PROVIDE DEMOLITION OF EXISTING FAN AND ALL ASSOCIATED
CABLING AND CONDUIT.
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