
1500

150

COMPACTED SUBGRADE

150

50mm CRUSHED LIMESTONE

SURFACE (6mm DOWN)

GEOTEXTILE FABRIC TO BE

PLACED BETWEEN BASE

COURSE AND SUBGRADE AS

PER CW 3130

150mm CRUSHED LIMESTONE

BASE COURSE (20mm DOWN)

AS PER CW 3110

MIN. 1% - MAX. 2%

SOD & TOPSOIL

REPAIR AS PER

CW 3510 AND

CW 3540

1000 75 (3")75 (3")

200mm (7.9") DEPTH RECOMPACTED CLAY

25mm (1") DEPTH CRUSHED LIMESTONE

TOPPING MATERIAL, 6mm (1/4") DOWN

5.0% OUTSLOPE OR CROWN

EXISTING

SURFACE

LENGTH VARIES

5% GENERAL CROSS SLOPE

OR CROWN AS NOTED

OR DIRECTED

PLACEMENT OF RIDEABLE

BOULDER FEATURES TO BE

DETERMINED ON SITE WITH

CONTRACT ADMINISTRATOR

IRREGULAR LIMESTONE PIECES WITH

FLAT SIDE 150mm DEPTH AND 250mm

DIA. MIN. SET IN GRAVEL BED, 

2

3

 BURIED

TYP. ENSURE STONES ARE STABLE.

TRAIL SURFACE TO BE RAISED IN WET

AREAS AS NOTED ON PLANS OR AS

DIRECTED BY C.A.

50mm MIN DEPTH - 6mm DN GRAVEL

BED. FILL IN GAPS AND COMPACT

BETWEEN STONES WITH GRAVEL AS

DIRECTED BY C.A.

200mm MIN. DEPTH COMPACTED

SAND BASE

LIGHTLY COMPACTED SUB-GRADE,

PER SPECIFICATION

1000

5.0% OUTSLOPE OR CROWN

25mm (1") CRUSHED

LIMESTONE

TOPPING MATERIAL,

6mm (1/4") DOWN

200mm (7.9")

RECOMPACTED CLAY

EXISTING

TREE

EXISTING

SURFACE

GENERAL NOTES:

1. ALL CONSTRUCTION MATERIALS AND METHODS TO BE IN

ACCORDANCE WITH "THE CITY OF WINNIPEG, STANDARD

CONSTRUCTION SPECIFICATION AND STANDARD DETAILS" (LATEST

REVISION).

2. FINAL LOCATION OF REST STOPS TO BE CONFIRMED ON SITE PRIOR

TO CONSTRUCTION.

3. CONTRACTOR TO STAKE PROPOSED TREE LOCATION ON SITE,

LAYOUT TO BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO

INSTALLATION.

4. CONTRACTOR TO CONFIRM THE LOCATION OF ALL

UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.

5. CONTRACTOR MUST FOLLOW THE REQUIREMENTS OF THE VARIOUS

UTILITIES.

6. ALSO REFER TO WRITTEN SPECIFICATION.

GRADE REVERSAL:

SECTION OF TRAIL

LOWERED TO FORCE

WATER TO DRAIN OFF

THE TRAIL

GRADE &

LENGTH VARIES,

MAX. 5%

TRAIL

OUTSLOPE

MAX. 5%

GRADE &

LENGTH VARIES,

MAX. 5%

WARNING

METRIC

-

1

L-11

TYPICAL RIVER ACCESS PATH /

CRUSHED LIMESTONE PAVING DETAILS

SCALE - 1 : 50

4

L-11

ROCK CLAD DIP

SCALE - AS SHOWN

4B REF. IMAGE

SCALE - NTS

4A SECTION

SCALE - 1:20

2

L-11

TYPICAL RAISED TREAD

WILDERNESS TRAIL DETAILS

SCALE - 1 : 20

3

L-11

TYPICAL RAISED TREAD WILDERNESS TRAIL

FOR TREE ROOT PROTECTION DETAILS

SCALE - 1 : 20

5

L-11

GRADE REVERSALS DETAILS

SCALE - AS SHOWN

5A DIAGRAM OF GRADE REVERSALS

SCALE - NTS

5B REFERENCE IMAGE 1

SCALE - NTS

5C REFERENCE IMAGE 2

SCALE - NTS
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