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SYRACUSE CRESCENT - LEFT (OUTSIDE) STA = 1+590.90 CONSTRUCTION NOTES:
STA = 1+579.29 ELEV = 232.679
ELEV = 232.599 1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
STA = 1+560.00 0% . _-0.579; LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
ELEV = 232.492 /0'-6/ . 5 CONSTRUCTION SPECIFICATIONS.
0/ ) 0.81%
}55 S — A 2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
9325 EX GROUND AT L — 0.69% 930 5 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
' STA = 1+530.00 PROPOSED CL - o STA = 1+601.62 ' UNDERGROUNDS IN THE FIELD.
ELEV = 232.251 o e 0.55% ELEV = 232.619
% . 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
STA = 1445402 PROPOSED ROAD CL : O AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
= - . TREES WITHIN THE LIMITS OF CONSTRUCTION.
ELEV = 232.042 — 0.68%
— _— STA = 1+590.90 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
STA = 1+481.98 58% . e— " ELEV = 232.531 CONFIRMED IN THE FIELD BY THE CONTRACTOR.
0'/
ELEY = 231.930 — ' % STA = 1+579.29 5.  ADJUST EXISTING WATER VALVES AND WATER SERVICE
 — 0.58% STA = 1+560.00 ELEV = 232451 '
ELEV = b3 344 CURB STOPS TO GRADE.
2320 [T— e 0-93%/ ) — ' 232.0
—— " 6. MODIFIED BARRIER CURB TO BE USED AT ALL
. o3 O INTERSECTION RADII.
0.
STA = 1+530.00
ELEV = 232140 PROPOSED LEFT GUTTER 7. ADJUST MANHOLE AND CATCH BASIN RIMS TO NEW
GRADES.
EX LEFT GUTTER
STA = 1+494.02 8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
STA = 1+481.98 ELEV = 231.931 SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
ELEV = 231.819 RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.
9. CB LEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.
SYRACUSE CRESCENT - RIGHT (INSIDE) STA = 1+590.90 STA = 1+601.62 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
STA = 1+579.29 ELEV = 232.679 ELEV = 232.619 FIELD BY THE CONTRACT ADMINISTRATOR.
ELEV = 232.599
11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF
= ‘O.
ESLTEAV _12220482 0-_69%/ . ﬂ . SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
- ' e | 0% AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
PROPOSED ROAD CL }550/? —_— e ——— PRIOR TO CONSTRUCTION.
EX GROUND AT e L
232.5 STA = 1+530.00 PROPOSED CL ) : 053 e ——"" 232.5 12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
PROPOSED RIGHT GUTTER ELEV = 329851 — e —— REQUIRE TEMPORARY SUPPORT, REMOVAL OR
081V _ . — ——— REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE
. - STA = 1+601.62 CONTRACTOR, AS NECESSARY.
- 1 0 —— ELEV = 232.587
STA :_1+494_02 . ’,/’ STA = 1+590.90
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———— TYP TYPICAL
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CL CONTROL LINE
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) CAUTION: GAS
SYRACUSE CR \ TN USED FOR EXCAVATION ON THIS PROJECT THE
EX PROPERTY LINE - \ \ 138 ’ | 142/ O ) / | CONTRACTOR MUST:
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