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9325 DOWKER AVENUE - NORTH 2325 CONSTRUCTION NOTES:
PROPOSED BACK OF
NORTH SIDEWALK 1.  ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
STA = 1+040.00 sTA 2| 1+090.00 CONSTRUCTION SPECIFICATIONS.
PROPOSED CL ELEV = 232074 ELEVE 232.112 2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM
STA = 1+062.00 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
ELEV = 231.947 _
roroseh NoRTH arren EX GROUND AT CL EZQ\/_—“zlg,ngg UNDERGROUNDS IN THE FIELD.
3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
. "t ~——— . _-0.580 AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
232.0 T 232.0 TREES WITHIN THE LIMITS OF CONSTRUCTION.
) . \
0.58% 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
STA = 1+020.00 _ STA = 1+090.00 CONFIRMED IN THE FIELD BY THE CONTRACTOR.
ELEV = 231.674 ELEV = 232.012
5. ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.
STA = 1+040.00 STA = 1+062.00 EX NORTH GUTTER 6. MODIFIED BARRIER CURB TO BE USED AT ALL
4 ELEV = 231.974 ELEV = 231.847 STA = 1+122.67 INTERSECTION RADII.
ELEV = 231.779
s STA o 14020.00 s 7. égJALIJDsETSMANHOLE AND CATCH BASIN RIMS TO NEW
' ELEV = 231.608 ' '
8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.
9. CB LEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.
930 5 DOWKER AVENUE - SOUTH 930 5 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
' PROPOSED BACK ' FIELD BY THE CONTRACT ADMINISTRATOR.
SOUTH OF SIDEWALK STA = 1+090.00
~ ELEV = 239112 11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF
STA = 1+062.00 ' SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
STA = 1+040.00 ELEV = 231.947 oo AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
ELEV = 232.074 o STA = 1+122.67 20 Q0. 4 464 PRIOR TO CONSTRUCTION.
EX GROUND AT CL 0/‘590// 0.7294 ELEV = 231.879 o// \7
Ny —— —_— __— _— 12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
o — 058y °\ Ao _— | _—q REQUIRE TEMPORARY SUPPORT, REMOVAL OR
%\ To—— O \0 Lo LAS% — - REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE
STA = 1+020.00 0 . —_— ~—0.7294 % — —_ CONTRACTOR, AS NECESSARY.
000/ / C—— -0.589 ) 59% - T
2320 ELEV = 231.674 o <_ / . —% \ ¢ ﬁ/ DN // — ' o/ - 232.0
— —
' 19~ —_— T e S —— ¥\ ~; s _— ﬁ‘&/’ ' 13. INSTALL 6 m OF 150 mm SUBDRAIN TO CATCH BASINS IN
- 0/0/ PR —— 0-58% - \\\\ -0, 0.7294 ~~ Uy —— . — BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER
o~ oo, -~ —— — < ~ 7 T - SD-245 AND CAP ENDS.
1 // —_— e —— —— —— ~ /,/
’&60/0/ /&190/0// \\\\ /,/
. (A ~— .
// / // PROPOSED CL ABBREVIATIONS:
= STA = 1+090.00 EX SOUTH GUTTER
P ELEV = 232.012 CONC CONCRETE ROADWAY
= STA = 1+062.00 PROPOSED NORTH GUTTER ASP ASPHALT ROADWAY
ASP OVLY ASPHALT OVERLAY ROADWAY
= ELEV = 231.847
STA = 1+040.00 PVS PAVING STONE/BRICK
ELEV = 231.974 TvP TYPICAL
231.5 STA = 1+020.00 231.5
ELEV = 231.616 STA = 1+122.67 EX EXISTING
' ELEV = 231.779 MH MANHOLE
wv WATER VALVE
EL ELEVATION
cB CATCH BASIN
1+000 1+025 1+050 1+075 1+100 1+125 1+150 cpP CATCH PIT
o] CURB INLET
CL CONTROL LINE
| - ‘ ‘ —— METRIC
INSTALL 8.5 m OF 250 PVC \ SEE SHEET 04 FOR RILEY CRESCENT INSTALL CB (SD-024)
CB LEAD AND CONNECT TO - CONSTRUCTION DETAILS C/W AP-011 AND AP-012 |
EX MANHOLE INSTALL 12.8 m OF 250 CB LEAD j ‘ —— /RIM EL 231.903 WHOLE NUMBERS INDICATE MILLIMETRES
AND CONNECT TO EX 250 LDS N INVERT EL 230.253 ; DECIMALIZED NUMBERS INDICATE METRES
CURB RAMP INSTALL CB (SD-024) 1
EX NORTH PROPERTY LINE SD-229C (TYP) C/W AP-011 AND AP-012 INSTALL 6.1 m OF 250 CB LEAD | WARNING
STa 1e0m0 RIM EL 231836 INSTALL CB (SD024) o /%/ AND CONNECT EX 250 LDS '
LIMIT OF ASPHALT CAUTION: GAS RENEW SIDEWALK INVERT EL 230.186 C/W AP-0L1 AND AP-012 | ~ INSTALL 7.7 m OF 250 CB LEAD o IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
RECONSTRUCTION 150 REINFORCED SD-228A (TYP) RIM EL 231.889 / AND CONNECT EX 750 LDS T I USED FOR EXCAVATION ON THIS PROJECT THE
: INSTALL CB (SD-024) ! CONTRACTOR MUST:
MATCH EX GRADES TERASPAN C/W AP-011 AND AP-012 i .
- - - 0 | ]
0 203 o 899 o) — RIM EL 231.779 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
ﬁ F ya N DOWKER AVE ° INVERT EL 230,129 _ LOCATION OF EXCAVATION.
o 1 — I} I I E—— = ]
L | |\ a 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
: : S —— TERASPAN N COMPANY INSTALLATIONS SEE PROVINCIAL
—HYDRO O/H & S.L. a — > — — DI — REGULATION 210/72 FOR DETAILS.
- ' DARK FIBER- .
®
T T T T T T N (EEem) — — — — T - . CZTYIT) E— 0 3. OBTAIN EXCAVATION PERMITS PRIOR TO
‘ 7 T + CONSTRUCTION.
| | - =] !
‘ 2 = S | curs LEGEND
1+000 ‘ - | 1+050 3 i
;:‘ —;—f——:——=-————@@ﬁ;—i—f——=——f——;f———zs@——f———f——=i—— ———— s - Gmu-—- e - ey ii | BARRIER CURB (SD-203A, SD-204, SD-205 OR SD-206A)
| —
‘ @ ‘ < . REMOVE EX CB/CP INSTALL 12.0 m OF 250 CB LEAD = )
| Sor o | (C:, ASF g ‘ / \ AND CONNECT EX 750 LDS s| 'S MODIFIED BARRIER CURB (SD-203B)
| 5 DJUST ' |5 | BARRIER CURB AND GUTTER (SD-200)
. ‘ ) (ZaLora ) — 15 ) 2 | 75mm LIP CURB AND GUTTER (DETAIL 1, SHT 25)
ADAND ) T, o\or_
T 200 WM— —— L T Sl O 42325241-23& = i7-<a = | 40 mm LIP CURB AND GUTTER (DETAIL 2, SHT 25)
L VvV Ve B R . B i i N VY4 ) 2ol .l fo p-rr--ri-rrsrne - _
k pa o B (\q SERIR T %\ e MODIFIED BARRIER CURB AND GUTTER (DETAIL 3, SHT 25)
I ‘ R "/ _-'_-'_: RN N B ‘ S : i Sl
\ ‘ : BELLMTS—— . —————  —— i ) R e [ _ - : : BELLMTS 0
— | ] BELLMTS 5]\ ] 1 _ =7 | \\\ $ ] i
\\ 2 [0 R ; | CONCRETE SIDEWALK j | | ‘ T | G AP-015 AND A, ) I
‘ 5 S 3 STA 1+009.42 ADJUST EX MH ‘ SD.228A ) | ‘ ‘ EI/‘I\’AV 95-203111?7';'3 AR-012 | '
o no > START OF NEW SIDEWALK REPLACE CONCRETE RISERS ADJUST EX WV 1 T : INVERT EL 230.129 .
° o < MATCH EX GRADES FROM 0.25 m TO 0.5 m = ‘ ’ _
| \ o0 (MH60015220) DETECTABLE SURFACE & REMOVE EX CB/CP I
. WARNING TILE SD-229AA (TYP) e ’ c ‘ o o ) .
) \ | uZ INSTALL 12.6 m OF 250 PVC CB LEAD \ BT 50 e EX SOUTH PROPERTY LINE .
: | O AND CONNECT TO EX MANHOLE = = ‘ ‘ L 8 0 |
3 l " (é) INSTALL CB (SD-024) N RRYANTE ‘ >
‘ 3 C/W AP-011 AND AP-012 . ‘ | |-_||J
RIM EL 231.847 ST =
7 o 1T PRELIMINARY ONLY
INVERT EL 230.197 T : e
| @) B L
‘ | ] NOT FOR CONSTRUCTION
fi:% HYDRANT f - CONCRETE | oo ~ 150 WM WATERMAIN 150 WM B.M. DESIGNED ENGINEER'S SEAL
— BY JAT °
?i VALVE R ASPHALT ¢ LAND DRAINAGE SEWER | 77300 S | NDERGROUND STRUCTURES |V '\ @ THE CITY OF WINNIPEG
O MANHOLE o SIDEWALK | o 250 V WASTE WATER SEWER 250 _WWS DRAWN \\\\\\\\\\\\\ TENDER - . PUBLIC WORKS DEPARTMENT
W CATCH BASIN m PAVING STONES vasosssoss IR HYDRANT + TV m— — BY TJH R ARG W]_n_nlpeg
v CATCH PIT v PAVEMENT REPAIR FABRIC|BZ >C | 0 VALVE X ' CHECKED
150 WM 150 WM o —— i — BY JNC CITY DRAWING NUMBER
WATERMAIN — = PARTIAL DEPTH REPAIR - ¢ PROFILE DILLON NoT TO BE 2021 LOCAL STREETS RENEWAL PROGRAM 21-R-05:
LAND DRAINAGE SEWER |__. 299 D> —_ PROPERTY LINE e e e NORTH/WEST GUTTER — APPROVED CONSULTING Pt DOWKER AVENUE, RILEY CRESCENT AND VARIOUS
WASTE WATER SEWER 250 WWs.__ ELEVATION — o SOUTH/EAST GUTTER T T ™ ™ ] LOCATION OF UNDERGROUND STRUCTURES AS BY DBW OTHER LOCATIONS SHEET oF
HYDRO e - CURB RAMP —— NORTH/WEST DITCH I ———— 2&%\@2@? El-fEBQQSFFLDGN%\IT%Q%{EEEEIESFE%'\V/\I?:IIUEE RELEASED FOR CONSTRUCTION 01 28
Ve M.T.S. MTS S — DETECTABLE TILE s Y | — SOUTH/EAST DITCH —— = = = | THAT THE_GIVEN LOCATIONS ARE EXACT. HOR. SCALE  1:250 CONSULTANT DRAWING NUMBER
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