NATHANIEL STREET - NORTH CONSTRUCTION NOTES:

1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH
LATEST REVISION OF THE CITY OF WINNIPEG STANDARD
CONSTRUCTION SPECIFICATIONS.

232.5 232.5

2. LEGAL PLAN AND UNDERGROUND INFORMATION FROM

STA = 1+290.00 STA = 1+303.98 STA = 1+363.89 CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL

ELEV = 232.169 ELEV = 232087 ELEV = 231.996 UNDERGROUNDS IN THE FIELD.

STA = 1+370.04
EX GROUND AT ELEV = 232.017 3. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROPOSED CL PROPOSED CL AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
TREES WITHIN THE LIMITS OF CONSTRUCTION.

STA = 1+358.28
ELEV = 231.961 4. LOCATION OF EXISTING UTILITIES/SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

PROPOSED
NORTH GUTTER

STA = 1+339.22
ELEV = 231.914

-0. 760/0\ .

0.33%
; 0.63% — 232.0 5. ADJUST EXISTING WATER VALVES AND WATER SERVICE
0,2.5 Yo . c— = 0_360/0 CURB STOPS TO GRADE.

0.49%
0.43% STA = 1+370.04 6. MODIFIED BARRIER CURB TO BE USED AT ALL
ELEV = 232.013 INTERSECTION RADII.

232.0

STA = 1+290.00
ELEV = 232.131

STA = 1+303.28
ELEV = 232.031

7. ADJUST MANHOLE AND CATCH BASIN RIMS TO NEW
STA = 1+363.89 GRADES.

STA = 1+358.28 ELEV = 231.960
STA = 1+338.86 —
ELEV = 231.933 8. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE

ELEV = 231.848
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS OTHERWISE NOTED.

EX NORTH GUTTER

231.5 231.5
9. CB LEADS TO BE INSTALLED AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.

NATHANIEL STREET - SOUTH 10. LIMITS OF BOULEVARD GRADING TO BE FINALIZED IN THE
FIELD BY THE CONTRACT ADMINISTRATOR.

11. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF

SEWER REPAIRS BY PERFORMING VIDEO INSPECTION
232.5 232.5 AND REVIEWING WITH THE CONTRACT ADMINISTRATOR
PRIOR TO CONSTRUCTION.

STA = 1+290.00
ELEV = 232.169 STA = 1+303.28 STA = 1+363.89 12. LAMP STANDARDS, HYDRO POLES AND ANCHORS THAT
ELEV = 232.087 ELEV = 231.096 REQUIRE TEMPORARY SUPPORT, REMOVAL OR
[ REPLACEMENT, TO BE DONE AT THE EXPENSE OF THE
EX GROUND AT PROPOSED CL STA = 1+370.04 CONTRACTOR, AS NECESSARY.

PROPOSED CL STA = 1+358.28 ELEV = 232.017
PROPOSED ELEV = 231.961
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PVS PAVING STONE/BRICK
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STA = 1+340.15 STA = 1+363.89 MH MANHOLE
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EL ELEVATION
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