WRAPPED PIPE WITH CONTINUOUS SHEET
OF WOVEN GEOTEXTILE AND EXTENDED 1.0
BEYOND EXTENT OF EXTERNAL SLIP JOINT

NEW 8 GA GALV PIPE SLEEVE

NEW CMP
/,

GREATER OFA/
(D) OR 600

EXTERNAL SLIP JOINT DETAIL
SCALE: N.T.S.

SEE DETAIL 'B’

WRAP PIPE WITH CONTINUOUS
SHEET OF WOVEN GEOTEXTILE
AND EXTEND 1.0 BEYOND
EXTENT OF INTERNAL SLIP JOINT

SEE DETAIL 'A

FILL GAP BETWEEN PIPE AND SLIP
JOINT WITH EXPANDABLE FOAM

3mm LINER PLATE
(2 FLANGE TYPE)

NEW 8 GA GALV
FIPE SLEEVE

CONTINUOUS SHEET OF
WOVEN GEOTEXTILE WITH
600 MIN OVERLAP

NEW CMP

10 DIA GALV HEXAGON
BOLT & NUT @ 150 OC
C/W GALV WASHERS

(BOLT LENGTH 12 MIN.)

STRUCTURAL PLATE

10mm GALVANIZED
HEXAGONAL BOLT &
NUT 150mm O.C. BOLT

JQ‘LENGTH 18mm MIN.
J GALVANIZED WASHER
PIPE SLEEVE

DETAIL A’

STRUCTURAL PLATE

3mm GALVANIZED PIPE SLEEVE /\'// PIPE SLEEVE
OUTSIDE DIAMETER TO SUIT
INSIDE DIAMETER OF CSP ﬁj/?rgr& 2 GALVANIZED STUD
SEE DETAIL "A’ . STUD LENGTH 89mm MIN.
57mm ERECTION
CLEARANCE
ELEYATION &'\ GALVANIZED LOCK WASHER
<51 x 51 x 6 x 2000mm LONG
v WELD FULL LENGTH (TYP.)
DETAIL B’
INTERNAL SLIP JOINT DETAIL
SCALE: N.T.S.
>
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STEEL OR WOOD POST

FILTER FABRIC
(AS RECOMMENDED BY

THE MANUFACTURER) \ |4

TOP OF BANK

SILT FENCE

SICALE: . T.5

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

POST

STEEL OR WOOD POST
600 MIN ABOVE GROUNDK

TOP OF BANK
O

3.000

38x89 WOOD\ ORANGE PLASTIC

SAFETY FEN CE—\

13
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600_|
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SNOW COVER

A VR R RN

v AR

ICE

v

SAFETY FENCE DETAIL

SCALE: N.T.S.

RIVER BANK SLOPE

RIPRAP CUT INTO
SLOPE ABOVE UWRL

UNREGULATED WINTER
w RIVER LEVEL (UWRL)

RIPRAP DETAIL

SCALE: N.T.S.

200

FILTER FABRIC
ATTACHED SECURELY TO
UPSTREAM SIDE OF POST

|

|

|

|

|

{ SILT REMOVED
, AT THIS LEVEL
|

|

|

RUNOFF

[ 600 | 600 |
o

22X _150x150 TRENCH WITH
COMPACTED BACKFILL

500 MIN

SECTION A — A

SCALE: N.T.S.

RIPRAP RESTING ON EXISTING
SLOPE BELOW UWRL

METAL "T" STAKE ON TWO SIDES AND ARBORTIE®
(WHERE REQUIRED, ADJUST LOCATION WITH

TREE TO BE SET PLUMB IN CENTRE PREVAILING WINDS)

OF TREE PIT. TREE SHOULD BE
PLANTED NO DEEPER THAN IT WAS

GROWING IN THE CONTAINER OR FIELD TREE GUARD: 100mm DIA. x 600mm LENGTH WEEPING

TILE MATERIAL SLICED AND WRAPPED AROUND BASE OF
TREE

100mm DEPTH WOOD CHIP MULCH. MULCH RING: MIN.
1500mm DIA. MULCH MUST NOT BE PLACED WITHIN
75mm (3”) OF TREE TRUNK. DO NOT PILE MULCH UP
AGAINST TRUNK

ROOT FLARE SHOULD BE SLIGHTLY
ABOVE FINISH GRADE OF SOIL. REMOVE
EXCESS SOIL FROM TOP OF ROOT
BALL. DO NOT COVER THE TOP OF THE
ROOT BALL WITH SOIL

BERM OF TOPSOIL MIX FORMING WATER DISH AROUND
THE OUTSIDE EDGE OF ROOTBALL. FLATTEN AT END OF
MAINTENANCE PERIOD

PLANTING HOLE SHOULD BE:

e NO DEEPER THAN THE
ROOTBALL OF THE TREE,

» SIDE SHOULD BE SLOPING A
TO APPROXIMATE WIDTH —=571= ey
OF ROOTBALL AT BASE  'II=I[

« 2 TIMES AS WIDE AS THE
ROOTBALL OF THE TREE
IN UNDISTURBED SOILS
AND PREPARED SOILS;

e 3 TIMES AS WIDE AS THE gl |l
ROOTBALL OF THE TREE
IN COMPACTED SOILS.

CARIFY SIDES OF TREE PIT TO 150mm DEPTH

=

INISHED GRADE OF SOD / SEED / NATIVE GRASS

aravavavavarirs | v S e REMOVE BURLAP FROM THE TOP 1/3 OF ROOTBALL.
; a9 REMOVE ALL TWINE, ROPE, WIRE AND ANY NON
BIODEGRADABLE MATERIAL

TAMPED TOPSOIL MIX TO MEET SPECIFICATIONS

NDISTURBED SOIL OR COMPACTED CLEAN EARTH FILL
SUITABLE FOR TREE GROWTH

TYPICAL DECIDUOUS TREE PLANTING DETAIL
SCALE: N.T.S.

ICE LEVEL

CONSTRUCT TEMPORARY
CLAY COFFERDAM

COFFERDAM DETAIL
SCALE: N.T.S.

FOR INDEX PAGE SEE DWG
1-05050—-D0007—-001
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LOCATION APPROVED
UNDERGROUND STRUCTURES

B.M.
ELEV.

SUPV. U/G STRUCTURES DATE
COMMITTEE

NOTE:

LOCATION OF UNDERGROUND STRUCTURES AS
SHOWN ARE BASED ON THE BEST INFORMATION
AVAILABLE BUT NO GUARANTEE IS GIVEN THAT ALL
EXISTING UTILITES ARE SHOWN OR THAT THE GIVEN
LOCATIONS ARE EXACT. CONFIRMATION OF
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SCALE:
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