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NOTE: EXISTING GATE
TO BE PROTECTED DURING CONSTRUCTION
INSTALL NEW SEWER VALVE COVER

- w ’ m 4

INSTALL 3.0 300 PVC USING
TRENCHLESS METHODS

&Y

VALVE IN MANHOLE

INSTALL 366!?\/0 45" BEND AND

CONNECT TO EXISTING

A Lo G BN '
CONNECT NEW 375 CMP AND 300 PVC
TO NEW MANHOLE . .
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VEHICLES TO TRAVEL
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NO EQUIPMENT OR

%

300 PVC

¥ TN

OVER EXISTING PIPES

4 3
\—INSPECT ADJACENT OUTFALL PRIOR TO

'START OF CONSTRUCTION AND RE—INSPECT
OUTFALL ON COMPLETION OF WORK

375¢ (2.0mm) CMP
C/W POLYMER COATING

TYPE 2 END CONDITION /
(SEE DWG 1-03030—-C0038—002) j /

1.0 THICK RIPRAP

/1.0 THICK CLAY PLUG

600 THICK RIF’RAP\

CULVERT END DETAIL
SCALE: NTS

NOTES:

1. ALL EXCAVATED MATERIAL WITHIN 76.0 OF THE ASRL
MUST BE REMOVED FROM SITE (NO STOCKPILING).

2. CONSTRUCT TEMPORARY CLAY COFFERDAM AT CREEK
AS REQUIRED (SEE DWG 1-03030—-C0038-001).

3. CONTRACTOR TO PROVIDE AND INSTALL PROPER
WARNING SIGNS CONCERNING WORK SITE.

4. CMP TO MANHOLE CONNECTION TO BE 150
REINFORCED CONCRETE COLLAR IN CONJUNCTION WITH
WATERSTOP GROUT RING.

5. PVC TO MANHOLE CONNECTION TO USE FLEXIBLE
BOOTED CONNECTOR.
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