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INSPECT ADJACENT OUTFALL
PRE AND POST CONSTRUCTION

OHWM (EL 226.17)

PIPE AND RIPRAP TO MATCH
EXISTING RIVERBANK CONTOURS

INSTALL 40.0m* RIPRAP SUBCUT 600
INTO BANK AND AS DIRECTED BY THE
CONTRACT ADMINISTRATOR

CONTRACTOR TO REMQVE 8.9 — 450 CONC=
INSTALL 8.9 — 525 CMP C/W POLYMER COATING-

|
EX|STING GROUND ""\

— ORDINARY HIGH WATER MARK Vel
(OHWM) = 226.17 |

L EXISTNG [ T 1)
_ 3002 _CLAY| 0

RIM 230.84 —

RIM 231.3
INV W 227.71 INV E 227.83%
) | INV W 227.71%
INV N 227.85+¢

—INV W 227.24
|

T EXSTING ) ATA
< 4509 CONC 4 ——————
A=—T ﬁ? _
34
4

END OF O%JTFALL

0+86.70 INSTALL

0+77.81

CONCRETE COLLAR

EXTERNAL SLIP JOINT

0+75

14+00.00 EX MH

| 0+80.20 INSTALL

1+10.99 EX MH

1+25

N

OTE: CHAINAGES SHOWN ARE
ALONG ¢ EXISTING OUTFALL

CONTRACTOR TO REMOVE AND/OR PRUNE—/
TREES AS REQUIRED FOR ACCESS

"~ NO EQUIPMENT OR VEHICLES TO
~ DRIVE OVER EXISTING PIPES

FOR INDEX PAGE SEE
DWG 1-03030—-D0007-001

o
>
~
-

 CONTRACTOR TO PROTECT GATE
VALVE DURING CONSTRUCTION

=

(J) g
i §
| = |

N

Ly

231.0

230.0

229.0

228.0

£27.0

226.0

225.0

224.0
223.5

525¢ (2.0mm) CMP
C/W POLYMER COATING

TYPE 2 END CONDITION k :
(SEE DWG j i ,,
1-03030—C0038—002) | ,

600 THICK RIPRAP ! / /

CULVERT END DETAIL
SCALE: NTS

|
|
|
[
|

NEW | EX 450 /

525 CMP : CONC /f\
| | \\
| | |
| | I
| | |
| \ |
- .
I___A___, N
35 Mpa TYPE HS
CONCRETE TRANSIHON 15M @ 400
200300 15M @ 400 00
> 4-15M RINGS
300 m‘; MINIMUM CONC
( REINFORCED COVER IS 50

CONCRETE COLLAR

CONCRETE COLLAR DETAIL
SCALE: NTS

NOTES:

1. ALL EXCAVATED MATERIAL WITHIN 76.0 OF THE RSRL
MUST BE REMOVED FROM SITE (NO STOCKPILING).

2. CONSTRUCT TEMPORARY CLAY COFFERDAM AT CREEK
AS REQUIRED (SEE DWG 1-03030-C0038-001).

3. CONTRACTOR TO PROVIDE AND INSTALL PROPER
WARNING SIGNS CONCERNING WORK SITE.

4. CONTRACTOR TO INSPECT ADJACENT 800¢ CMP
OUTFALL PRE AND POST CONSTRUCTION.

—— N\ GINEERS
e sl GEOSCIENTISTS
MANITOBA

Certificate of Authorization
KGS Group
No. 245

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON

LOCATION APPROVED BM.
UNDERGROUND STRUCTURES ek

KGS

THE CITY OF WINNIPEG

WATER AND WASTE DEPARTMENT
ENGINEERING DIVISION

ENGINEER'S SEAL
@

Winnipeg
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