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PART E – GOODS 

Revise: E2.2 Item No.1 – the railway cross ties shall:  

(a) Be No. 2 timber cross ties (6” x 8” x 8’) new and unused; 

(b) Be treated with 7 lb./cu ft. 50/50 creosote/petroleum mix;  

(c)  Meet or exceed the American Railway Engineering and Maintenance of Way Association’s (A.R.E.M.A.) specifications 
for timber cross ties; 

(d) Be manufactured from the following types of wood:  

i. Douglas Fir;  

ii. Furs (True);  

iii. Hemlock;  

iv. Larches;  

v. Pine;  

vi. Redwood;  

vii. Spruce.  
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786-2020ADDENDUM 1  

SUPPLY AND DELIVERY OF NEW RAILWAY CROSS TIES  

 ISSUED: January 4, 2021  
BY: Rob Lesage  

URGENT 

PLEASE FORWARD THIS DOCUMENT TO 
WHOEVER IS IN POSSESSION OF THE 
TENDER 
 

TELEPHONE NO.  204 986-4121 

 
THIS ADDENDUM SHALL BE INCORPORATED 
INTO THE TENDER AND SHALL FORM A PART 
OF THE CONTRACT DOCUMENTS 
Template Version: A20190115 

 

 
Please note the following and attached changes, corrections, additions, deletions, information and/or instructions 
in connection with the Tender, and be governed accordingly.  Failure to acknowledge receipt of this Addendum in 
Paragraph 8 of Form A: Bid may render your Bid non-responsive. 

 

  


