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FOR TENDER PURPOSES ONLY
CAUTION GAS
~NOTE 6 (TYP)
EX SIDEWALK
NOTES:
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS.
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB.
4. EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR
5. 230mm PARTIAL CONCRETE SLAB PATCHES SHOWN ARE ONLY A REPRESENTATIVE APPROXIMATION OF THE TENDERED QUANTITIES.
6. EXISTING SIDEWALK TO BE RENEWED AS PER SD—228A AND AS DIRECTED BY CONTRACT ADMINISTRATOR.
7. PLANE/REMOVE EXISTING CURB AND CONSTRUCT MOUNTABLE CURB & GUTTER (120mm REVEAL) AS PER DETAIL AND AS DIRECTED BY CONTRACT ADMINISTRATOR.
8. PAVEMENT REPAIR FABRIC TO BE INSTALLED AS DIRECTED BY CONTRACT ADMINISTRATOR. 10.71 11.99 11.45 9.36
9. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADII AND ALLEY RADII. MESIAN - MEDIAN
10. CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES 4.00 4.00 299 VARIES BQULEVARD 1 &4 4.68 . 4.68 VARIES E*fu'-EVARD _1.50 _,
AS OUTLINED IN THE SPECIFICATIONS. TANE ' TANE ' CANE JQ = SWik] LANE LANE EX SWLK
11. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE VARIES 2.0%
CONTRACTOR AS NECESSARY. VARIES 0.0% < _— i =
12. ALL BOULEVARDS TO BE SEEDED AS PER E13 UNLESS OTHERWISE NOTED. < AR 21-25% .
13. ADJUST ALL WATER VALVES, HYDRANTS MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE. 36-47% T a\ \//
14. CONTRACTOR TO CONFIRM LOCATION AND LIMITS OF SEWER REPAIRS BY PERFORMING VIDEO INSPECTION AND REVIEWING WITH CONTRACT ADMINISTRATOR PRIOR TO o - J S
CONSTRUCTION (IF REQ'D) QF d - L
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