800 TAYLOR AVE
STAFFORD STREET

840

CHARCOAL HOLLAND PAVERS

SAWN LONGITUDINAL JOINT LOCATION (25mm DEEP) SUPPLY AND INSTALL BLUE HOLLAND PAVERS
CONCRETE SIDEWALK
SAND SWEPT CONCRETE SIDEWALK WITH BLOCK OUT
JOINTS 13mm SAND SETTING BED FOR UNIT PAVERS

COMPACTED LEVELING COURSE

REINSTALL BUS STOP FLAG AND ELITE POST BY OTHERS.
CONTRACTOR TO INSTALL BOLTS AND METAL BASE.

[ 450x450x300mm THICKENED SIDEWALK.

630

4 - HOLLAND SQUARE PAVERS IN CENTRE WITH HOLLAND
PAVER AROUND. ALL NATURAL COLOUR.

ﬁ BACK OF CURB

SLOPE EXCAVATION EDGE PRIOR TO PLACING 50mm BASE

BACKFILL OVER EXCAVATION WITH
50mm LIMESTONE AND COMPACT

NOTES:
1. A 2.0m GAP IS REQUIRED AT ALL TRANSIT STOP HEADS
2. CONCRETE PLACED BELOW PAVERS FOR BLOCKOUTS

TO BE FINISHED SMOOTH. A
3.  PAVING BAND TO STOP 100mm SHORT OF ALL —
REQUIRED ISOLATIONS AND TERMINUS AT CURB LINES ELITE POST METAL BASE. CONTRACTOR TO INSTALL
BAR MAT ON CONCRETE BASE. ENSURE POST IS PLUMB AND
REINFORCING | 840 FLUSH TO BASE.
m SIDEWALK PAVING BAND TAYLOR AVENUE
U 1:20
- BLUE HOLLAND PAVER ON 13mm DEPTH SAND SETTING BED.
o / /%4 CONCRETE SIDEWALK WITH BLOCK OUT
~ o
o
// // / FOR UNIT PAVERS

PAVING BAND /| GRANULAR LEVELING COURSE (50mm MIN.)

COMPACTED OR UNDISTURBED SUBGRADE
COMPACTED AS PER SPECIFICATION

THICKEN SIDEWALK TO 300mm TO ALLOW FOR
REINFORCING AND ANCHOR BOLTS. INSTALL BOLTS IN
SIDEWALK (ANCHOR BOLTS SUPPLIED BY OTHERS).

STOP PAVING BAND 100mm
/ SHORT OF ISOLATION

@ BUS STOP FLAG BASE & UNIT PAVER INSERT

\:/ 1:15

LONGITUDINAL SIDEWALK JOINT

ASPHALT TO BE MECHANICALLY
COMPACTED

POLE,
CONCRETE PILE OR
HYDRANT

m TYPICAL SIDEWALK ISOLATIONS

U 1:20

20.0M TIE BARS 760 LONG @ 500 O.C.

125
25

15M TRANSVERSE AL L]
|

CL TRANSVERSE JOINT
BARS@4300.C.\ f # 8)/ T T T T T T T
' <
0o e
15M LONGITUDINAL /
BARS @ 400 O.C. —
\\
\\ _
= 4
S ? 2 BACK OF CURB AND _
. EDGE OF PAVEMENT\ =
— § NOTES:
180mm INTEGRAL X 1. DOWELS ARE TO BE PLACED A MINIMUM OF 250mm FROM
~ N\ CONCRETE SIDEWALK RIS = ANY JOINT.
o
8 2. TIE BARS TO BE A MINIMUM OF 450mm FROM CENTRE OF
B TRANSVERSE JOINTS.
N 3. TRANSVERSE BARS OF BAR MATS TO BE DEFORMED.
OBJECT TO ISOLATE 4. LONGITUDINAL BARS OF BAR MATS TO BE DEFORMED.
T e
50 150
m SECTION S ol —
\_/ " = AN EEEEEN

CL TRANSVERSE JOINT

250
250

\28.6mm DOWELS

m CORYDON AVENUE 240 THICK REINFORCED CONCRETE PAVEMENT WITH DOWELLED JOINTS

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR
MUST:

1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION
OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
INSTALLATIONS.

SEE PROVINCIAL REGULATION 140/92 FOR DETAILS
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WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES
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