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LOWER FRAME 40mm

LOWER FRAME 100mm AND

CASTING ADJUSTMENT

LOWER FRAME  45mm

 CASTING ADJUSTMENT

AND REPLACE FRAME WITH

LOW PROFILE
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CAUTION: 50 GAS

TOP OF PIPE W=31.213±

TOP OF PIPE E=31.391±
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CONSTRUCT 150mm

REINFORCED CONCRETE

SIDEWALK AT CB.

CONSTRUCT 150mm

REINFORCED CONCRETE

SIDEWALK AT CB.
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EAST PROPERTY

CENTERLINE

EAST GUTTER

EXISTING GROUND AT CONTROL
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WEST PROPERTY

CENTERLINE

WEST GUTTER

EXISTING GROUND AT CONTROL

EXISTING WEST GUTTER
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250mm PLAIN DOWELED CONCRETE WITH REINFORCEMENT

100mm-20mm LIMESTONE BASE COURSE

100mm-50mm LIMESTONE SUB-BASE

425mm-100mm LIMESTONE SUB-BASE

GEO-GRID

NON-WOVEN GEOTEXTILE

100mm CONCRETE SIDEWALK WITH

BLOCKOUTS FOR CONCRETE PAVERS.

SEE DETAIL SHEET 27

INFILL AND

COMPACT 50mm

SUB-BASE BEHIND

NEW CURBS

180mm INTEGRAL CURB (TYP.)

T.G.

M.K.
K.W.R.

1:250

2021/01/27

K.W.R.

 

ROADWORKS - RECONSTRUCTION

STA 3+940 TO STA 4+065

STAFFORD STREET

P-3526-11

C-228

 

PROPOSEDEXISTING LEGEND-PLAN EXISTING

WASTE WATER SEWER

LAND DRAINAGE SEWER

250 WWS

300 LDS

CURB INLET/CATCH PIT

CULVERT

GAS

CATCH BASIN

MANHOLE

150 WM

WATERMAIN

HYDRANT

VALVE

250 WWS

300 LDS

(31.334)

150 WM

LEGEND-PROFILEEXISTINGLEGEND-PLAN PROPOSED

32.231

SURVEY BAR

PROPERTY LINE

DITCH

ELEVATION

SIDEWALK

ASPHALT

HYDRO

CONCRETE

M.T.S.

PROPOSED

SIDEWALK RAMP

TRANSIT STOP

2019-2023 STAFFORD/TAYLOR/CORYDON

TENDER 2

53

08020c-225-932.dwg

REVISIONSNO.

SUPV. U/G STRUCTURES

UNDERGROUND STRUCTURES

LOCATION APPROVED

BEFORE  PROCEEDING  WITH  CONSTRUCTION.

OBTAINED  FROM  THE  INDIVIDUAL  UTILITIES

LOCATION  OF  ALL  SERVICES  MUST  BE

CONFIRMATION  OF  EXISTENCE  AND  EXACT

THAT  THE  GIVEN  LOCATIONS  ARE  EXACT.

THAT  ALL  EXISTING  UTILITIES  ARE  SHOWN  OR

AVAILABLE  BUT  NO  GUARANTEE  IS  GIVEN

SHOWN  ARE  BASED  ON  THE  BEST  INFORMATION

LOCATION  OF  UNDERGROUND  STRUCTURES  AS

COMMITTEE
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NORTHBOUND LANES

SOUTHBOUND LANES

## / 932

1:150H  1:75V

SECTION AT STA 4+020

-

J

L

C PROFILE

NORTH OR WEST GUTTER

SOUTH OR EAST GUTTER

NORTH OR WEST P

SOUTH OR EAST P

L

L

NOTES:

1. ADJUST EXISTING MANHOLES AS REQUIRED.

2. ADJUST ALL AFFECTED EXISTING WATERMAIN AND WATER SERVICE VALVES TO GRADE.

3. FOR CB LEADS AND UNDERGROUND INFO SEE SHEETS 29 TO 33.

4. INSTALL 18m OF SUBDRAIN EACH SIDE OF LOW POINTS AND HIGH SIDE OF FLYBYS AS

PER SD-245 c/w CAPPED ENDS.

5. PRIVATE APPROACHES ARE 200mm REINFORCED CONCRETE WITH 100mm BASE

COURSE, 225mm-50mm SUB-BASE AND NON-WOVEN GEOTEXTILE .

6. BULLNOSES, APPROACHES AND INTERSECTION RADII ARE TO BE INTEGRAL MODIFIED

BARRIER CURB.

7. SEE DETAILS FOR EXCAVATION SUB-BASE PLACEMENT AND SUB-GRADE CROSS-FALL

ON SHEET 28 FOR WORKING NEAR SHALLOW DUCT LINES.

WATER DISTRIBUTION

SYSTEM-CATHODICALLY PROTECTED

PLEASE BE ADVISED THAT THE WATER

DISTRIBUTION SYSTEM IN THIS AREA

IS CATHODICALLY PROTECTED. ANY

DAMAGE TO THIS SYSTEM MUST BE

REPORTED TO THE WATER

AND WASTE DEPARTMENT

IMMEDIATELY AND ALL COSTS,

MATERIALS AND LABOUR ASSOCIATED

WITH THE RESTORATION OF THIS

SYSTEM WILL BE THE RESPONSIBILITY

OF THE CONTRACTOR.
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