U:\113708020\0300_drawing\0302_sheet_files\02_civi\Tender2\08020c-229-932.dwg

2021/12/29 12:25 PM By: Komlenovic, Vasko

SOUTHBOUND LANES
JESSIE AVENUE
Va WEST PROPERTY
XD M Lo B X0 I~
£92:0 CENTERLINE £02:0
44311272 i EXISTING GROUND AT CONTROL
4+290.084 f 232366 / /
232.228
232.4 L | 23116 2324
. —_— . 5 .
ON_L _— —‘7 -~ \ /\77/\_‘
— 065 —— —_— —— ‘__5 V/\ / NOTES:
/ __— —— f—————— o 05y =Tl ——Ff \§ =
232.2 _— ? e o =—r—— 0.50% —— 939.2 1. ADJUST EXISTING MANHOLES AS REQUIRED.
. ( R [\ Q\u\n — a— .
o —_— \ —
L g ( ——— 0500 T — _— ,,,/; 2. ADJUST ALL AFFECTED EXISTING WATERMAIN AND WATER SERVICE VALVES TO GRADE.
— \ T ) g
r/ \ SL* \\ %// 3. FOR CB LEADS AND UNDERGROUND INFO SEE SHEETS 29 TO 33.
NZO.N p—-r NZNO.0
e \_4+289.92O \4+311.272 EXISTING WEST GUTTER— j o ™ e 4. INSTALL 18m OF SUBDRAIN EACH SIDE OF LOW POINTS AND HIGH SIDE OF FLYBYS AS
232.084 232.223 WEST GUTTER PER SD-245 c/w CAPPED ENDS.
\_4+361 229 5. PRIVATE APPROACHES ARE 200mm REINFORCED CONCRETE WITH 100mm BASE
231.8 231.973 231.8 COURSE, 225mm-50mm SUB-BASE AND NON-WOVEN GEOTEXTILE .
6. BULLNOSES, APPROACHES AND INTERSECTION RADII ARE TO BE INTEGRAL MODIFIED
BARRIER CURB.
231.6 231.6 7. SEE DETAILS FOR EXCAVATION SUB-BASE PLACEMENT AND SUB-GRADE CROSS-FALL
ON SHEET 28 FOR WORKING NEAR SHALLOW DUCT LINES.
NORTHBOUND LANES
EAST PROPERTY
232.6 JESSIE AVENUE CENTERLINE 232.6
/[—EXISTING GROUND AT CONTROL
4+311.272
[_ 232.366 _
232.4 e N [T e — 232.4
— Mo — — o e i E— 4+361,229 _
—____-—~-——“(5.6§\°/ —‘__?Z e I — . [232.116 —_—
— N/ — _ 050y, T ———- -7 = \ \JL = ———— "
/ — o — — Em S _ :_’—‘ — p— a—
232 2 N 650/ \ ,/— \/ — ) — == _,_——f——— ;\'—’ 7_500/0 /— 232 2
— Qo= 0— j\\& \No‘o_\ O ————— n o — O —F——o— o S — / ”/40—
- T _—"0.50%__—o——
N D S e~
232.0 -/ — e T 232.0
EAST GUTTER EXISTING EAST GUTTER J
4+311.272
232223 \_ 4+361.229
N.TX1.R 231.973 N.T1.R
LI 1.0 &I 1.0
Lo By & I ~ Lo B 45 O~
LI 1.0 LI 1.0
44300 44350
STAFFORD STREET
ATER DISTRIBUTION
SYSTEM-CATHODICALLY PROTECTED
PLEASE BE ADVISED THAT THE WATER
DISTRIBUTION SYSTEM IN THIS AREA 936 936
S CATHODICALLY PROTECTED. ANY - -
ARG TO TS SrSTE WS BE | | " L o SONCRETE eI
REPORTED TO THE WATER | ? CONSTRUCT 150mm | SEE DETAIL SHEET 27 '
AND WASTE DEPARTMENT 0 REINFORCED CONCRETE - -
MMEDIATELY AND ALL COSTS, D 180mm INTEGRAL CURB (TYP.
MATERIALS AND LABOUR ASSOCIATED 9 SIDEWALK AT CB. WEST / ( )\ EAST
WITH THE RESTORATION OF THIS ol LOWER 14mm AND 234 - PL VA 14.30 PL -234
SYSTEM WILL BE THE RESPONSIBILITY B 4 CASTING ADJUSTMENT / \5\ ‘
OF THE CONTRACTOR . (32 RS SREX | N EOE YR SRR {".*J. ,3*‘}“6 .*”g. }“}« . 0.30 | 259 / 3,85 . 3.50 350 3.6 261 0.31
8 e e ey e e e e e s e e e e e e ey — J—
~ = T T _l< _ COMPACT 50mm
|<£ BRI o - SN SUB-BASE BEHIND
(7] o .- 44350 - T \ R SR NEW CURBS
m e — = — 3216 )yo——fF = i ——, 230— 250mm PLAIN DOWELED CONCRETE WITH REINFORCEMENT —230
Z S o ' PR A e o S = 100mm-20mm LIMESTONE BASE COURSE
— - g e S R B S EI 100mm-50mm LIMESTONE SUB-BASE
5 S —— = e g 3 425mm-100mm LIMESTONE SUB-BASE 3
st . - S smav? E GEO-GRID
= B e T T T T ohA <§E NON-WOVEN GEOTEXTILE
= : . _ 31.999 ) (32.028) .~ - (32.062 ) -
— = +
(32377 ) REPLACE FRAME WITH 22 \ (523177 M
LOW PROFILE, LOWER U 1:150H 1:75V
90mm AND CASTING REINFORCED CONCRETE SHAW 4
» 2 ADJUSTMENT SIDEWALK AT CB. !
53 ]
S = |
& | “1 <
-l B (D
po o
N S
WA R N | N G \ 10) | T == ENGINEERS
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED i g ' | : {j} — GEOSCIENTISTS
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR \ | : MANITOBA
N)IUST: I [ Certificate of Authorization
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION .
OF EXCAVATION. M E TR | C Stantec Consulting Ltd.
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY
II\)ISTALLATIONS. WHOLE NUMBERS INDICATE MILLIMETRES No. 1301
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS  DECIMALIZED NUMBERS INDICATE METRES
—150WM__ WATERMAIN —sowm_ | ————— HYDRO | —————]-———— C PROFILE —_— .y =
M. ®
e HYDRANT Y — — MT.S. . NORTH OR WEST GUTTER bﬁéﬁl&%m\é‘zﬂﬁg\égg ELEV. C\) THE CITY OF WINNIPEG
® VALVE e |[——— CONCRETE ———— [SOUTHOREASTGUTTER |- == =< antecC ——_ PUBLIC WORKS DEPARTMENT
—300LDS_ | LAND DRAINAGE SEWER | _300LDS__ ASPHALT | — NORTH OR WEST PL 500 - 311 Portage Avenue, Winnipeg MB Canada : :
—— SUPV. U/G STRUCTURES DATE stantec. \X/ ENGINEERING DIVISION
—250wws _ [ WASTE WATER SEWER | —250wws SIDEWALK SOUTH OR EAST P | COMMITTER wvwstaniec.com lnnlp eg
o) MANHOLE ° PROPERTY LINE S —— NOTE: DESIGNED 1 6. CHECKED K wR SHEET oF
O CATCH BASIN ] 4+ SURVEY BAR + LOCATION oF UNDERGROUND STRUGTURES AS 2019-2023 STAFFORD/TAYLOR/CORYDON 24 53
v CURB INLET/CATCH PIT v —D DITCH —> SHOWN ARE BASED ON THE BEST INFORMATION gsAWN MK ,S\P(PROVED KWR. TENDER 2 CAD FILE DRAWING NUMBER
31.334 229.
TRANSIT STOP ( ) ELEVATION 32.231 THAT AL EXISTING UTILITIES ARE SHOWN OF STAFEORD STREET 08020c-229-932.dwg
———4 CULVERT ———4 SIDEWALK RAMP — . CONFIRMATION OF EXISTENCE AND EXACT HOR. SCALE: 1:250 E(EDII_\IESA'I\'SREUD(;%T\I CITY DRAVWING NUMBER
. GAS —_ — OBTAINED FROM THE INDIVIDUAL UTILITES 0 |ISSUED FOR TENDER 220106 Kwr | VERTICAL: 1110 ' CONSULTANT DRAWING NO. STA 4+290 TO STA 4+390 P.3526.14
EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PLAN PROPOSED | EXISTING LEGEND-PROFILE PROPOSED | PORF PROCEEPING ITH CONSTRUCTION NO.| REVISIONS DATE | B | DATE 2021/01/27 DATE C-231 ROADWORKS - RECONSTRUCTION

## /932



AutoCAD SHX Text
H

AutoCAD SHX Text
H

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
(     )

AutoCAD SHX Text
WHOLE NUMBERS INDICATE MILLIMETRES

AutoCAD SHX Text
DECIMALIZED NUMBERS INDICATE METRES

AutoCAD SHX Text
METRIC

AutoCAD SHX Text
WARNING

AutoCAD SHX Text
SEE PROVINCIAL REGULATION 140/92 FOR DETAILS

AutoCAD SHX Text
2) TAKE PRECAUTION TO AVOID DAMAGE TO GAS COMPANY

AutoCAD SHX Text
1) NOTIFY THE GAS COMPANY OF THE PROPOSED LOCATION

AutoCAD SHX Text
FOR EXCAVATION ON THIS PROJECT THE CONTRACTOR

AutoCAD SHX Text
IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE USED

AutoCAD SHX Text
OF EXCAVATION.

AutoCAD SHX Text
INSTALLATIONS.

AutoCAD SHX Text
MUST:

AutoCAD SHX Text
PUBLIC WORKS DEPARTMENT

AutoCAD SHX Text
ENGINEERING DIVISION

AutoCAD SHX Text
THE CITY OF WINNIPEG


	Sheets and Views
	24 C231


