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DEMOLITION NOTES

@ PROVIDE DEMOLITION OF EXISTING UTILITY METERING TRANSFORMERS
(LOCATED WITHIN 600V DISTRIBUTION PANEL) AND ASSOCIATED CONDUIT
AND WIRING. CONSULT WITH MANITOBA HYDRO IF METERING
TRANSFORMERS SHALL BE KEPT, OTHERWISE DISPOSE OF ALL
EQUIPMENT.

PROVIDE DEMOLITION OF EXISTING 600V DISTRIBUTION PAMELS.
CONSULT WITH THE CITY IF ANY EQUIPMENT SHOULD BE KEPT,
OTHERWISE DISPOSE OF ALL EQUIPMENT.

PROVIDE DEMOLITION OF EXISTING CONTROL PANELS AND THE
120/240V PANELBOARD, PANEL A. DEMOLISH ALL ASSOCIATED CONDUIT
AND CABLE.

PROVIDE DEMOLITION OF EXISTING RTU PANEL. CONSULT WITH THE CITY
IF ANY EQUIPMENT SHALL BE KEPT, OTHERWISE DISPOSE OF ALL
EQUIFMENT. DEMOLISH ALL ASSOCIATED CONDUIT AND CABLE.
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PROVIDE DEMOLITION OF EXISTING 600:120/240V TRANSFORMER
(LOCATED ABOVE CONTROL PANEL) ALONG WITH ASSOCIATED CABLING
AND CONDUIT.

PROVIDE DEMOLITION OF EXISTING BATTERY CHARGER. CONSULT WITH
THE CITY IF THE BATTERY CHARGER SHOULD BE KEPT, OTHERWISE
DISPOSE OF BATTERY CHARGER.

PROVIDE DEMOLITION OF EXISTING LIGHT FIXTURE AND ALL ASSOCIATED
CABLE, CONDUIT, AND CONTROLS.

PROVIDE DEMOLITION EXISTING UNIT HEATER AND ALL ASSOCIATED
CABLING, CONDUIT, AND CONTROLS.

PROVIDE DEMOLITION OF EXISTING SUPPLY FAM, DUCT HEATER AND ALL
ASSOCIATED CABLING, CONDUITS, AND CONTROLS

PROVIDE DEMOLITION OF EXISTING NATURAL GAS ENGINE CONTROLS
AND ASSOCIATED CONDUIT, CABLING, AND BATTERIES.

PROVIDE DEMOLITION OF EXISTING TEMPERATURE SWITCHES ALONG WITH
ALL ASSOCIATED CABLING AND COMDUIT.

PROVIDE DEMOLITION OF EXISTING LIGHT SWITCHES AND DEVICE BOXES.
DEMOLISH ALL ASSOCIATED CABLING AND CONDUIT. INFILL EXISTING
THROUGH—-FLOOR PEMETRATION.

PROVIDE DEMOLITION OF EXISTING OUTDOOR LIGHT FIXTURE AND ALL
ASSOCIATED CABLE, CONDUIT, AND CONTROLS. RETAIMN EXISTING STEEL
PROTECTION CAGE FOR FUTURE RE-USE.

PROVIDE DEMOLITION OF EXISTING DAMPER ACTUATORS AND
ASSOCIATED CABLING.
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PROVIDE DEMOLITION OF ALL EXISTING 120V RECEPTACLES AND DEVICE
BOXES. DEMOLISH ALL ASSOCIATED CABLING AND CONDUIT

PROVIDE DEMOLITION OF EXISTING 600V RECEFTACLE AND DEVICE BOX.
DEMOLISH ALL ASSOCIATED CABLING AND CONDUIT

PROVIDE DEMOLITION OF EXISTING MANMTOBA HYDRO REMOTE METER
ENCLOSURE. RETAIN METER FOR RE-USE. IN-FILL EXISTING WALL
PENETRATION.

PROVIDE DEMOLITION OF EXISTING CONDUCTIVE LEVEL SENSOR
(LOCATED ON WET WELL EAST WALL). DEMOLISH ALL ASSOCIATED
CABLING AND CONDUIT BACK TO THE SOURCE.

PROVIDE DEMOLITION OF EXISTING FLOAT SWITCH. DEMOLISH ALL
ASSOCIATED CABLING AND CONDUIT BACK TO THE SOURCE.

PROVIDE DEMOLITION OF EXISTING NETWORK INTERFACE DEVICE (NID)
ALONG WITH EXISTING PHONE. CONSULT WITH THE CITY IF THE PHONE
SHALL BE KEFT, OTHERWISE DISPOSE OF ALL EQUIPMENT. DEMOLISH
ALL ASSOCIATED CONDUIT AND CABLE.

PROVIDE DEMOLITION OF EXISTING 120:24V TRANSFORMERS ALONG
ASSOCIATED CABLING AND CONDUIT

PROVIDE DEMOLITION OF EXISTING INVERTER AND BATTERIES. CONSULT
WITH THE CITY IF ANY EQUIPMENT SHOULD BE KEPT, OTHERWISE
DISPOSE OF ALL EQUIPMENT.

PROVIDE DEMOLITION OF EXISTING SERVICE CABLING ALONG WITH
OUTDOOR WEATHERHEAD AND MAST.

PROVIDE DEMOLITION OF EXISTING MOTOR TEMPERATURE SWITCH ALONG
WITH ALL ASSOCIATED CONDUIT AND CABLING BACK TO THE SOURCE.

PROVIDE DEMOLITION OF EXISTING MOTOR OIL LEVEL SWITCH ALONG
WITH ALL ASSCOCIATED CONDUIT AND CABLING BACK TO THE SOURCE.
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