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ALONG & ERIN STREET
14+125.000 O/S 5.175 L
1800 DP CB (SD-024)
INSTALL NEW MH F&C AP-006, AP-007 & RIM EL 32.624, 150 N&S INV 31.409
65 mm RISER RING, C/W CONCRETE 250 E INV 30.974, BOT 30.374
COLLAR (SEE DETAIL, DWG 31) & REMOVE EX CP, LEAD & CB. C/W 250 x 4.85 SSP @ 8.0% & 1.75 VERTICAL RISER
ADJUST TO GRADE (TYP) ABANDON LEAD CONNECT TO EX 300 CS @
1+125.000, 300 CS INV £28.79
1500 x 6.00 m SUBDRAINS I
/75 mm TOPSOIL & SOD ADJUST EX C/W PLUGGED ENDS 150@ x 9.50 m SUBDRAINS
ig“:gggﬁ’f_g:b"“n & CB. RENEW PRIVATE CURBSTOP (TYP) CAUTION: GAS)| C/W PLUGGED ENDS
SIDEWALK (TYP)
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MATCH LINE - STA 1+025 - SEE DWG No. 18

32

MATCH LINE - STA 1+150 - SEE DWG No. 20

NOTES
1. ADJUST MH AND CB RIMS TO NEW GRADES.

2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
REQUIRE TEMPORARY SUPPORT AND BACKFILL TO BE
DONE SO AT THE EXPENSE OF THE CONTRACTOR AS
NECESSARY.

3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.

5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

6. CB SD-023 & SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CB SD-025 OFFSETS ARE DIMENSIONED O/C. TF-100
OFFSETS ARE DIMENSIONED TO FACE OF CURB.

7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
REMOVED, MATCH RECONSTRUCTION LIMITS.

8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
MANAGEMENT.

9. EXISTING LONG WATER SERVICES TO BE INSULATED
(SD-018). REFER TO TENDER FOR FURTHER
REQUIREMENTS AND AS NOTED IN PLAN.

ALL COSTS, MATERIALS AND LABOR ASSOCIATED WITH
THE RESTORATION OF THE CATHODIC PROTECTED
WATERMAIN WILL BE RESPONSIBILITY OF THE
CONTRACTOR.

11. MATCH EXISTING GRADES AT DOOR SILLS.

12. ADJUST EXISTING WATER VALVES AND WATER SERVICE
CURB STOPS TO GRADE.

WATERMAIN LOCATION TO BE VERIFIED HORIZONTALLY
AND VERTICALLY PRIOR TO CATCHBASIN INSTALLATION
(TO CONFIRM RECESSED INLETS).

ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
GEODETIC ELEVATION.

10.

13.

14.

o e : ~132.606) (32. e — 32.719 % T~ e —p—— - 7
731 ?,1 54 % 32,884 37,648 (32,029 | 32.965"33.015. 132,961 ST -+.133.048/ 31 RN :]/
777, n\el 32.852 ;l -"-"\""”\31@'884 — 32,929)% 965), o | (32.961):(32.955 32938 2y 2t s ol e
| S 32.920) - el ASE S 2 ‘ (33.041) (33.010)(33.022)
1041 3 E)RVL 32065 A33012DBIN0TTBIA10T777) e ~ " 8 2| 8 1055
(32500 32560 |GRVL\ 1045 CONC | ASPH o |
CONC |
REMOVE EX CP, LEAD & CB.
ABANDON LEAD 75 mm TOPSOIL & SOD 1+125.000 O/S 5.175 R, 460 DP CP (SD-023)
40 mm LIP CURB AT ADJUST EX GV (TYP) RIM EL 32.557, 250 SW INV 31.607, BOT 31.607
APPROAC": (TYP) CIW 250 x 4.04 SSP @ 16.5%
SALVAGE & REGRADE EX PAVING STONES 1+122.500 O/S 1.675 R CONNECT TO CB @ 1+022.500 @ INV 30.940
PAVING STONE BAND | | a 1800 DP CB (SD-025)
SEE DETAIL DWG 31 (TYP) RIM EL 32.640, 150 N&S INV 31.310
RENEW CONCRETE APPROACH (SD-232) TYP. PARKING 250 W & NE INV 30.940, BOT 30.340 1500 x 9.50 m SUBDRAINS PARKING LOT
200 REINFORCED CONCRETE CIW 250 x 2.25 SSP @ 8.0% & 1.92 VERTICAL RISER CIW PLUGGED ENDS
275 - 50 mm CRUSHED SUB. BASE (GRANULAR A) T T X 30 @ LIMIT OF ASPHALT PAVEMENT -
1+124.000, 300 CS INV £28.79 RECONSTRUCTION, PROPOSED PAVEMENT
PREPARED SUBGRADE STRUCTURE - 75 mm TYPE 1A ASPHALT, 100 mm
REMOVE EX CP, LEAD & CB. ,
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