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TREE TO BE SET PLUMB IN
CENTRE OF TREE PIT. TREE

SHOULD BE PLANTED NO DEEPER
THAN IT WAS GROWING IN THE

CONTAINER OR FIELD

ROOT FLARE SHOULD BE

SLIGHTLY ABOVE FINISH GRADE
OF SOIL. REMOVE EXCESS SOIL
FROM TOP OF ROOT BALL. DO NOT
COVER THE TOP OF THE ROOT

BALL WITH SOIL

PLANTING HOLE SHOULD BE

e NO DEEPER THAN THE ROOT
BALL OF THE TREE,

e SIDE SHOULD SLOPING TO
APPROXIMATE WIDTH OF
ROOTBALL AT BASE

e 2 TIMES AS WIDE AS THE
ROOTBALL OF THE TREE IN
UNDISTURBED SOILS AND
PREPARED SOILS;

¢ 3 TIMES AS WIDE AS THE ROOT

BALL OF THE TREE IN
COMPACTED SOILS

METAL "T" STAKE ON TWO SIDES AND FLAT
WOVEN POLYPROPYLENE TREE TIE FOR
GUYING APPLICATION (WHERE REQUIRED,
ADJUST LOCATION WITH PREVAILING WINDS)

TREE GUARD: 100mm DIA. x 600mm LENGTH
WEEPING TILE MATERIAL SLICED AND
WRAPPED AROUND BASE OF TREE

100mm DEPTH MULCH. MULCH RING: MIN.
1500mm DIA. MULCH MUST NOT BE PLACED
WITHIN 75mm (3") OF TREE TRUNK. DO NOT
PILE MULCH UP AGAINST TRUNK
BERM OF TOPSOIL MIX FORMING WATER
DISH AROUND THE OUTSIDE EDGE OF
ROOTBALL. FLATTEN AT END OF
MAINTENANCE PERIOD
SCARIFY SIDES OF TREE PIT TO
150mm DEPTH

/—FINISHED GRADE OF SOD / SEED

CUT WIRE BASKET, BEND BACK TOP LOOPS
AND REMOVE BURLAP FROM THE TOP 1/3 OF
ROOTBALL. REMOVE ALL TWINE, ROPE, WIRE
AND ANY NON BIODEGRADABLE MATERIAL

TAMPED TOPSOIL MIX TO MEET
SPECIFICATIONS

UNDISTURBED SOIL OR COMPACTED CLEAN

J._TREE PIT: 2-3 X DIA. OF_l. EARTH FILL SUITABLE FOR TREE GROWTH

ROOTBALL

L2 SCALE-1:25

/17\ TYPICAL DECIDUOUS TREE PLANTING

DECDUOUS TREE PLANTING

ONLY ON SLOPE STEEPER THAN 4H:1V

e ADD 225mm (9") DIA. STRAW
WATTLE, PLACED ON SUBGRADE,
CENTERED ON DOWNHILL SIDE OF
BERM WATERING DISH FOR 180°,
STAKED IN 4 PLACES

FINISHED GRADE OF SEED

#=PLANTING PIT: 3 X DIA. OF ROOTBALL =g

\ 0.5m BEYOND TREE PIT

SCARIFY TO 150mm DEPTH,

ENGINEERED SUBGRADE

TYPICAL DECIDUOUS TREE PLANTING ON SLOPE

SINGLE LEADER. PRUNE ONLY
BROKEN, DISEASED, OR DEAD
BRANCHES. DO NOT PRUNE LEADER

TREE TO BE SET PLUMB IN
CENTRE OF TREE PIT. TREE
SHOULD BE PLANTED NO DEEPER
THAN IT WAS GROWING IN THE
CONTAINER OR FIELD

ROOT FLARE SHOULD BE

SLIGHTLY ABOVE FINISH GRADE
OF SOIL. REMOVE EXCESS SOIL
FROM TOP OF ROOT BALL. DO NOT
COVER THE TOP OF THE ROOT
BALL WITH SOIL

PLANTING HOLE SHOULD BE

e NO DEEPER THAN THE
ROOT BALL OF THE TREE,

e SIDE SHOULD SLOPE TO
APPROXIMATE WIDTH OF
ROOTBALL AT BASE

e THREE TIMES AS WIDE AS
THE ROOT BALL OF THE
TREE IN COMPACTED SOILS

(3
2/

(97] N
L

K

LANTING Pl

>

SINGLE LEADER. PRUNE ONLY
BROKEN, DISEASED, OR DEAD
BRANCHES. DO NOT PRUNE LEADER

TREE TO BE SET PLUMB IN
CENTRE OF TREE PIT. TREE

SHOULD BE PLANTED NO DEEPER
THAN IT WAS GROWING IN THE
CONTAINER OR FIELD

ROOT FLARE SHOULD BE
SLIGHTLY ABOVE FINISH GRADE
OF SOIL. REMOVE EXCESS SOIL

FROM TOP OF ROOT BALL. DO NOT
COVER THE TOP OF THE ROOT
BALL WITH SOIL

B

PLANTING HOLE SHOULD BE

¢ NO DEEPER THAN THE ROOT
BALL OF THE TREE,

APPROXIMATE WIDTH OF
ROOTBALL AT BASE

¢ 2 TIMES AS WIDE AS THE
ROOTBALL OF THE TREE IN

UNDISTURBED SOILS AND
PREPARED SOILS; L TREE PIT: 2-3 X DIA. OF I'

¢ 3 TIMES AS WIDE AS THE ROOT
BALL OF THE TREE IN
COMPACTED SOILS

ROOTBALL

L2 SCALE-1:25

/ 27\ TYPICAL CONIFEROUS TREE PLANTING
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&= PLANTING PIT: 3 X DIA. OF ROOTBALL =x¢

%TAMPED TOPSOIL MIX TO

g

METAL "T" STAKE ON TWO SIDES AND FLAT
WOVEN POLYPROPYLENE TREE TIE FOR
GUYING APPLICATION (WHERE REQUIRED,
ADJUST LOCATION WITH PREVAILING WINDS)

100mm DEPTH MULCH. MULCH RING: MIN.
1500mm DIA. MULCH MUST NOT BE PLACED
WITHIN 75mm (3") OF TREE TRUNK. DO NOT
PILE MULCH UP AGAINST TRUNK

BERM OF TOPSOIL MIX FORMING WATER
DISH AROUND THE OUTSIDE EDGE OF
ROOTBALL. FLATTEN AT END OF
MAINTENANCE PERIOD

CUT WIRE BASKET, BEND BACK TOP LOOPS
AND REMOVE BURLAP FROM THE TOP 1/3 OF
ROOTBALL. REMOVE ALL TWINE, ROPE, WIRE
AND ANY NON BIODEGRADABLE MATERIAL

ONLY ON SLOPE STEEPER THAN 4H:1V

e ADD 225mm (9") DIA. STRAW WATTLE,
PLACED ON SUBGRADE, CENTERED ON
DOWNHILL SIDE OF BERM WATERING DISH
FOR 180°, STAKED IN 4 PLACES

FINISHED GRADE OF SEED

MEET SPECIFICATIONS

SCARIFY TO 150mm,
0.5m BEYOND TREE PIT

ENGINEERED SUBGRADE

/4 TYPICAL CONIFEROUS TREE PLANTING ON SLOPE

DISH AROUND THE OUTSIDE EDGE OF
ROOTBALL. FLATTEN AT END OF
MAINTENANCE PERIOD

SCARIFY SIDES OF TREE PIT TO
150mm DEPTH

FINISHED GRADE OF SOD / SEED

METAL "T" STAKE ON TWO SIDES AND FLAT
WOVEN POLYPROPYLENE TREE TIE FOR
GUYING APPLICATION (WHERE REQUIRED,
ADJUST LOCATION WITH PREVAILING WINDS)
CONTINUOUS 100mm DEPTH MULCH BED TO
EXTENT AS SHOWN C/W SPADE EDGE.
MULCH RING: MIN. 1500mm DIA. MULCH MUST
NOT BE PLACED WITHIN 75mm (3") OF TREE
TRUNK. DO NOT PILE MULCH UP AGAINST
TRUNK

/ BERM OF TOPSOIL MIX FORMING WATER

vd

- ]
( ;) CUT WIRE BASKET, BEND BACK TOP LOOPS
J AND REMOVE BURLAP FROM THE TOP 1/3 OF
J ROOTBALL. REMOVE ALL TWINE, ROPE, WIRE
e SIDE SHOULD SLOPING TO AND ANY NON BIODEGRADABLE MATERIAL

TAMPED TOPSOIL MIX TO MEET
SPECIFICATIONS
UNDISTURBED SOIL OR COMPACTED CLEAN

EARTH FILL SUITABLE FOR TREE GROWTH

1.

N

GENERAL NOTES:

TREE PLANTING NOTES

10.

11.

12.

13.

14.

ALL CONSTRUCTION MATERIALS AND METHODS TO BE IN
ACCORDANCE WITH "THE CITY OF WINNIPEG, STANDARD
CONSTRUCTION SPECIFICATION AND STANDARD DETAILS" (LATEST
REVISION).

CONTRACTOR TO STAKE PROPOSED TREE LOCATION ON SITE,
LAYOUT TO BE APPROVED BY LANDSCAPE ARCHITECT PRIOR TO
INSTALLATION.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL
UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION.
CONTRACTOR MUST FOLLOW THE REQUIREMENTS OF THE VARIOUS
UTILITIES.

ALSO REFER TO SPECIFICATION.

PIT TO BE DUG WITH BACK HOE NOT TREE SPADE.
CONTRACTOR TO ENSURE TREE SET PLUMB.
SECURE 'T'-BARS TO TREE @ APPROX. 2/3 TOTAL TRUNK HEIGHT
ABOVE FINISHED GRADE. CONTRACTOR TO ENSURE 'T'-BARS DO
NOT PENETRATE ROOTBALL.
TREE SHALL BE PRUNED IMMEDIATELY AFTER PLANTING TO
REMOVE DEAD, BROKEN, DISEASED, DYING OR RUBBING
BRANCHES. CO-DOMINANT STEMS LESS THAN 100mm (4") DIA. AT
THE FORKS SHALL BE PRUNED OFF AND ONE MAIN STEM SHOULD
REMAIN. TREE TOPPING OR HEADING IS NOT PERMITTED AT ANY
TIME.
STAKES & TIES TO BE REMOVED BY CONTRACTOR AT END OF
MAINTENANCE PERIOD AND UPON ACCEPTANCE BY L.A.
MULCH TO BE ENVIRO MULCH AS PER SPEC. THE RECOMMENDED
MULCH SHALL CONSIST OF CHIPS NOT LESS THAN 15mm NOT
LARGER THAN 75mm IN SIZE AND NOT MORE THAN 20mm THICK.
LANDSCAPE ARCHITECT TO INSPECT TREE INSTALLATIONS TO
CONFIRM PROPER DEPTH OF PLANTING.
ARBORTIE® by Deep Root Canada Corp.

Suite 341 — 550 West Broadway, Vancouver, BC V5Z OE9

Tel: 604 687 0899, Toll Free: 800 561 3883

Fax: 604 684 6744

Website: http://www.deeproot.com/products/arbortie/applications

Email: mjames@deeproot.com
ALSO REFER TO CITY OF WINNIPEG TREE PLANTING AND
MAINTENANCE SPECIFICATION.

PLANT SCHEDULE
QTY. | COMMON NAME BOTANICAL NAME SIZE AND REMARKS (shown are minimum specifications) SPACING
CONIFEROUS TREES

15 BLACK HILLS SPRUCE Picea glauca '‘Densata’ 2.4m ht., Min. 800mm wide Root Ball, Single Upright (No Broken) Leader, Well Branched, 4.0m O.C.

Full Form 360° to grade. Machine Dug into Wire Basket. Root Flare to be Visible.

DECIDUOUS TREES

43 AMUR MAPLE Acer ginnala 60mm Caliper, 2.5 - 3.0m ht., 6 Major Branches in Well Formed Head 1.75m Above Grade. 3.0m O.C.
Straight Trunk. Wire Basket Machine Dug. Root Flare to be Visible.

32 MANITOBA MAPLE Acer negundo 60mm Caliper, 3.5 - 4.0m ht., 11 Major Branches in Well Formed Head 2.0m Above Grade. 5.0m O.C.
Straight Trunk. Wire Basket Machine Dug. Root Flare to be Visible.

12 COTTONWOOD (MALE) Populus deltoides 60mm Caliper, 3.5 - 4.0m ht., 11 Major Branches in Well Formed Head 2.0m Above Grade. 7.0m O.C.
Straight Trunk. Wire Basket Machine Dug. Root Flare to be Visible.

25 MOUNTAIN ASH Sorbus aucupatria 60mm Caliper, 3.5 - 4.0m ht., 11 Major Branches in Well Formed Head 2.0m Above Grade. 4.0m O.C.
Straight Trunk. Wire Basket Machine Dug. Root Flare to be Visible.

29 DISCOVERY ELM Ulmus davidiana var. 60mm Caliper, 3.5 - 4.0m ht., 11 Major Branches in Well Formed Head 2.0m Above Grade. 5.0m O.C.
Japonica 'Discovery' Straight Trunk. Wire Basket Machine Dug. Root Flare to be Visible.

380 | WILLOW LIVE CUTTINGS Salix exigua Refer to Specification 2.0m O.C.

<

BACKFILL WITH TOPSOIL. REFER TO SPEC.

WILLOW CUTTINGS, TWO CUTTINGS PER
DIVOT. TRIM AS NECESSARY. REFER TO

SPECIFICATIONS AND SPECIES LIST

UNDISTURBED SUBGRADE

WILLOW POLES PLANTING

&)

ISSUED FOR TENDER

1:1
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