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232.9

232.8

232.7

232.6

2325

2324

232.3

STA = 1+719.55

ELEV = 232.532

STA = 1+71
ELEV = 232

STA =1+707.84

ELEV = 232.

-0.16%

510

0.03%

5.14
512

0.45%

-0.01%

-0.35%

-0.35%

232.2

2321

232.0

231.9

231.8

STA = 1+707.84
ELEV = 232.255

STA =1+707.84
ELEV = 232.188

STA=1+715.14

ELEV =

STA = 1+725.18
ELEV = 232.531

232.308

STA=1+715.14

ELEV = 232.

263

STA = 1+719.55

ELEV = 232.283

STA =1+725.18
ELEV = 232.276

STA =1+725.18
ELEV = 232.231

STA = 1+719.55
ELEV = 232.328

STA = 1+749.13
ELEV = 232414

STA = 1+749.13
ELEV = 232.369

STA = 1+749.13
ELEV = 232.618

EX GROUND AT PROPOSED
SB BIKE-VEHICLE SEPARATION

PEMBINA HWY - SOUTHBOUND

SB CONTROL LINE

EX SB MEDIAN GUTTER

S ——

: ——

CURB GUTTER

.\.

STA = 1+799.33
ELEV = 232.387

EX SB GUTTER

SB BIKE-VEHICLE

SB GUTTER B.O.C.

SEPARATION
CURB GUTTER

STA = 1+799.33
ELEV = 232.081

STA = 1+799.33

ELEV = 232.036

STA = 1+817.04
ELEV = 232.351

STA = 1+811.08
ELEV = 232.386

STA = 1+811.08
ELEV = 232.182

STA = 1+811.08
ELEV = 232.137

EX GROUND AT PROPOSED
SB CONTROL LINE

232.9
CONSTRUCTION NOTES:

232.8 1. ISOLATE MISCELLANEOUS ITEMS IN NEW

CONCRETE WORKS PER SD-228C.
232.7
2. ALL WORK AND MATERIALS TO BE IN
ACCORDANCE WITH LATEST REVISION OF THE
CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

232.6

2325

LEGAL PLAN AND UNDERGROUND INFORMATION
FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

2324

232.3
4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS

TO AVOID DAMAGE FROM CONSTRUCTION
ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

232.2

STA = 1+817.04
ELEV = 232.147

| STA = 1+817.04
ELEV = 232.102

2321

5. LOCATION OF EXISTING SERVICES TO BE

2320 CONFIRMED IN THE FIELD BY THE CONTRACTOR.
6. INSTALL CB LEADS AT MIN 1.0% SLOPE OR AS

231.9 DIRECTED BY THE CONTRACT ADMINISTRATOR.

CONTRACTOR TO CONFIRM EXISTING LEAD

INVERT ELEVATIONS PRIOR TO INSTALLATION.

231.8 7.

232.9

232.8

232.7

232.6

2325

2324

232.3

232.2

2321

232.0

231.9

231.8

STA = 1+710.56

STA = 1+723.41
ELEV = 232.478

EX GROUND AT PROPOSED

NB CONTROL LINE

PEMBINA HWY - NORTHBOUND

ELEV = 232.436

NB CONTROL LINE

EX NB MEDIAN GUTTER

STA = 1+710.56
ELEV = 232.201

STA = 1+710.56
ELEV = 232.156

1+700

STA = 1+772.37

0.33%

_-0.04%

”"657’0/0—”

STA = 1+723.41
ELEV = 232.274

STA = 1+723.41
ELEV = 232.229

1

+725

EXNB GUTTER

1+750

ELEV = 232.459_\\
. \ .

NB BIKE-VEHICLE
SEPARATION
CURB GUTTER

NB GUTTER B.O.C.

EX GROUND AT PROPOSED
NB BIKE-VEHICLE SEPARATION

ELEV = 232.31

-0.549,
—— . —_—
\

STA'=1+799.89

STA = 1+799.88
ELEV = 231.958

CURB GUTTER

1+775

STA = 1+799.88

0

1+800

STA = 1+818.03

ELEV = 232.301

-0.05%

STA = 1+818.03
ELEV = 232.097

—

m—

STA = 1+818.03
ELEV = 232.052

1+825

0.350/0 ’_'/-
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8. ALL EXISTING LONG WATER SERVICES INSULATED
AS PER SD-018.
232.9
9. FINISHED CURB REVEAL SHALL BE 150 mm

232 8 UNLESS OTHERWISE NOTED.

232.7

232.6
SYMBOLS LEGEND

REMOVALS / RELOCATES

2325

2324 REMOVALS / RELOCATES (BY OTHERS)

232.3 ADJUSTMENTS

O0D

232.2 ADJUSTMENTS (BY OTHERS)

2321 ABANDON

232.0

231.9
ABBREVIATIONS:

231.8

CONC
ASP

CONCRETE ROADWAY
ASPHALT ROADWAY

INSTALL 1.1 m OF 250
PVC CB LEAD AND
CONNECT TO EX 750 LDS
USING VERTICAL RISER
INV AT LDS = +228.160

\— HOWARD AVE

INSTALL 1.1 m OF 250 PVC CB

LEAD AND CONNECT TO EX 750

LDS USING VERTICAL RISER
INV AT LDS = + 228.160
i

CURB RAMP
SD-229B (TYP)

MATCH EX GRADES (TYP)

CONCRETE SIDEWALK

KELSEY AVE l

REMOVE EX TRANSIT STOP
SD-228A (TYP) _\ EX EAST PROPERTY LINE _\

REPLACE EX CP WITH

NEW C9 PER SD-023

C/W AP-011 AND AP-012
CONNECT TO EX DRAINAGE
CONNECTION PIPE

RIM = 232.036, INV = 231.036

232.242) (232.315)
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" INSTALL GB PER SD-02%

UGN AP-DI 1 AND AP-01

L RIM = 232:188) INV = 230538

[T (3w

A (232.263) (232283 )]

(282519 )

~

REPLACE EX COVER WITH
SOLID COVER (AP-007) AND
ADJUST TO FINISHED GRADE

INSTALL 1.6 m OF 250 PVC CB LEAD
AND CONNECT TO EXCB

|
|

ASP OVLY
GRAN

PVS

CSW

ASW

GSW

TYP

EX

MH

ASPHALT OVERLAY ROADWAY
GRANULAR ROADWAY
PAVING STONE/BRICK
CONCRETE SIDEWALK
ASPHALT SIDEWALK
GRANULAR SIDEWALK
TYPICAL

EXISTING

MANHOLE

OVER WITH |-,

JF N

(232308) (232.328 ) -

_ID R [AP-007) AND .
DJUST TO FINISHED GRADE [--

INSTALL CB SD-024 |-
CIW AP:011 AND AP=)12
RIM = 232.231, INV = £30.
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::: NB CONTROL LINE
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INSTALL CP PER§D-023
C/W-AP-011 AND AP-012
2232102, INV =231.102 [

WV
EL
CB

WATER VALVE
ELEVATION
CATCH BASIN

CpP
Cl

CATCH PIT
CURB INLET

CL CONTROL LINE

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WARNING

MA70065171
EPR 52.7 - 53.5m

NEW CB

g —

A CED R

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.
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MANITOBA
Certificate of Authorization

Dillon Consulting Limited (MB)

NEW CB PER SD-024
C/W AP-011 AND AP-012

RIM = 232.156, INV = 230.506

DETECTABLE WARNING
SURFACE TILE
SD-229AA (TYP)

60 mm CURB FOR
BLVD DRAINAGE

FLETCHER CR

SEE SHEET 50 FOR
FLETCHER CRESCENT
REHABILITATION LIMITS

dAlL

NN

EX WEST PROPERTY LINE

PEMBINA

INSTALL CP PER SD-023
C/W AP-011 AND AP-012

RIM =

HWY

231.999 INV = 231.168

INSTALL 1.8 m OF 250 PVC CB

LEAD AND CONNECT TO EX LEAD

INSTALL CB PER SD-024

\REMOVE EX CP AND CB

C/W AP-011 AND AP-012
RIM =231.958, W INV = 231.008
SW INV = 230.308

No. 1789 Date:_ 2021/12/17
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