. CONSTRUCTION NOTES:
9323 JUBILEE AVE - WESTBOUND 2523

EX BACK OF 1. ISOLATE MISCELLANEOUS ITEMS IN NEW CONCRETE
NORTH SIDEWALK )

2322 EX GROUND AT STA = 1+551.77 NORTH BACK 232.2 WORKS AS PER SD-228C.
PROPOSED CL WB/EB CONTROL LINE STA = 1+540.49 ELEV = 231.866 OF SIDEWALK
STA = 1+484.67 ELEV = 231.951
ELEV = 231.672

2. ALL WORK AND MATERIALS TO BE IN ACCORDANCE
2321 WITH LATEST REVISION OF THE CITY OF WINNIPEG
STANDARD CONSTRUCTION SPECIFICATIONS.

2321

232.0 232.0 3. LEGAL PLAN AND UNDERGROUND INFORMATION FROM

CITY OF WINNIPEG LBIS. CONTRACTOR TO VERIFY ALL
’\5\ 231.9 UNDERGROUNDS IN THE FIELD.
STA = 1+589.

= . ELEV = 231.678 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
- -0 76% C— . _0.50% 231.8 AVOID DAMAGE FROM CONSTRUCTION ACTIVITIES TO
— (o] \
—= f—. TREES WITHIN THE LIMITS OF CONSTRUCTION.

231.9 |0 .

231.8 B ——. . " _ —’—’—’

— c—
———

— ——— . < — * o — — —— d
231.7 —— , 0.50%__ —m—=— —— R 237 5. LOCATION OF EXISTING SERVICES TO BE CONFIRMED IN
\~

— _0.50%
STA = 1+540.49 s S THE FIELD BY THE CONTRACTOR.

—
e 231.6
———— —_— ELEV = 231.808 T ——— 6. INSTALL CB LEADS AT MIN. 1.0% SLOPE OR AS DIRECTED
— ——

231 5 STA = 1+551.77 231 5 BY THE CONTRACT ADMINISTRATOR
EXWB GUTTER ELEY = 231.723 7. INSTALL 6 m OF 150 mm SUBDRAIN TO CATCH BASINS IN
STA = 1+589.58 BOTH DIRECTIONS PARALLEL TO ROADWAY AS PER

2314 WB GUTTER B.O.C. STA = 1+484.67 _ 2314
- ELEV = 231.535 SD-245 AND CAP ENDS.
(7.15 m OFFSET) ELEV = 231.529

231.3 231.3 8. CONTRACTOR TO CONFIRM EXISTING LEAD INVERT
ELEVATIONS PRIOR TO INSTALLATION.

231.6

231.2 231.2 9. ALL EXISTING LONG WATER SERVICES INSULATED AS
PER SD-018.

10. GIVEN THE DEPTH OF THE EXISTING SEWER ON
JUBILEE, EXTRA CARE SHOULD BE TAKEN WHILE

232.3 JUBILEE AVE - EASTBOUND 232.3 PREPARING BEDDING/FOUNDATION AND WHILE

BACKFILLING NEW CATCH BASINS. REFER TO SD-015

STA = 1+540.49 AND SD-009 FOR RISERS AND CONNECTIONS DETAILS.

232.2 _ -
ELEV = 231.951 STA = 1+551.77

WB/EB CONTROL LINE ELEV = 231.866
232.1 EX GROUND AT 232.1 SYMBOLS LEGEND

PROPOSED CL SOUTH BACK OF SIDEWALK O

STA = 1+484.67 STA = 1+589.58 REMOVALS / RELOCATES
232.0 ELEV = 231.672 - — ~ ELEV = 231.678 232.0

—_— e . =079, = —__ —_— REMOVALS / RELOCATES (BY OTHERS) O
2319  |j— . —— e .\ —— ——. e ——— 231.9

—_— ——— o— 7~ . — . — I vy ADJUSTMENTS O
’ — -0'50% T — —— 050_0/.0————— ° —_ D . —— —— —

—— . — . ’_’— ~ . ——
\~\~\ — . . — : —_’_’ = : —_— .
STA = 1+551.77

231.
31.8 ADJUSTMENTS (BY OTHERS)

—_— STA = 1+540.49

T ——— —_ ELEV = 231.808

231.6 231.6
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—
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CURB LEGEND
231.5

2315 - ELEV = 231.723
180 BARRIER CURB - SEPARATE (SD-203A)
STA = 1+484.67 EX EB GUTTER STA = 1+589.58

2314 EB GUTTER B.O.C. 2314
= = 150 BARRIER CURB - INTEGRAL (SD-204
(7.15 m OFFSET) ELEV = 231.529 ELEV = 231.535 ( )

231.3 231.3 180 BARRIER CURB - INTEGRAL (SD-204)

MONOLITHIC CONC SPLASH STRIP (SD-223A)
231.2 231.2 OR MONOLITHIC CONC MEDIAN SLAB (SD-226A)

1+450 1+475 1+500 1+525 1+550 1+575 MODIFIED BARRIER CURB (SD-2038)

SAFETY CURB (SD-206B)

60 mm LIP CURB (SEE DETAIL 10, SHEET 22)

/é\ CJ)NCRETE
09|22 HEADER

DETECTABLE WARNING 9 RECESSED CAT(GH
SURFACE TILE SD-229AA (TYP) @ 29 BASIN INLET

TRANSIT STOP m
INDICATOR BAVERS \ 09|22

| ‘ INSTALL CB PER SD-024
o ’ C/W AP-011 AND AP-012 —
RIM = 231.535, INV =229.885 |

ABBREVIATIONS:

/9\\ RECESSED CATCH

09 22/ BASIN INLET

: INSTALL CB PER SD-024 J U B I L E E AVE [CAUTION: GAS

C/W AP-011 AND AP-012 )
839A 83747 RIM = 231.529, INV = 229.879 l EX NORTH PROPERTY LINE \
825

| /] 833 831 827
= ’ Y0

CONC CONCRETE MH MANHOLE

ASP ASPHALT WV WATER VALVE
OVLY OVERLAY EL ELEVATION
GRAN  GRANULAR CB CATCH BASIN
PVS PAVING STONE CcpP CATCH PIT
TYP TYPICAL Cl CURB INLET
EX EXISTING CL CONTROL LINE

METRIC

_____________________________________________________________________________________________________________________________________________________________________________________________________________________________________ S e e e e (231,808 WHOLE NUMBERS INDICATE MILLIMETRES

.............. RO Lo B DECIMALIZED NUMBERS INDICATE METRES

WARNING

| BT I IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
'''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''' (e8] USED FOR EXCAVATION ON THIS PROJECT THE

ol

B S P R T T T T T e T "7 RISER FROM 0.3 m TO 1.45m

O T (MHB0010237)

B CONTRACTOR MUST:
............. T L =L e e el e - L L R T o 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
o e e e L . LOCATION OF EXCAVATION.

MATCHLINE: STA. 1+440

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

> ( 531551 yopn
844

S\ L : 3. OBTAIN EXCAVATION PERMITS PRIOR TO
=" N IS CONSTRUCTION.
B4 1\- 820 YaateeD
231.913 231.851

|

" INSTALL CB PER SD-024 — === ENGINEERS
INSTALL CB PER SD-024 X SOUTH PROPERTY LINE @ TRANSIT STOP INDICATOR C/W AP-006 AND AP-008 e s GEOSCIENTISTS

; (232.008;5‘ 888’/ :

_— PAVING STONE
INDICATOR STRIP

TRANSIT $TOP INDICATOR /5\R

PAVERS AT M.U.P. 09| 22

M C/W AP-011 AND AP-012 PAVERS AT M.UP. _ _
RIM = 231.529, INV = 229.879 09|22 RIM = 231.535, INV = 229.885 MANITOBA
Certificate of Authorization
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ISOLATION IN INDICATOR m CONCRETE SIDEWALK

STRIP ALIGNMENT (TYP) \ 0922 SD-228A (TYP)
MJU.P. AT 6

DRIVEWAY (TYP) 09|22

PRELIMINARY ONLY
NOT FOR CONSTRUCTION
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5 | LAND DRAINAGE SEWER 300 LDS UNDERGROUND STRUCTURES \\
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CITY DRAWING NUMBER

150 Wi WATERMAIN tsowm [ PROPERTY LINE e — ¢ PROFILE | —i—im BY TS DILLON

2020 PAVEMENT RENEWALS P-3550-09

Member

300 LDS LAND DRAINAGE SEWER 300 LDS ELEVATION | NORTH/WEST GUTTER | — PROVED CONSULTING

300 LDS | - __.300 1DS _ JUBILEE AVENUE RECONSTRUCTION
— | SOUTH/EAST GUTTER | —m——— BY DBW OSBORNE STREET TO PEMBINA HIGHWAY SHEET oF,

WASTE WATER SEWER — 250_Wws °r TRAFFIC SIGNAL LOCATION OF UNDERGROUND STRUCTURES AS

09 73

SHOWN ARE BASED ON THE BEST INFORMATION

\V/ CATCH PIT PAVEMENT REPAIR FABRIC|X_ > | < VALVE X CHECKED
(232.000)
o>

HYDRO | _HYDRO __ - SURVEY BAR

— == NORTH/WEST DITCH = === | AVAILABLE. BUT NO GUARANTEE IS GIVEN

THAT ALL EXISTING UTILITIES ARE SHOWN OR . RELEASED FOR CONSTRUCTION
— A SOUTH/EAST DITCH — = w — | THAT THE GIVEN LOCATIONS ARE EXACT. HOR. SCALE 1:250

MTS M.T.S. | MTS CURB RAMP CONSULTANT DRAWING NUMBER
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100 GAS GAS 100 GAS -~ DETECTABLE TILE oD BBTAINED | FROM’ THE INDIVIBOAL “UTLimes | 0 |ISSUED FOR TENDER 21112/17| DBW | VERTICAL 1:10 (
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