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232.6 PEMBINA HWY - SOUTHBOUND 2326
' ' CONSTRUCTION NOTES:
2325 STA = 1+371.40 2325
EX GROUND AT PROPOSED STA = 1+345.46 ELEV = 232116 1. ISOLATE MISCELLANEOUS ITEMS IN NEW
2324 SB CONTROL LINE STA = 14300.99 ELEV = 232.056 STA = 14371.40 - CONCRETE WORKS PER SD-228C.
' ELEV = 232.241 STA = 1+322 51 ELEV = 232.071 '
SB CONTROL LINE ELEV = 232149 STA = 1+337.79 STA = 1+357.13 2. ALL WORK AND MATERIALS TO BE IN
239 3 : ELEV = 232.096 ELEV = 232.048 2323 ACCORDANCE WITH LATEST REVISION OF THE
CITY OF WINNIPEG STANDARD CONSTRUCTION
2322 ESL'II'EA\\/ = 1;234632 EX SB MEDIAN GUTTER L — Ce—— 043y 939 SPECIFICATIONS.
. = i . — ¢ — .
. — .
L‘a% . — T —0:34% 3. LEGAL PLAN AND UNDERGROUND INFORMATION
232.1 . . — -_— .-0.53¢ 0.07% 0.16% 232.1 FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
— . 70.35% —— i e . — . VERIFY ALL UNDERGROUNDS IN THE FIELD.
 — . — -0.43y
232.0 A —0:43% 232.0
» -0.439, = Ta=hs4s 4 4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
_036h ) O~ STA = [1+345.46 TO AVOID DAMAGE FROM CONSTRUCTION
231.9 . 0.36% \~;.07% / ELEV = 231.852 231.9 ACTIVITIES TO TREES WITHIN THE LIMITS OF
—90% STA = 1+300.99 1079 0.80% -0.780 CONSTRUCTION.
-0.35% _ STA = 1+322.51 ~2 5 /8%
231.8 o ELEV = 232.037 T ~— 0.80% 0,700, 231.8
: ELEV = 231.845 T _/Q‘w 5. LOCATION OF EXISTING SERVICES TO BE
STA = 1+300.99 ; — CONFIRMED IN THE FIELD BY THE CONTRACTOR.
231.7 EX GROUND AT PROPOSED _ 0 231.7
EX SB GUTTER SB B|KCES-\/(|)5UH|CLE SEPSRA?T?ON ELEV = 231.992 STA = 1+322 51 STA = 1+337.79 STA = 14357 13 0.38% STA = 1+371.40
STA = 1+234.86 ELEV = 231.900 ! L ELEV = 231.816 6. INSTALL CB LEADS AT MIN 1.0% SLOPE OR AS
CURBIGUTTER ELEV = 231.790 ELEV = 231.761
231.6 ELEV = 231.801 SB BIKE-VEHICLE 231.6 DIRECTED BY THE CONTRACT ADMINISTRATOR.
STA = 1+234.86 SEPARATION STA = 1+345.46 _ _
2315 = CURB GUTTER TA= 1+ _ - STA = 1+357.13 STA = 1+362.58 0315 7. CONTRACTOR TO CONFIRM EXISTING LEAD
ELEV = 231.756 S 337.79 | ELEV = 231.807 ELEV = 931716 ELEV = 931737
SB GUTTERB.OC. ELEV = 231 745 = 231. = 231. INVERT ELEVATIONS PRIOR TO INSTALLATION.
8. ALL EXISTING LONG WATER SERVICES INSULATED
- PEMBINA HWY - NORTHBOUND 2326 AS PER SDOT8
9. FINISHED CURB REVEAL SHALL BE 150 mm
2325 STA = 1+369.39 232 5 UNLESS OTHERWISE NOTED.
NB CONTROL LINE STA = 1+424.54 ELEV = 232.163
=1+ .
232.4 EX NB MEDIAN GUTTER ELEV = 232.227 STA = 1+361.99 2924
232.3 EX GROUND AT PROPOSED ELEV = 252096 232.3
NB CONTROL LINE SYMBOLS LEGEND
STA = 1+246.07 I f—_— REMOVALS / RELOCATES O
232.2 ELEV = 231.953 N m— . \'0.35:’/0 e —- 232.2
— ~0700/ O/ _/./ \-\.\ °\° . cm—
232.1 : — 035% _ , ———- . ’—;3? 239 1 REMOVALS / RELOCATES (BY OTHERS) O
. C————
\ . \ . . . c— _ —_ / ADJUSTMENTS O
_-____—_’ —B________— —~~~~~~_\ -03517- ————— < e e e
2319 f~—a—— 036% =" ———— — N — —_—_— A —— 231.9 ADJUSTMENTS (BY OTHERS)
231.8 "“\s\\:‘\s\\\ ______.——’—___—_________—__ ESLTE#:/==1’2fg§4dgg NB BIKE-VEHICLE _ STA = 1+366.50 231.8 ABANDON
T —— T —————T ' SEPARATION ESLTEA\‘/‘_1’2'2?1£52’ ELEV = 232.022
231.7 ~ —LO-—— T EX GROUND AT PROPOSED Ty CURB GUTTER : 231.7
STA = 14246.07 NB BIKE-VEHICLE SEPARATION '
231.6 ELEV = 231.749 EX NB GUTTER CURB GUTTER STA = 1+361.99 0316
STA = 1+246.07 NB GUTTER B.O.C. ELEV = 231.847
ELEV = 231.704 ABBREVIATIONS:
2315 2315
1+225 1+250 1+275 1+300 1+325 1+350 CONC CONCRETE ROADWAY
ASP ASPHALT ROADWAY
. ASP OVLY ASPHALT OVERLAY ROADWAY
INSTALL 3.3 m OF 250 PVC CB LEAD SEE SHEET 50 FOR - \ NN CAUTION: LARGE ROCKS GRAN GRANULAR ROADWAY
AND CONNECT TO EX CB DUMAS AVENUE CB INFORMATION PVS PAVING STONE/BRICK
EX WEST . . AND REHABILITATION LIMITS \. CSW CONCRETE SIDEWALK
INSTALL CP PER PROPERTY LINE : \ ASW ASPHALT SIDEWALK
PEMBINA HWY DUMAS AVE D\ >
RIM = 231.756, INV = 230.753 '/ REPLACERISER \ TYP TYPICAL
(232.119) N\ 025-060m EX EXISTING
(232119 : (32154 /- e MH MANHOLE
c 232223 ------ = 490 _%55m WV WATER VALVE
MH60015870 EL ELEVATION
\ CB CATCH BASIN
CP CATCH PIT
Cl CURB INLET
: —— CL CONTROL LINE
= R e T S WHOLE NUMBERS INDICATE MILLIMETRES
> 4 DECIMALIZED NUMBERS INDICATE METRES
Oy \
Q B A
= WARNING
> - 1+350
m IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
@ USED FOR EXCAVATION ON THIS PROJECT THE
> CONTRACTOR MUST:
3 1. NOTIFY THE GAS COMPANY OF THE PROPOSED
N IS/?/VT ﬁll_DLO?? KES ig-gf; - — LOCATION OF EXCAVATION.
— RIM = 231.800, INV = 230.150 2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
| COMPANY INSTALLATIONS SEE PROVINCIAL
____INSTALL2.2m OF 250 PVC CBLEAD — — | REGULATION 210/72 FOR DETAILS.
MONOLITHIC CONCRETE MONOLITHIC CONCRETE MONOLITHIC CONC.|:-4 [} i @ g SN AND CONNECT TO EX LEAD |
BULLNOSE SD-227C (TYP) ~ SPLASH STRIP SD-223A (TYP) MEDIAN (TYP) \\ ST 3. OBTAIN EXCAVATION PERMITS PRIOR TO
* _— — — - - = = — — — - e CONSTRUCTION.
11 ANDAP-012 | e e N e
231687, INV =230.682 R
1.6¢ Z R NI m—— s N G|NEERS
e s GEOSCIENTISTS
— — E ;’ . =k B MANITOBA
. 1§ % 7y . | Certificate of Authorization
= F (asreat )i S ‘ (231915) ﬂéﬁ(ﬁmgeo (232,063 Rl i — Dillon Consulting Limited (MB)
-\ (231997 \ S N\\GED) CURB e [ l (232.000) = No. 1789 Date:_2021/12/17
< - NG I 231.974 | 1 N o
INSTALL 4.6 m OF 250 PVC CB "\ \ | SD-229A (TYP) Ex EAST G *3
HEAD AND CONNECT TOEXCB N DETECTABLE WARNING SURFACE PROPERTY LINE | | PRELIMINARY ONLY
' | |
N ES B ITT BAY \\ TILE SD-229AA (TYP) ( CONCRETE SIDEWALK F I N C H BAY _‘ a )
N\ \ D228/ (TYP) . | NOT FOR CONSTRUCTION
N T
—i:i— HYDRANT ﬂ- - CONCRETE | oo 150 WM WATERMAIN 150 WM B.M. DESIGNED ENGINEER'S SEAL
VALVE Q ASPHALT ~ | LAND DRAINAGE SEWER | 300155 | UNDERGROUND STRUCTURES | &V B RTP/TIH \ @ THE CITY OF WINNIPEG
_______ — — “\\
O MANHOLE ® SIDEWALK | ZEssesss 250 WWS WASTE WATER SEWER 250 WWS DRAWN \\\\\\\\\\\\ - . PUBLIC WORKS DEPARTMENT
ORIGINAL []
0 CATCH BASIN m PAVING STONES Nososssos HYDRANT | e s — o TJH " MR Wmmpeg
% CATCH PIT v PAVEMENT REPAIR FABRIC|[X_ > >XJ| 0 X ' CHECKED 101
150 M WATERMA'N .i)‘ M PROPERTY LlNE I — —— — X — q:_ PROF”_E ————— BY TS DILLON 2021/12/17 2020 PAVEMENT RENEWALS CITY DRAgN%gLéMOBEZ,]
200 LDS 2 000 Member - -
777“77 LAND DRAINAGE SEWER |__ 300 DS ELEVATION (232.000) — NORTH/WEST GUTTER APPROVED CONSULTING PEMBINA HIGHWAY REHABILITATION papp— e
*i**** WASTE WATER SEWER 20 ° TRAFFIC SIGNAL o~ 7 SOUTH/EAST GUTTER T ™ ™ ™ | LoCATION OF UNDERGROUND STRUCTURES AS BY MRD CHEVRIER BLVD TO McGILLIVRAY BLVD 41 73
_ _HYDRO HYDRO | _HYDRO [ SURVEY BAR ki /N NORTH/WEST DITCH — — = | AVATABLE. BT NG GUARANTEE 1o GIVEN
— THAT ALL EXISTING UTILITES ARE SHOWN OR HOR. SCALE 1:250 RELEASED FOR CONSTRUCTION
Ve M.T.S. ‘ MTS CURB RAMP — - — SOUTH/EAST DITCH —— - - —— | THAT THE GIVEN LOGATIONS ARE EXACT. ‘ PEMBINA HWY - PLAN-PROFILE CONSULTANT DRAWING NUMBER
100 GAS 100 GAS ] Y DETECTABLE TILE O D LOCATION OF ALL SERVICES MUST BE ISSUED FOR TENDER 211121171 MRD | VERTICAL 1:10 CONSULTANT PROJECT NUMBER - -
GAS OBTAINED FROM THE INDIVIDUAL UTILITIES 0 [ISSU 0 7 : STA. 1+220 TO 1+37
BEFORE PROCEEDING WITH CONSTRUCTION. 20_2434 ( . 5)
EXISTIN LEGEND—PLAN PROPOSED| EXISTING LEGEND—PLAN PROPOSED| EXISTING LEGEND—PROFILE PROPOSED NO. | REVISIONS DATE | BY DATE DATE




