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INSTALL CB PER SD-024
— C/W AP-011 AND AP-012
RIM = 232.015 INV = 230.365
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, INSTALL 6.8 miOF 250 PVC CB LEAD
~ AND CONNECT TO EXLEAD
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INSTALL 2.6 m OF 250 PVC CB LEAD
AND CONNECT TO EX LEAD
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REMOVE AND REPLACE CB AS PER SD-024 /’
C/W AP-011 AND AP-012, CONNECT TO EX LEAD C RESC E NT D R
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INSTALL 3.0 m OF 250
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INST’AL/L CB PER SD-024
C/W AP-011 AND AP-012
RIM = 231.775, INV = 230.125
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INSTALL CB PER SD-024
C/W AP-011 AND AP-012
RIM = 231.716, INV AT CB = 230.066
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INSTALL 2.0 m OF 250
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CONNECT TO EXMH
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INSTALL 1.2 m OF 250 PVC CB LEAD

AND CONNECT TO EX LEAD
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INSTALL CB PER SD-024
C/W AP-011 AND AP-012
RIM = 232.145, INV = 230.495
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CONSTRUCTION NOTES:

1. ISOLATE MISCELLANEOUS ITEMS IN NEW
CONCRETE WORKS PER SD-228C.

2.  ALL WORK AND MATERIALS TO BE IN
ACCORDANCE WITH LATEST REVISION OF THE
CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

3. LEGAL PLAN AND UNDERGROUND INFORMATION
FROM CITY OF WINNIPEG LBIS. CONTRACTOR TO
VERIFY ALL UNDERGROUNDS IN THE FIELD.

4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS
TO AVOID DAMAGE FROM CONSTRUCTION
ACTIVITIES TO TREES WITHIN THE LIMITS OF
CONSTRUCTION.

5. LOCATION OF EXISTING SERVICES TO BE
CONFIRMED IN THE FIELD BY THE CONTRACTOR.

6. INSTALL CB LEADS AT MIN 1.0% SLOPE OR AS
DIRECTED BY THE CONTRACT ADMINISTRATOR.

7. CONTRACTOR TO CONFIRM EXISTING LEAD
INVERT ELEVATIONS PRIOR TO INSTALLATION.

8. ALL EXISTING LONG WATER SERVICES INSULATED
AS PER SD-018.

9. FINISHED CURB REVEAL SHALL BE 150 mm
UNLESS OTHERWISE NOTED.

SYMBOLS LEGEND
REMOVALS / RELOCATES

REMOVALS / RELOCATES (BY OTHERS)

O0D

ADJUSTMENTS

ADJUSTMENTS (BY OTHERS)

ABANDON

ABBREVIATIONS:
CONC CONCRETE ROADWAY
ASP ASPHALT ROADWAY
ASP OVLY ASPHALT OVERLAY ROADWAY
GRAN GRANULAR ROADWAY
PVS PAVING STONE/BRICK
CsSw CONCRETE SIDEWALK
ASW ASPHALT SIDEWALK
GSW GRANULAR SIDEWALK
TYP TYPICAL
EX EXISTING
MH MANHOLE
WV WATER VALVE
EL ELEVATION
CB CATCH BASIN
CP CATCH PIT
Cl CURB INLET
CL CONTROL LINE

METRIC

WHOLE NUMBERS INDICATE MILLIMETRES
DECIMALIZED NUMBERS INDICATE METRES

WARNING

IF POWER EQUIPMENT OR EXPLOSIVES ARE TO BE
USED FOR EXCAVATION ON THIS PROJECT THE
CONTRACTOR MUST:

1. NOTIFY THE GAS COMPANY OF THE PROPOSED
LOCATION OF EXCAVATION.

2. TAKE PRECAUTION TO AVOID DAMAGE TO GAS
COMPANY INSTALLATIONS SEE PROVINCIAL
REGULATION 210/72 FOR DETAILS.

3. OBTAIN EXCAVATION PERMITS PRIOR TO
CONSTRUCTION.
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