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DRAWING NOTES

DOORS AND FRAMES TO BE PAINTED PT-1.
DULUX PAINTS BLACK MAGIC DLX1001-7
FINISH: SEMI GLOSS FINISH

ALL RADIATORS TO BE PAINTED TO MATCH
CORRESPONDING WALL COLOR WITH SEMI-GLOSS
PAINT FINISH APPROPRIATE FOR HEAT.

CONTRACTOR TO INSTALL ALL NEW

PAPER TOWEL HOLDERS, TOILET TISSUE DISPENSERS
AND SOAP DISPENSERS AS PER DRAWINGS AND
SPECIFICATIONS. CONFIRM LOCATIONS AND

INSTALL HEIGHTS ON SITE WITH WFPS MAINTENANCE
AND CONTRACT ADMINISTRATOR PRIOR TO INSTALL. TO
ENSURE THAT ACCESSORIES MEET CITY OF WINNIPEG
ACCESSIBILITY GUIDELINES.

CONTRACTOR TO INSTALL SCHLUTER RONDEC PROFILE AT
THE TOP OF ALL SPLIT TILE BASE AND

REFER TO DETAILS. TYPICAL FORALL
SPLIT TILE BASE IN PROJECT. REFER TO

CONTRACTOR TO PROVIDE APPROPRIATE PLYWOOD
BLOCKING INWALL FOR ALL MILLWORK, TV MOUNTS,
VANITY MIRRORS, TOWEL HOOKS, GRAB BARS, WASHROOM
ACCESSORIES AS SHOWN.
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6| | SOAPDISPENSER
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NOTES:
THESE DRAWINGS SHALL NOT BE SCALED.

THE CONTRACTOR SHALL VISIT THE SITE AND SATISFY ONESELF ALL
DIMENSIONS, DATUM, AND DETAILED INFORMATION SHOWN ARE
CORRECT.

THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL
ARCHITECTURAL, MECHANICAL, ELECTRICAL AND STRUCTURAL
DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS,
AND CEILINGS FOR DUCT, PIPE & ELECTRICAL RISERS AND ALL
OPENINGS NOT SHOWN ON DRAWINGS.

ALL OPENINGS THROUGH FIRE ASSEMBLIES ARE TO BE FIRE STOPPED
AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE
INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT
BARRIER.

ALL PRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL
CONFORM WITH MANUFACTURER'S SPECIFICATIONS & APPLICABLE
CODES.

THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOO
ALL EXISTING CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL
ITEMS FORMING THE PART OF THE RENOVATION WORK.

WHERE NEW FLOORING AND BASE IS TO BE INSTALLED IN EXISTING
AREAS (REFER TO FLOOR PLAN AND ROOM SCHEDULE) THE EXISTING
FLOORING SURFACE AND BASE MUST BE REMOVED, UNLESS
OTHERWISE NOTED. ALL FLOOR SURFACES SHALL BE PREPARED IN
ACCORDANCE TO MANUFACTURER'S RECOMMENDATIONS FOR
INSTALLATION OF NEW FLOOR.

WHERE PAINTING OF EXISTING WALLS IS INDICATED ON THE ROOM
SCHEDULE, THESE WALLS MUST BE CLEANED OF ANY EXISTING WALL
COVERING, PATCHED & PREPARED TO ACCEPT NEW MATERIAL, UNLESS
OTHERWISE NOTED.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS.
IF ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK
IMMEDIATELY & CONTACT CITY OF WINNIPEG, CENTRAL CONTROLS, PH:
204-986-2351.
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