Apr 06, 2022 — 3:50pm

P:\2021\211-12633—00 — 2022 Street Program Package 22—R—06\14.0 Tech + Prof Services\14.11 Highways_Bridges\14.11.06 Drawings\03 Working Dwg\211—12633—00_Victoria Ave E_Plan&Profile.dwg —tab:11 886—2021_Drawing_211—-12633—00—11—RB

224 90 224 90
2O%.2U i 204%.2U
- PROPOSED NORTH SIDEWALK
° / [P?OPOSED SOUTH |SIDEWALK
294 NN ) oLV, WaYa)
Z0%.UU = =[2 Z94.UU
STA 1+28.47 S
r',\)- 8. + g /‘EEA=142-313'3§5 [EL = 233.7%0 f EXISTING SOUTH R
Miny N -
(o) <|N | |
$ N 5 I / /_STA_1+01.90 /—EEAJ;},J_;,'_‘EZS 'EEA=1;§§.'17§0 / —EEA;;g},‘%s / STA 1+40.92 STA 1+46.25 EEA_142-§>;.211 o [ EXISTING NORTH R
Nl on ol ol EL = 233.630 [EL = 233700 [EL = 233710 [FL = 233 N1 0N
Z0J0.0U =1 o) T / 7/ Z99.0U
nlo . s \}- —---_."/;:-:_-.-- :_:___;—L-S - - ——— STA 1+60.39
P ey ST . T — = — — - :‘j‘z et —— EL = 233.555
o’ -— | — _--_E‘/ - —— = <I-- - \
T | e IR e, o N / [E-E | g,
233.60 e . el [Loe 233.60
~ T ] '
g - —r— - — e — - ——r — L
0.63 S ———— - — . === — .Q.\\:;.
— T~ —— L % —\~\_\___,_———"‘—\~\
\ \\§ —T- T = \\~\~\_
233.40 ] = e e 233:40
I | \ T == - —— - |
‘\--- \\~\\~\__ _ ///_
\UsTA 0+93.55 | GB STA 1+01.30 — ] O'E ~—
+ . | . T —— “—\- /
EL = 233.514 |EL = 233.465 § —— —_—~—— 7
N22 9N \ i \ —0.45% —_—c—— . n22 9N
Z990.29 ‘ ‘ * — Sp— 299.29U
|.STA 0+93.54 L L —_— -—
) ———
\ EXISTING SOUTH CUTTER \ L PROPOSED NORTH & SOUTH GUTTER
233.00 - - 233.00
AV .
EXISTING NORTH GUTTER PROPOSED ROADWAY N
L r
D Z Ll L
© =
N129 QN = = W — oYoYs MoYa\
£LJ4.0VU = O ~_ T £LI4.0U
) . O
- m Z |_
%) O
M = NS =
N2 AN SN D — Tn) @D Tn) Ta) D29 AN
£94.UU > O DO N 0 N 0 £V4.VU
1 W + + + + + +
\
| |
| | #401 #403 #405 4407 #409 #411 #415
\
]
\
| \
\ 2 gL
| = BE
| % || CONSTRUCT 150mm REINFORCED
| o | o MILL AND FILL CONCRETE APPROACH WITH 40mm
} o ~!| |2 / 0-50mm AS DIRECTED BY LIP CURB AS PER
S 2 8 |™/ | CONTRACT ADMINISTRATOR SD-235 AND SD—202B
‘ 3 \ NOTE 8 (TYP) r } (TYP.)
\__“ \ci-i \ CAUT'OIN GAS } \ \\ -~z 4 X/ . A/ \/K \/ 1/\ = ‘ ‘ l : Ay -1 1 L ! A =
X 233630 233.665) .. (233.685) - NN SR\ (233.730) [ LA [ (238.700) NP 233.610 (233555) SN ER BBERANK Y (233,
| ) /A\( }\}( D (233.688) . L\ . o - : }/j%( il 1))&\ _ BN . . . ; 5 2 3.
———  ADJUST MH RIM ey ! 7 ——==—r — ] e
,TO FINISHED GRADE Ll ~—
RIM 233.52 7\ 7)) I
v/ \ -
— — Sl-lb € 4 L0 o
- | o - © |ZS
T D \
LIMIT OF CONSTRUCTION | 'y, | @SS —— A i el
MATCH EXISTING GRADES ~ L <M
N
P o (R 0 G 8l 145 - - ——Em z 25
M- %) ™ ]
N — —
N [==
RIM  233.61 4 = O\ N// L I
INV E 231.08 = o . ( O | Z
— INV S 23112 | 3 " (3-465) Q :\T/ (\W ' \\/ \ \ 1\\ \ / /\ I<—: 8 &
—INV W 23112 —————— 13 — ® elIMTS= T " —T
INV N 231.07 . i&\y
I S LENIE = NV TN = o
S St S 52
I (N
\ |/ ".-.[/(233 7%"& S@E_ a '.-.'-'(233.770)@-_-'.-_'-'.-_'-'.-_'-'.-_(233.755 ¥ - R AN CX5) 710)(\ %EXQ@/E %
| ,L\/J/ i \i\\ = i i 7 \ —— T = L
| | [ INSULATE EXISTING WATER ADJUST MH RIM
| | — SERVICES AS PER SD-018 TO FINISHED GRADE
\ " | L / (TYP.) RM  233.33
\ Q8 L : INV E 231.58
| | m INV N 231.58
| | —
\ \ )]
\X\F\M\ LIKJ #400 #402 #404 #406 #408 #410 #412
\ \ B
| ‘ @)
\ ! =
| <
@)
a'd
150 W L
NOTES: Z Z
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG > 20.12 >
STANDARD CONSTRUCTION SPECIFICATIONS. —— o o
2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. — & 6.35 250 6.26 a
3. ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB. - 5:1 8} ' : ' }8
4, EXISTING ASPHALT TO BE PLANED AS SHOWN OR AS DIRECTED BY CONTRACT ADMINISTRATOR \ == a ROADWAY a
5. EXISTING CURB AND SIDEWALK TO BE RENEWED AS DIRECTED BY CONTRACT ADMINISTRATOR. :‘ 77770\,7 030 =|, 6 _150_, 4.55 3.75 | 3.75 4.46 150, |9 0.30
6. MODIFIED BARRIER CURB TO BE CONSTRUCTED AT ALL INTERSECTION RADIl AND ALLEY RADII. == ]| — ‘ SWLK BOULEVARD BOULEVARD SWLK
7. INSTALL 40mm LIP CURB THROUGH ALL RESIDENTIAL APPROACHES. \ \*:\ [ — ASPHALT PAVEMENT
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