N4 AN N4 AN
294.00 294,00
N4 AN NN AN
294 .40 294 .40
N2AA 9N N4 9N
294%4.20 294%4.20
N2A NN T (13 NaA NN
Z9%.0U SIS ol8 =1 SIS 29%.0U
DY 1% Olo N o] 1o
+ [~ 0 |y (115} + N
9] 0 (M) © M s}
Il + N +|N 1]
< 9] e} <C
= 1] I [l |
wn|m@ < < wn|w
N22 QN El =] N219 an
299.0U i 0.22% | - dme e — ———] 29J.0U
e e f——— T T / ~
- -—— | — N
< ~0.41% D — - [ \\ N
‘\ﬁﬂ_ 0 - s —— — - T _— P 1
23r 60 ~— \\‘/--————\-;2__; - O‘O?_% _ < ____Q:\Zﬁ';%__——\——— -“ ~ e \ —_— N L e N~ - o~ 230 60
J. T T~ —T \\ N -~ ~ T ™~ \l\/ 7] .
— N4 r~ \
N2A2 AN \ N29 AN
299.40 Z299.40
\ EXISTING BOULEVARD AT PATH ¢
N2 NN \ \ \ \ \ nNn1Q NN
299.2U \ i i i i i 299.2U
- PROPOSED ACTIVE PATH ¢
L L
pd pd
N22 NN — — N22 NN
299.0U0 5 = 5 29J.U0
— a —
<C ~ <C
= a0 =
oYY WoYa) @) © () 9 D o) D o) [0YsoYo W oYa)
294.0U p) p) o N~ D N D) e} 294.0U
+ + + + + + + +
M M M M A A < <
\
ADJUST CATCH BASIN GUY WIRE TO BE RELOCATED
FRAME AND COVER TO (BY OTHERS)
FINISHED GRADE /—|NOTE 4 (TYP)
© /%é HP TL’\J) hlg
m) [ w —*
EX SIDEWALK /]
1 1
U)CI) @) ) %WW/ 8 E% A\W/D& AW N7 0 y \/% N7V iTe) U)CID
282 : N 18128
O |5 e N A R Tl
=M o s 3+75 4+00 4425 o 4+50 =M™
< 19 | o | | | o | < (9]
D © L 0} 19 ™ L D (o)
SN L o T T T T T T T T T T T T T e e e e T T T T T T e < |z N
|:‘— 1 e N 1 |:‘—
1|z 3 3 S |z
-— : : -—
O«| o ~ — O«
O Q| <« < |ON
x ol = “lsg
L0 RIM  233.52 N
INV E 23095 . o
INV W 230.83 / _—
INV N 231.61
|
AN
\\ Va
/
N /
2y - - B - . .
/
%W&\V %é 200 GAS \ ;
: /
NOTES: , VARIES 3.00 1.50
1. ALL WORK AND MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG I TO EX SIDEWALK BIKE PATH BOULEVARD

STANDARD CONSTRUCTION SPECIFICATIONS.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES/SERVICES IN THE FIELD PRIOR TO
CONSTRUCTION.

ALL ROADWAY DIMENSIONS SHOWN ARE TO BACK OF CURB.

EXISTING SIDEWALK TO BE RENEWED AS PER SD—228A AND AS DIRECTED BY CONTRACT ADMINISTRATOR.
CONSTRUCT NEW CURB RAMP AS PER SD—229E AND AS DIRECTED BY CONTRACT ADMINISTRATOR. |
CONTRACTORS TO TAKE PRECAUTIONARY STEPS TO PROTECT EXISTING TREES WITHIN THE LIMITS OF

CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE TEMPORARY SUPPORT, REMOVAL OR
REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF THE CONTRACTOR AS NECESSARY.

ALL BOULEVARDS TO BE SODDED UNLESS OTHERWISE NOTED.

ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, AND CATCH BASINS IN WORK AREA TO GRADE.
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75—ASPHALT PAVEMENT (TYPE 1A)

75—BASE COURSE (GRANULAR B)
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