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MH50012039 - REPLACE

RISER TO 0.7m

CL50015330 - REPAIR 4.1-8.6m

FROM CB50012327

CB50012327

CB50012329

CL50015332 - REPAIR 6.6-7.6m

FROM CB50012329

CL50015330 - REPAIR 23.3-24.8m

FROM CB50012327
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PVC @ 2.0% MIN

NOTE 13 TYP

NOTE 14 TYP

NOTE 15

NOTE 11

NOTE 12

250Ø INV=229.890

231.265

2
.
0
%

1
.
0
%

232.030

2
.
0
%

1
.
1
%

231.830

2
.
0
%

1
.
8
%

231.800

2
.
0
%

7
.
0
%

231.530

2
.
0
%

5
.
0
%

231.180

2
.
0
%

1
.
0
%

231.285

2
.
0
%1

.
0
%

1

.
3

%

231.245

0

.

7

5

%

2
.
0
%

2
.
0
%

2
.
0
%

M
A

T
C

H
L

I
N

E
 
S

T
A

T
I
O

N
 
0

+
6

0
0

REFERENCE NOTES:

A. PAVEMENT DIMENSIONS ARE TO BACK OF CURB

B. BASELINE IS CENTRE LINE ROADWAY

C. PROPERTY LINES OBTAINED FROM CITY OF WINNIPEG L.B.I.S., AND NO

SCALE FACTOR WAS APPLIED

D.    REFER TO AECOM FIELD BOOK NO. 5111

CONSTRUCTION NOTES:

1. CONSTRUCT NEW ASPHALT PAVEMENT OVERLAY TYPE 1A (100mm AVG.

THICKNESS)

2. MILL / REMOVE EXISTING ASPHALT PAVEMENT

3. REMOVE EXISTING CONCRETE PAVEMENT AND CONSTRUCT NEW 150mm

       REINFORCED CONCRETE PAVEMENT c/w ASPHALT OVERLAY TYPE IA

4. RENEW EXISTING 100mm CONCRETE SIDEWALK

5. REMOVE EXISTING PAVEMENT AND CONSTRUCT NEW 150mm REINFORCED

CONCRETE PAVEMENT

6. CONSTRUCT NEW CONCRETE BARRIER CURB (100mm REVEAL HT.,

SEPARATE, SD-208)

7. CONSTRUCT NEW 40-80 mm CONCRETE LIP CURB (INTEGRAL, SD-202B)

8. REMOVE EXISTING FRAME AND COVER AND PLACE NEW FRAME AND

COVER (AP-006 / AP-007)

9. ADJUST EXISTING MANHOLE / CATCH BASIN TO GRADE

10. INSTALL NEW CAST IRON RISER RING

11. REMOVE EXISTING CURB INLET

12. INSTALL NEW CURB AND GUTTER INLET c/w 1200mm CATCH BASIN  AND

CONNECT TO  EXISTING MANHOLE

13. RENEW CONCRETE CURB RAMP (10-12mm REVEAL HT., MONOLITHIC,

SD-229A)

14. ADJUST EXISTING WATER VALVE TO GRADE

15. RENEW 100mm PRIVATE CONCRETE SIDEWALK

Certificate of Authorization

AECOM Canada Ltd.

No. 4671       Date:_____________
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2022 RESIDENTIAL STREET
RENEWAL PROGRAM

MOORE AVENUE - RIVER ROAD TO ST.MARY'S ROAD
PAVEMENT REHABILITATION

STATION 0+600 TO STATION 0+730

#38 - 84R723 - N.E. Cor. Moore Ave. &
Pulberry St., Tblt. on top of 0.05m dia. x

2.4m iron pipe, 3.05m S. on N.L. of Moore
Ave. & on E.L of Pulberry St.

EL: 231.197
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