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ALL WORK & MATERIALS TO BE IN ACCORDANCE WITH THE LATEST
REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION
SPECIFICATIONS.

CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES & SERVICES
IN THE FIELD PRIOR TO CONSTRUCTION.

ALL ROADWAY DIMENSIONS ARE SHOWN TO BACK OF CURB.
CONTRACTORS TO PROTECT EXISTING TREES WITHIN LIMITS OF
CONSTRUCTION.

LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT REQUIRE
TEMPORARY SUPPORT, REMOVAL OR REPLACEMENT, TO BE DONE AT
CONTRACTORS EXPENSE UNLESS SPECIFICALLY IDENTIFIED ON THE
PLANS.

INSTALL CONCRETE ISOLATIONS IN ACCORDANCE WITH CITY OF WINNIPEG
STANDARDS.

EXISTING ASPHALT OVERLAYS TO BE PLANED TO THE LIMITS SHOWN OR
AS DIRECTED BY CONTRACT ADMINISTRATOR.

FINAL GRADES OF OVERLAYS AND SIDEWALKS TO BE PROVIDED DURING
CONSTRUCTION.

PARTIAL CONCRETE SLAB PATCHES INDICATED ARE ONLY A
REPRESENTATION OF THE PAVEMENT REPAIRS REQUIRED. FINAL EXTENTS
OF RENEWAL WILL BE AS DIRECTED BY THE CONTRACT ADMINISTRATOR.
TYPE OF CONCRETE REPAIR (FULL OR PARTIAL DEPTH) TO BE AS
DIRECTED BY CONTRACT ADMINISTRATOR.

PLACEMENT OF PAVEMENT REPAIR FABRIC WILL BE AS DIRECTED BY THE
CONTRACT ADMINISTRATOR.

REPLACE ADJACENT CURB WITH ANY SLAB RENEWALS WHERE
APPLICABLE.

RENEW CURB & SIDEWALK WHERE DIRECTED.

ALL CURBS THAT ARE BEING RENEWED ON A RADIUS SHALL BE
CONSTRUCTED AS A MODIFIED BARRIER CURB TO THE RADIUS SHOWN
ON THE DRAWINGS UNLESS IT IS ONLY A REPAIR TO AN EXISTING
BARRIER CURB.

INSTALL DETECTABLE TILE AT INTERSECTIONS WHERE DIRECTED.

ADJUST ALL WATER VALVES, HYDRANTS, MANHOLES, & CATCH BASINS IN
AREA OF WORK TO MATCH NEW GRADES.

17. REPLACE CATCH BASIN FRAMES & COVERS WHERE INDICATED.
18. PLACE SEED & SOD WHERE DIRECTED.
19. CHAINAGE IS BASED ON CENTRELINE OF RIGHT—OF—-WAY.
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