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Armstrong Park Redevelopment
Planting Plan

PLANT SPECIFICATION LIST

Qty Label Botanical 
Name

Common 
Name Size

Deciduous Trees

3 UD Ulmus davidiana 
'Discovery' Discovery Elm

60- 70 mm calliper, specimen, machine dug 
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

4 TM Tilia mongoloia 
'Harvest Gold’ 

Harvest Golden 
Linden

60- 70 mm calliper, specimen, machine dug 
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

3 MX Malus X "Spring 
Snow"

Spriing Snow 
Crabapple

60- 70 mm calliper, specimen, machine dug 
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

9 SR Syringa reticulata Japanese Tree 
Lilac

60- 70 mm calliper, specimen, machine dug 
w/ min.10 branches in well branched head, 
straight trunk, min. ht. 4500 mm.

8 PG Picea glauca 
"Densata" Black Hills Spruce

Evenly branched, full bushy trees, no broken 
leaders, well branched to grade. B&B or tree 
mover, wire basket. Guy wire.

3 PC Pinus cembre Swiss Stone Pine
Evenly branched, full bushy trees, no broken 
leaders, well branched to grade. B&B or tree 
mover, wire basket. Guy wire.
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PLANTING PLAN NOTES
1. ALL WORK TO CONFORM TO CURRENT CITY OF 
WINNIPEG STANDARD CONSTRUCTION 
SPECIFICATIONS AND DETAILS UNLESS OTHERWISE 
NOTED.
2. DIMENSIONS ARE IN METERS UNLESS OTHERWISE 
NOTED.
3. DO NOT SCALE DRAWING.
4. PROTECT EXISTING TREES TO REMAIN, TYP.
5. TREE LOCATIONS TO BE STAKED OUT ON SITE 
WITH CONTRACT ADMINISTRATOR
6. HOLES TO BE DUG BY BACHOE OR HAND. NOT 
TREE SPADE

A.51 - D5

339-2022

Existing Finished Grade
Cut And Remove Burlap From The Top 1/3 
Of Root Ball.  Fold Back/cut Off Wire 
Basket From Top Of Root Ball.  Remove 
All Twine.

TREE PIT:  2 X
DIAMETER OF ROOT

BALL

Scarify Sides Of Tree Pit To The Depth Of 
One Shovel Blade

Tamped Soil Mix

UNDISTURBED 
SOIL

Stake On One Or Two Sides And 
Guying Strap (Where Required)

Trunk Protection:  100mm Dia. X 600mm
Length Weeping Tile Material Sliced 
And Wrapped Around Base Of Tree

Mulch (100mm Depth)

Berm Forming Water Dish Using 
Soil Around The Outside Edge Of 
The Root Ball

Tree Pit Sloping To Approximate 
Width Of Root Ball At Base

Tamped Soil Mix

Cut And Remove Burlap From The 
Top 1/3 Of Root Ball.  Fold 
Back/cut Off Wire Basket From 
Top Of Root Ball.  Remove All 
Twine.

Berm Forming Water Dish Using 
Soil Around The Outside Edge Of 
The Root Ball

Mulch (100mm Depth)

Do Not Cut Leader

Tree Rings And Ties

Metal 'T'-Stake On Two Sides
 (Where Required)

TREE PIT:  2 X
DIAMETER OF ROOT

BALL

Existing Finished Grade

UNDISTURBED 
SOIL

TREE PLANTING DETAILS
NTS

1
D5

100-150mm

100-150mm
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