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GENERAL NOTES 1&2/M2.0:
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THIS DRAWING IS DIAGRAMMATIC ONLY. DO NOT SCALE.

THE MECHANICAL SYSTEMS SHOWN ARE APPROXIMATE IN
LOCATION ONLY. CONTRACTOR TO VERIFY EXACT LOCATION
OF SYSTEMS BEING MODIFIED ON SITE PRIOR TO
COMMENCEMENT OF WORK.

ALL WORK SHALL COMPLY WITH THE MOST CURRENT VERSION
OF ALL APPLICABLE CODES AND STANDARDS, WHICH SHALL
BE CONSIDERED PART OF THESE CONTRACT DOCUMENTS. IN
THE CASE OF CONFLICTING REQUIREMENTS, THE MOST
STRINGENT REGULATION SHALL PREVAIL.

CONTRACTOR TO MAINTAIN CURRENT AND READILY
REVIEWABLE AS—BUILT DRAWINGS ACCURATELY REFLECTING
SITE INSTALLATIONS.

CONTRACTOR TO ENSURE ALL MATERIALS MODIFIED OR
INSTALLED IN AN AIR PLENUM ARE RATED FOR SUCH USE.

CONTRACTOR TO MAINTAIN DIGITAL PHOTOGRAPHIC RECORDS
OF ALL INSTALLATIONS PRIOR TO CONCEALMENT BY
SUPPORTING TRADES.
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7. EXISTING MECHANICAL BEING RE—INSTALLED TO BE TURNED ///////////////////////////////////////////

OVER TO INSTALLING CONTRACTOR IN GOOD CONDITION.
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8. DEMOLITION CONTRACTOR TO TAPE AND SEAL OPEN ENDED
DUCT AND PIPE AS SECTIONS OF SYSTEM ARE REMOVED.

9. REFER TO REQUIREMENTS IN SPECIFICATIONS FOR
DEMOLISHING /REMOVAL OF ASBESTOS. ENGINEERS
GEOSCIENTISTS
MANITOBA

Certificate of Authorization
DRAWINGS NOTES 1&2/M2.0:

DEMOLISH EXISTING SUPPLY FAN AND HEATING COIL SERVING m ENLARGED MECHAN|CAL ROOM - HVAC mmmwd-

POOL DECK ABOVE. MODIFY DUCTWORK TO CONNECT TO NEW

EQUIPMENT. M2.0 / SCALE: 1:75

EXISTING SUPPLY DUCTWORK FOR POOL DECK TO REMAIN.
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THIS IS A PRINT OF A DOCUMENT THAT HAS BEEN ELECTRONICALLY AUTHENTICATED WITH
TECHNOLOGY AUTHORIZED BY THE EGM. THE ORIGINAL IS IN ELECTRONIC FORM.

DEMOLISH ALL STEAM AND CONDENSATE PIPING AND

ACCESSORIES THROUGHOUT THE ENTIRE BUILDING. 210-1821 Welington Avenue
Winnipeg, Manitoba, R3H 0G4

EXISTING OUTDOOR AIR DUCT FOR THE CRAWLSPACE TO MCW Phone - (204) 779.7900
REMAIN. mew_wpg@mew.com
www.mcw.com

MCW Consultants Ld.

CRAWLSPACE

REMOVE CHIMNEY VENT FROM INTERIOR OF THE CHIMNEY.

REPAIR ANY DAMAGE TO THE LINING. REFER TO 13600
ARCHITECTURAL FOR FURTHER DETAILS.

DEMOLISH HEAT EXCHANGER (CV—4), EXPANSION TANK, AND
PUMP (P—5) FOR THE POOL DECK AIR HANDLING SYSTEM.

EXISTING UV EQUIPMENT FOR THE POOLS TO REMAIN,
PROTECT DURING CONSTRUCTION.

EXISTING POOL CIRCULATION PUMPS TO REMAIN.

DEMOLISH CONTROLS COMPRESSOR AND ALL PNEUMATIC

CONTROL DEVICES, AND ALL TUBING THAT IS NOT CONCEALED
WITH WALLS THROUGHOUT THE BUILDING. 1 JUNE 21, 2022 ISSUED FOR CONSTRUCTION

EXISTING CHLORINE EQUIPMENT TO REMAIN. No. Date Issue / Revision By

EXISTING POOL MONITORING DEVICES TO REMAIN.
Drawn By:
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DEMOLISH STEAM CONDENSATE TANK AND PUMPS. L
(S els tad e dis ol cadsodis ey s isd soirscodsetiscis ol esddeds Printing Date:

DEMOLISH HEAT EXCHANGER (CV—5) FOR THE DOMESTIC HOT
M : ) WATER SYSTEM.

DEMOLISH HEAT EXCHANGERS (CV—1 & CV—2) FOR THE TWO
POOLS.

\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\\

AOUOUORRNRRY

DEMOLISH HEAT EXCHANGER (CV—-3) FOR THE AIR HANDLING
SYSTEM SERVING THE FRONT OF THE BUILDING.

W

i iaddsid

% // ////////////7 S S Y //////////// /////////////////7/// 7////////////////////2?????/////// /////{/////{////////////(/////{//////7////(/////{/////(/////
//% ///??/ 7, //Z/ &7 on Z
MALE STAFF / 7 WORK ROOM 7 : 7
% /_@ Z / CHDM FCEHMAANLGEE SRTDADF%% Z ENDGéEIECEER/S ////
-B:OLE
/////////////////////////////////////////// ///// 7
7

DEMOLISH THE TWO STEAM BOILERS AND ALL ASSOCIATED
ACCESSORIES IN THE MECHANICAL ROOM.
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DEMOLISH COMBUSTION AIR SUPPLY FAN IN THE ELECTRICAL
ROOM.
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EXISTING POOL FILTERS AND BACK WASH SYSTEM FOR THE
POOLS TO REMAIN.
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Drawings and specifications, as instruments of service are the property of the architects, the

p 79 DEMOLISH HEATING COIL IN THE DUCTWORK (RH—2 & RH-3). copyright in the same being reserved to them. No reproduction may be made without the
LSS S S S S MODIFY THE DUCTWORK TO SUIT THE NEW COILS AS PER THE permission of the architects, and when made, must bear their names. All prints to be

MISC 7 ' RENOVATION DRAWINGS. retumad.
STORAGE Vi? (i i The contractor is to verify dimensions and data noted herein with conditions on the site and

é @_\7/ DEMOLISH AIR HANDLING SYSTEM (F_Z) ALONG WITH HEATING is held responsible for reporting any discrepancy to the architects for adjustment.
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COIL (HC—2) SERVING THE FRONT OF THE BUILDING)
/ COMPLETE WITH HOUSEKEEPING PAD.

@/ ELECTRICAL)
ROOM
g ///////; 7 [ 308 | DEMOLISH SUPPLY DUCTWORK UP TO MALE CHANGE ROOM
ABOVE.
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//\—@ " Roow - o DEMOLISH THE AIR CONDITIONING UNITS IN THE BASEMENT
i dd s ddddasidddddsiiddaasidddassidds / N Aiiiiiisy AND PATCH THE OPENINGS IN THE WALLS TO THE
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BASEMENT TO REMAIN. 500-136 Market Ave

Winnipeg Manitoba Canada R3B 0P4
t: (204) 942.0681 f: (204) 943.8676

DEMOLISH HEAT EXCHANGER (CV—-6) FOR THE HOT TUB www.Im-architects.com
COMPLETE WITH ACCESSORIES.

EXISTING EXHAUST DUCTWORK FOR CRAWLSPACE TO REMAIN.
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DEMOLISH EXISTING SUPPLY POOL DECK DUCTWORK AND CAP
SUPPLY AIR DUCT.
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CITY OF WINNIPEG
BONIVITAL POOL RENEWAL

DEMOLISH STEAM BOILERS IN MECHANICAL ROOM.

DEMOLISH CHIMNEY VENTING FOR BOILERS UP TO ROOF.
CHIMNEY SHAFT TO REMAIN, AND LINING TO BE REPAIRED.
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EXISTING CONDENSING UNIT FOR LOBBY AC IN CRAWLSPACE
TO REMAIN. RECHARGE WITH REFRIGERANT WHEN AC IS
RELOCATED.

EXISTING EXHAUST DUCT FROM EXHAUST FAN ON ROOF TO 1215 Archibald St, Winnipeg, MB.

REMAIN. MODIFY/EXTEND DUCTWORK TO SUITE NEW DUCT
SHAFT LOCATION AS PER RENOVATION DRAWINGS.

1 \ BASEMENT — HVAC DEMOLITION LAYOUT

DEMOLISH EXPANSION TANK AT HIGH LEVEL AND ASSOCIATED

©)

M2.0 / SCALE: 1:100

o BASEMENT -

HVAC DEMOLITION
LAYOUT

Comm. No.: 2129 Sheet: MZIO
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