PROVIDE NEW INSULATED GLAZING UNITS
WITHIN EXISTING ALUMINUM FRAMING.

SITE CONFIRM GLAZING UNIT SIZES (TYPICAL)
(REFER TO CONTRACT DELETE NO.2)
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ELEV 103 350
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EXPOSED EXHAUST DUCT RISER
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PROVIDE TILE TRANSITION STRIP
AT PAINTED CMU SILL (TYPICAL)
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(TYPICAL)
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CONCRETE MASONRY UNIT WALL
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(ROOM 1:09 & 1:08A)
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BOTH SIDES (TYPICAL)

1984 + R.O.

INTERIOR ALUMINUM ENTRANCE

(TYPICAL)

FRAMING C/W SINGLE GLAZING
(REFER TO SCHEDULES)
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T/0 EXISTING LINTEL *

STEEL STUD FRAMING @ 400 mm O.C.

NEW CMU COURSING TO ALIGN W/

COURSING (TYPICAL)

PROVIDE CONTINUOUS
PREFINISHED STEEL FLASHING
(TO MATCH ENTRANCE FRAMING)
SET IN CONTINUOUS CAULKING
WITHIN SAW CUT & TO
ALUMINUM SHEET

PROVIDE CONTINUOUS SAW
CUT IN EXISTING CMU
MORTAR JOINT, LENGTH OF
RECEPTION PROJECTION

EXPOSED EXHAUST DUCTWODK
(PAINTED) (REFER TO MECHANICAL)
SECURE BACK TO CMU WALL AS

REQUIRED.

¢ PREFINISHED ALUMINUM SHEET
TO MATCH ENTRANCE FRAMING
19 mm PLYWOOD
STRUCTURAL STEEL STUD FRAMING
(REFER TO STRUCTURAL)

CONTINUOUS PAINTED STEEL
COLLAR AROUND DUCT.
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PROVIDE NEW INSULATED GLAZING UNITS
WITHIN EXISTING ALUMINUM FRAMING.

SITE CONFIRM GLAZING UNIT SIZES (TYPICAL)
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PROVIDE CONTINUOUS
ROD & CAULKING TO
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CONTINUOUS 2 LAYERS
19 mm PLYWOOD
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N.T.S

PROVIDE ALUMINUM TRIM ADHERED ——
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SUPPLIER, FINISH TO MATCH
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TO CMU (TYPICAL) FULL PERIMETER

OF RECEPTION ALUMINUM FRAMING o
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(TYPICAL)
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ELEV 102 695 %
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BOARD Z SHADOW

MOLDING

i SUSPENDED GYPSUM BOARD CEILING

PROVIDE INTERMITTENT BLOCKING AS REQUIRED

INTERIOR ALUMINUM ENTRANCE

FRAMING C/W SINGLE GLAZING

(REFER TO

SCHEDULES)
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ALIGN ALUMINUM FRAMING W/
INSIDE FACE OF CMU
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/2 WALL SECTION THRU RECEPTION

22151/ SCALE
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OPEN EXHAUST CHASE WITHIN
BENCH (REFER TO MECHANICAL)

CONTINUOUS CAULKING TO DUCT
& TO TILE FINISH (TYPICAL)

50

SN MECHANICAL DUCT —

DUCT DETAIL @
EXHAUST BENCH

PROVIDE TILE FINISH STRIP TO
PAINTED CMU SILL (TYPICAL)

CARRY TILE FINISH B/W DUCT
COLLAR & CMU WALL

CLEARANCE & OPERATION
REQUIREMENTS

CONFIRM DIMS W/ PRODUCT
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OPENING WITHIN EXHAUST
BENCH TO HOUSE HOSE BIB &
MAIN FILL LINE. GC TO
COORDINATE EXACT SIZE.
(REFER TO MECHANICAL)

LOCKING RECESSED HOSE BIB J

ON SIDE OF FILL LINE OPENING.
(REFER TO MECHANICAL)
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MAIN FILL LINE (REFER TO
MECHANICAL) PROVIDE SOLID
WOOD BLOCKING AS REQUIRED.

POOL FILL STATION
@ EXHAUST BENCH

/3" SECTION AT ACOUSTIC ENCLOSURE

2251/ SCALE

1:20

SCALE 1:10 SCALE 1:20
SUPPLEMENTAL ACOUSTIC
TREATMENT DESIGNED BY
ENCLOSURE MANUFACTURER TO
MEET PERFORMANCE
REQUIREMENTS. REMOVE SIDING
AS REQUIRED TO PROVIDE
SUPPORT AND BLOCKING.
(CONFIRM WITH ACOUSTIC
ENCLOSURE SHOP DRAWINGS)
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