
IF  POWER EQUIPMENT OR EXPLOSIVES
ARE TO BE USED FOR EXCAVATION ON

THIS PROJECT THE CONTRACTOR  MUST:

1) NOTIFY THE GAS COMPANY OF THE
PROPOSED LOCATION OF EXCAVATION.

2) TAKE PRECAUTION TO AVOID DAMAGE
TO GAS COMPANY INSTALLATIONS.

SEE PROVINCIAL REGULATION 210��2 FOR DETAILS

DELINEATION OF PROPERTY LIMITS AS
SHOWN ON THIS DWG DOES NOT
REPRESENT A "LEGAL SURVEY".  KGS
GROUP MAKES NO REPRESENTATION
OR WARRANTY AS TO THE A��URA�Y
OF PROPERTY LIMITS DELINEATED ON
THIS DWG͕ NOR ON THE DIMENSIONAL
A��URA�Y OF DWG FEATURES
RELATIVE TO THOSE PROPERTY LIMITS.
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CAUTION: AQUEDUCT AND/OR FEEDERMAIN OR DUCT BANK CONTACT THE DEPARTMENT'S CONSTRUCTION SERVICES COORDINATOR AT 204-986-4289, 7 DAYS PRIOR TO THE COMMENCEMENT OF CONSTRUCTION TO ARRANGE FOR AN INSPECTION. PRIOR TO ANY CONSTRUCTION, THE AQUADUCT, FEEDERMAIN, OR DUCT BANK MUST BE EXPOSED BY A SOFT DIG METHOD SO AS TO CONFIRM DEPTH AND LOCATION. A MINIMUM CLEARANCE OF 1.0 MUST BE PROVIDED BETWEEN THE UNDERSIDE OF ANY EXISTING AQUADUCT, FEEDERMAIN, OR DUCTBANK AND THE TOP OF THE PROPOSED WORKS. THIS INSTALLATION BY TRENCHLESS METHOD ONLY.
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1. ALL WORK & MATERIALS TO BE IN ACCORDANCE WITH THE ALL WORK & MATERIALS TO BE IN ACCORDANCE WITH THE LATEST REVISION OF THE CITY OF WINNIPEG STANDARD CONSTRUCTION SPECIFICATIONS AT TENDER. 2. CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES & CONTRACTOR TO CONFIRM THE LOCATION OF ALL UTILITIES & SERVICES IN THE FIELD PRIOR TO CONSTRUCTION. 3. CONTRACTOR TO LOCATE ELEVATION OF ALL CROSSING WATER CONTRACTOR TO LOCATE ELEVATION OF ALL CROSSING WATER & SEWER MAINS & SERVICES BY SOFT-DIGGING METHODS PRIOR TO INSTALLATION OF THE NEW LDS MAIN & CATCH BASIN LEADS BY TRENCHLESS METHODS. 4. INSTALL CURB & GUTTER INLET WITH CATCH PIT IN INSTALL CURB & GUTTER INLET WITH CATCH PIT IN ACCORDANCE WITH SD-023 WITH 180 BARRIER CURB & GUTTER FRAME COVERS. 5. INSTALL CATCH BASIN WITH CURB & GUTTER INLETS IN INSTALL CATCH BASIN WITH CURB & GUTTER INLETS IN ACCORDANCE WITH SD-024 WITH 180 BARRIER CURB & GUTTER FRAME COVERS. 6. INSTALL STANDARD CATCH BASINS IN ACCORDANCE WITH INSTALL STANDARD CATCH BASINS IN ACCORDANCE WITH SD-025. 7. ABANDON SEWER SERVICES WHERE INDICATED IN ACCORDANCE ABANDON SEWER SERVICES WHERE INDICATED IN ACCORDANCE WITH SD-021. 8. PERFORM EXTERNAL POINT REPAIRS IN ACCORDANCE WITH PERFORM EXTERNAL POINT REPAIRS IN ACCORDANCE WITH SD-022A & SD-022B. 9. INSTALL 6.0m LONG SUBDRAIN ON EACH SIDE OF EACH NEW INSTALL 6.0m LONG SUBDRAIN ON EACH SIDE OF EACH NEW CATCH BASIN. CAP ENDS WITH MANUFACTURED CAPS & INSTALL IN ACCORDANCE WITH CW3120 & SD-245. 10. PROVIDE CCTV INSPECTION IN ACCORDANCE WITH CW2145 PROVIDE CCTV INSPECTION IN ACCORDANCE WITH CW2145 FOLLOWING ABANDONMENT, INSTALLATION, & CONNECTION TO EXISTING SEWERS. 11. INSTALL MAINLINE SEWER USING TRENCHLESS METHODS. INSTALL MAINLINE SEWER USING TRENCHLESS METHODS. 18. CONTRACTOR TO EXPOSE ALL TIE-INS FOR NEW SEWER PRIOR CONTRACTOR TO EXPOSE ALL TIE-INS FOR NEW SEWER PRIOR TO STARTING INSTALLATION. 19. RENEW SEWER SERVICES & WATER SERVICES WHERE DIRECTED. RENEW SEWER SERVICES & WATER SERVICES WHERE DIRECTED. 20. INSTALL SEWER SERVICE RISERS (CATCH BASIN LEADS & INSTALL SEWER SERVICE RISERS (CATCH BASIN LEADS & DRAINAGE CONNECTION PIPES) TO ELEVATION WHERE MINIMUM SLOPE OF 1.0% IS MAINTAINED. 21. INSTALL RIGID INSULATION TO PROTECT WATER SERVICES FROM INSTALL RIGID INSULATION TO PROTECT WATER SERVICES FROM FREEZING AT EACH CATCH BASIN, CATCH PIT, OR MANHOLE AS DIRECTED BY CONTRACT ADMINISTRATOR. 22. INSTALL BOX INSULATION AROUND SHALLOW DRAINAGE INSTALL BOX INSULATION AROUND SHALLOW DRAINAGE CONNECTION PIPES IN ACCORDANCE WITH SD-018. 23. PROVIDE ENGINEERED SHORING DESIGN CERTIFIED BY A PROVIDE ENGINEERED SHORING DESIGN CERTIFIED BY A PROFESSIONAL ENGINEER LICENSED IN MANITOBA. 24. SHORING SHALL BE DESIGNED TO MEET THE REQUIREMENTS OF SHORING SHALL BE DESIGNED TO MEET THE REQUIREMENTS OF MANITOBA HEALTH & SAFETY REGULATIONS. 25. ALL SEWER EXCAVATION BACKFILL TO BE IN ACCORDANCE WITH ALL SEWER EXCAVATION BACKFILL TO BE IN ACCORDANCE WITH THE BEDDING & BACKFILL DETAIL ON THIS SHEET FOR OPEN TRENCH, TRENCHLESS SENDING/RECEIVING PITS, & BACKFILL AROUND STRUCTURES. 26. USE CEMENT STABILIZED BACKFILL WHERE DIRECTED BY USE CEMENT STABILIZED BACKFILL WHERE DIRECTED BY CONTRACT ADMINISTRATOR FOR SUPPORT UNDER EXISTING INFRASTRUCTURE.
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