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1+068.271 1+077.075 1+107.148 1+135,760
W SW EL 231.550 W SW EL 231.513 W SW EL 231.375 W SW EL 231.375
1+062.019 1+080.882 1+100.371 Ex CENTRELINE 1+131.181 1+139.643
W SW EL 231.540 W SWEL 231.410 W SW EL 231.335 W SW EL 231.356 W SW EL 231.399 NOTES
1+085.125 1+124.175 1+143.403 1. ADJUST MH AND CB RIMS TO NEW GRADES.
231.60 W SW EL 231.249 W SW EL 231.363 W SW EL 231.409 231.60 2. LAMP STANDARDS, HYDRO POLES, AND ANCHORS THAT
) 0 0.16% 1+095.508 1+150.000 . REQUIRE TEMPORARY SUPPORT, REMOVAL OR
0.81% - :0.429, W SW BL 231_247—‘ W SW EL 231.377 REPLACEMENT, TO BE DONE SO AT THE EXPENSE OF
1154380 THE CONTRACTOR AS NECESSARY.
W SW EL 231.358 3. CONTRACTOR TO REGRADE/RENEW EXISTING PRIVATE
SIDEWALKS TO LIMITS AS SHOWN. SIDEWALKS TO BE
:0.46%__ RENEWED WITH CONCRETE UNLESS NOTED OTHERWISE.
4. CONTRACTOR TO TAKE PRECAUTIONARY STEPS TO
PROTECT EXISTING TREES WITHIN THE LIMITS OF
CONSTRUCTION FROM DAMAGE FROM CONSTRUCTION
231.20 231.20 ACTIVITIES AS OUTLINED IN THE SPECIFICATIONS.
5. CONTRACTOR TO CONFIRM THE LOCATION OF ALL
1+074.796 UTILITIES/SERVICES IN THE FIELD PRIOR TO
W GS'{ Et gg:'ggg EX WEST GUTTER WEST BACK OF SIDEWALK CONSTRUCTION.
WEST PROPERTY LINE CENTRELINE 1+143.386 6. SD-024 OFFSETS ARE DIMENSIONED TO BOC.
CL EL 231.314 7. IN GENERAL, PAVEMENT AND SIDEWALK AREAS TO BE
SOUTHBOUND PROFILE WEST GUTTER oL Et';gf'g:g W GUT EL 231.174 REMOVED. MATCH RECONSTRUCTION LIMITS.
W GUT EL 231.076 8. REFER TO TENDER FOR DETAILS REGARDING TRAFFIC
230.80 o VERTICAL SCALE: 1:10 o o o 230.80 MANAGEMENT.
8 % I 4 9. EXISTING LONG WATER SERVICES TO BE INSULATED
i 0 01 02 03 04 05m + + +
I T T T (SD-018). REFER TO TENDER FOR FURTHER
1+060.465 1+077.260 1+139.643 REQUIREMENTS AND AS NOTED IN PLAN.
E SW EL 231.483 E SWEL 231.410 E SW EL 231.391 10. ADD 200.000 m TO ABBREVIATED ELEVATIONS TO OBTAIN
1+064.729 1+080.861 1+100.368 1+134.357 1+147.500 GEODETIC ELEVATIONS.
FE SW EL 231.487 E SW EL 231.375 E SW EL 231.335 E SW EL 231.364 E SW EL 231.401
1+069.205 1+085.071 1+110.218 1+126.993
E SW EL 231.450 E SW EL 231.229 E SW EL 231.412 E SW EL 231.377_‘
231.60 1+095.957 1+122.306 1+159.517 231.60
0,07 E SWEL 231,247 E SW EL 231.374 E SW EL 231.341
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E GUT EL 231.076
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