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ELECTRICAL DEMOLTION NOTES: "(x)"

ALSO SEE NOTES & SPECIFICATIONS.

REFER TO APPLICABLE RENOVATION DRAWING FOR RELOCATED COMPONENTS.

ALL ABANDONED CABLES TO BE REMOVED FROM PLENUM SPACES AS REQUIRED BY LATEST
CANADIAN ELECTRICAL CODE.

DO NOT DISTURB OR DISCONNECT ANY WIRING & CABLING IN AREA OF WORK REQUIRED FOR
OTHER AREAS.

1, VESTIBULE (1-46B), MEN'S WIR (1-46A) & LOCKERS (1-47):

1.1, REMOVE ALL EXISTING TYPE "A" & 'B" LUMINAIRES & WIRING BACK TO (JB) IN AREA OF
WORK. IF LIGHTING CIRCUITS ARE IN GOOD CONDITION, REUSE AS PER RENOVATION
LAYOUT. DISCARD OLD REMOVED LUMINARIES.

12 REMOVE RECEPTACLE, WIRING BACK TO (JB) & REUSE CIRCUIT FOR NEW
RECEPTACLES.

13, REMOVE DETECTOR, WIRING BACK TO SOURCE FOR REUSE OR NEW DETECTORS.

1.4, RELOCATE SPEAKER. REFER TO RENOVATION.

2. VESTIBULES (1-55B & 1-60B), MEN'S WIR (1-55A), SHOWER & LOCKER (1-58):
2.1. REPLACE LUMINARIES WITH NEW ON SAME CIRCUITS. REFER TO RENOVATION
REFLECTED CEILING PLAN FOR LUMINARIES TYPES.

ELECTRICAL RENOVATION NOTES: " |"

ALSO SEE NOTES & SPECIFICATIONS,

ALL WIRING & CABLING SHALL BE CONCEALED IN DOOR JAMB &/OR IN WALL
CAVITY FOR FINISH SPACE

ALL WIRING & CABLING IN CEILING SPACE SHALL BE PLENUM RATED AS PER
LATEST CEC.

1. WASHROOM POWER DOOR OPERATOR
1.1 PROVIDE NEW POWER DOOR OPERATOR (DO) WITH 120V, 15A CIRCUIT
#1212 RW9O IN EMT TO DESIGNATED 15A/1P CIRCUIT BREAKER. SETUP
FOR "PUSH & GO'.
12, SETUP (ES) FOR FAIL-SAFE.
13, PROVIDE CAMDEN DOOR CONTROL CX-33 ADVANCE LOGIC RELAY.
PROVIDE, WIRE & SETUP TO FULLY FUNCTION:
131, (DO) & (DA): SEE SEE ARCH. DOOR SCHEDULE,
132, (0CC)"OCCUPIED" RED INDICATOR; CAMDEN CM-AF500 RED
(OCCUPIED).
133, (ES); ELECTRIC STRIKE, VON DUPRIN 6211FS WITH STRIKE SURGE
PROTECTOR (PART BY ARCH.).
134, (DC): FLUSH DOOR CONTACT, GE 1076W
135, (PTL): DOUBLE GANG, MUSHROOM PUSH BUTTON, RED, "PUSH TO
LOCK", LED ANNUNICATOR "LOCKED", CAMDEN CM-AF550R
136 POWER SUPPLY: SECURITRON BPS-24-2. REQUIRE ONLY IF (DO)
DOES NOT PROVIDE AUXILIARY 24VDC POWER SUPPLY.
14, WALL MOUNT;
141, (0CC)"OCCUPIED" RED INDICATOR: 42" AFF & WITHIN 6 FROM
EXTERIOR DOOR FRAME - LATCH SIDE OR ON CENTERLINE (DA) 1"
ABOVE,
142, (DC): TOP OF DOOR FRAWE 6" FROM LATCH SIDE (FACTORY PREP)
143, (PTL): 42" AFF BESIDE (DA).

1.5. SEQUENCE OF OPERATION:
15.1. ENTERING UTR

1.5.1.1.(ES) NORMALLY UNLOCKED & OUTSIDE (DA) ENABLED.

1512, PLCJ)%H DOOR OR PUSH OUTSIDE (DA) TO ENABLE (DO) TO OPEN
DOOR.

1.5.1.3. TOLOCK DOOR FROM INSIDE UTR, PUSH (PTL) TO ENABLE (ES)
TO LOCK POSITION & ILLUMINATE (PTL) & "OCCUPIED" RED
INDICATOR OUTSIDE UTR. OUTSIDE (DA) WILL BE DISABLED.

152, EXITING UTR
1521 TOEXIT MANUALLY, TURN THE INSIDE DOOR LEVER & PULL TO
OPEN DOOR TO RESET SYSTEM.
15.2.2. 70 EXIT WITH (DO), PUSH INSIDE (DA) TO RELEASE (ES) &
POWER (DO) TO OPEN & RESET SYSTEM.

1.5.2.3.(DC) ACTS AS DOOR POSITION SWITCH.

2. EMERGENCY CALL SYSTEM (ECS)

2.1. PROVIDE (ECS), EDWARDS CAT. No. 65380NT-G5, KIT COMPONENTS
INCLUDES; 6536-G5 AUDIO/VISUAL SIGNAL (TWO PROVIDED), SS-2001E
EMERGENCY PUSH BUTTON, SUB-102722-R SPACER,
SIGN-EMERG-PUSH EMERGENCY SIGN & 592 TRANSFORMER
(120/24VDC TRANSFORMER). CALL IS LOCAL.

2.2. MOUNT (A/V SIG) AUDIBLE/STROBE INSIDE & OUTSIDE UTR - CENTERED
6"ABOVE WASHROOM DOOR .

2.3. MOUNT EMERGENCY PUSH BUTTON 42" AFF TO CENTERLINE. MOUNT
EMERGENCY SIGN ABOVE EMERGENCY PUSH BUTTON.

3. RELOCATED SPEAKER WITH REQUIRE BRACKET. REWIRE, CLEAN & TEST
SPEAKER.

4. PROVIDE EMERGENCY LIGHTING. WIRE TO EXISTING CIRCUIT.
5. PROVIDE (GF). WIRE TO EXISTING CIRCUIT SHOWN.

6. PROVIDE NEW CEILING MOUNTED SMOKE DETECTORS. WIRE TO EXISTING
SIMPLEX 4006 FIRE ALARM SYSTEM WITH REQUIRE COMPONENTS.

7. REPLACE LUMINAIRES, LIGHT SWITCHES & FACE PLATES. USE EXISTING
CIRCUITS.

8. PROVIDE NEW LUMINARIES, LIGHT SWITCHES & FACEPLATES.. USE
EXISTING CIRCUIT.

AREA OF WORK—1

PHASE 2

I B
AREA OF WORK
KEY PLAN PHASE 1
SCALE: N.TS.
ABBREVIATIONS
DESCRIPTION
AFF ABOVE FINISH FLOOR
BFC BELOW FINISHED CEILING
CB CIRCUIT BREAKER
CCT CIRCUIT, CCT: C=PANEL "B"; CT=CIRCUIT"" (B1)
CEC CANADIAN ELECTRICAL CODE, LATEST EDITION
W COMES WITH
D DEMOLITION , REMOVE BACK TO SOURCE
DA DOOR ACTUATOR (PART BY ARCH.)
DED DEDICATED CIRCUIT
DO DOOR OPERATOR (PART BY ARCH.)
DSW DISCONNECT SWITCH
E EXISTING OR "NO DESIGNATION"
EQ. EQUAL
GF GROUND FAULT CIRCUIT INTERRUPTER
JB JUNCTION BOX
N NEW
N.IC. NOT IN CONTRACT
NTS NOT TO SCALE
0/C ON CENTER
PNL PANEL
R RELOCATE
TBD TO BE DETERMINED
TYP. TYPICAL
VSR VOLTAGE SENSING RELAY
WP WEATHERPROOQF
ELECTRICAL LEGEND
TYPE DESCRIPTION
ELECTRICAL PANEL
EMERGENCY LIGHTING SCHEDULE & EE{((:)EJFI)\IT%(F:AL\ELT CIRCUIT INTERRUPTER DUPLEX
PANEL - e | DUPLEX RECEPTACLE
TAG DESCRIPTION MANUFACTURER CATALOG No. VOLTS CIRCUIT TR STARTERDISCONNECT SHTCH
<w DOUBLE REMOTE LAMP AIMLITE RMMB-2-12-3.7L-WHT 152|'\[/ E(TO BE JUNCTION BOX
CONFIRMED)
LUMINAIRE, SWITCH & LIGHTING CONTROL SCHEDULE
TYPE | MANUFACTURER| CATALOGUE No. LED DESCRIPTION
—@ (EXIST) 1'x4' RECESSED FLUORESCENT, 347V
NES 4 STRIP LIGHT, FLUORESCENT, 347V
© (EXIST) WALL SCONE, A19, 120V
TO REMAIN
) (EXIST) {'x4 RECESSED FLAT LED, 347V
(NEW) 14FPX-42-347V-L840-WAA LED 4220 {'x4' LED PANEL, 010V DIMMING DRIVER, WAVELINX WIRELESS INTEGRATED SENSOR, 347V, 30.4W,
& | cooper DF-14W-U LUMENS, 4000K | DRYWALL FRAME KIT
(NEW) 14FPX-30-347V-L840-WAA LED 3054 {'x4' LED PANEL, 0-10V DIMMING DRIVER, WAVELINX WIRELESS INTEGRATED SENSOR, 347V, 24 68,
& | pooper DF-14W-U LUMENS, 4000K | DRYWALL FRAME KIT
(NEW) 14FPX-26-347V-L840-WAA LED 2901 {'x4' LED PANEL, 0-10V DIMMING DRIVER, WAVELINX WIRELESS INTEGRATED SENSOR, 347V, 25.9W,
3 |coopR FPXSURF14 LUMENS, 4000K | SURFACE BOX KIT
(NEW) 4SWLED-325L-LW-347V-L840-CD1 | LED 4058 4 SURFACE & WALL LED, FULL FROST LENS-WIDE, 347V, 28.6W, 0-10V DIMMING DRIVER, WAVELINX
=+ | co0peR WAAU LUMENS, 4000K | WIRELESS INTEGRATED SENSOR
(NEW) 4SWLED-28SL-LW-347V-L840-CD1 | LED 3584 4 SURFACE & WALL LED, FULL FROST LENS-WIDE, 347V, 24.8W, 0-10V DIMMING DRIVER, WAVELINX
—F20 COOPER -WAA-U LUMENS, 4000k | WIRELESS INTEGRATED SENSOR
(NEW) NLOPAC-RTMS40W LED 1054 7" AC OPAL - SURFACE MOUNTED LED WITH PIR MOTION SENSOR, 120V, 15W, NON-DIMMABLE
‘@‘ NORA LIGHTING LUMENS, 4000K
Syt | (NEW) BATTERY WALLSTATION FOR WAVELINX, 3 BUTTON, DIMMER, WHITE
$ COOPER

ALL NEW LIGHTING LUMINAIRES AND COMPONENTS SHALL BE MANITOBA HYDRO POWER SMART APPROVED.
ALTERNATES NOT ACCEPTABLE.

NEW LIGHTING CONTROL SYSTEM IS COOPERIEATON WAVELINX.

NOTES:

1. THESE DRAWINGS SHALL NOT BE SCALED.

2. THE WORD "PROVIDE" IS DEFINED AS SUPPLY & INSTALL.

3. PRIOR TO ANY WIRING WORK, CONFIRM ALL ELECTRICAL PANEL BOARDS (56A, 56B & 54)
CIRCUITS & CIRCUIT BREAKERS STATUS ARE AVAILABLE & CAN PROCEED AS SHOWN.

4. ALSO REFER TO ARCHITECTURAL, MECHANICAL & ELECTRICAL DRAWINGS &
SPECIFICATIONS.

5. SUBMISSION OF SITE MARK-UPS, AS-BUILTS, OPERATING & MAINTENANCE MANUALS AND
QOTHER SUPPORTING DOCUMENTS TO CLIENT ARE MANDATORY AT THE COMPLETION OF

THIS PROJECT.

6. THE CONTRACTOR SHALL VISIT THE SITE AND ENSURE ALL DIMENSIONS, DATUM, AND

DETAILED INFO

RMATION SHOWN ARE CORRECT.

7. THE CONTRACTOR IS TO REVIEW AND COORDINATE ALL ARCHITECTURAL, MECHANICAL
AND ELECTRICAL DRAWINGS FOR ADDITIONAL OPENINGS THROUGH FLOORS, WALLS, AND
CEILINGS FOR DUCTS, PIPES & ELECTRICAL RISERS AND ALL OPENINGS NOT SHOWN ON

DRAWINGS.

8. ALL OPENINGS THROUGH FIRE ASSEMBLIES INCLUDING FLOORS AND CEILINGS ARE TO BE
FIRE STOPPED AND SEALED WITH ULC APPROVED FIRE STOPPING TO MAINTAIN THE
INTEGRITY OF THE FIRE SEPARATION, AND PROVIDE A SMOKE-TIGHT BARRIER.

9. ALLPRODUCTS AND MATERIALS TO BE USED AND INSTALLED SHALL CONFORM WITH
MANUFACTURER'S SPECIFICATIONS, APPLICABLE CODES AND AUTHORITY HAVING

JURISDICTION.

10. THE CONTRACTOR SHALL BE RESPONSIBLE TO PATCH AND MAKE GOOD ALL EXISTING
CONSTRUCTION AFFECTED BY THE REMOVAL OF ALL ITEMS FORMING PART OF THE
RENOVATION WORK.

11. PROVIDE DYNA LABELS ON ALL & EXISTING SWITCHES, PORTS & RECEPTACLES. PANEL
SCHEDULE SHALL BE RETYPED TO REFLECT AS-BUILT CONDITIONS & INSERTED TO INSIDE
OF ASSOCIATED PANEL DOOR SLEEVE PROTECTOR.

12. ALL ABANDONED ELECTRICAL FIXTURES, COMPONENTS, RECEPTACLES & DATA CABLING
SHALL BE REMOVED BACK TO SOURCE & TERMINATED AS PER APPLICABLE CODES.

13. RECONNECT & TEST ALL FIRE PREVENTION EQUIPMENT.
INSTALLATION SHALL BE IN CONFORMANCE WITH CAN/ULC-S524-M, STANDARD FOR
INSTALLATION OF FIRE ALARM SYSTEMS. NOTIFY BUILDING OWNER PRIOR TO PERFORMING
AMANDATORY FIRE ALARM VERIFICATION REPORT IN CONFORMANCE WITH CAN/ULC-3537,
STANDARD FOR VERIFICATION OF FIRE ALARM SYSTEMS FOR ZONES AFFECTED.

WARNING:

ASBESTOS MAYBE PRESENT BEHIND WALLS, CEILING SPACE & FLOORS. IF
ASBESTOS & ANY HAZARDOUS MATERIAL IS FOUND, STOP WORK IMMEDIATELY &
CONTACT CITY OF WINNIPEG CENTRAL CONTROL PH: 204-986-2351.
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