
T/O SECOND FLOOR
103 962

T/O CURTAINWALL
102 438

U/S WINDOW SILL
104 547

250

T/O GROUND FLOOR
100 000

F

130
GRID TO O/F GLASS

NORTH ELEVATION 
1 @ EXTERIOR ALUM. DOOR - TYP. 

1:100A502

NORTH ELEVATION 
2 @ EXTERIOR CANOPY - TYP. 

1:100A502

SLOPE- REFER TO CIVIL

1400

U/S CANOPY STEEL
102 541

U/S GIRT
102 516

T/O CANOPY DECK
103 625

T/O GIRT
104 509

A502
2.5

A502
2.4

F1

FLOOR GRILLE - REFER TO MECH.

VOID THROUGH CONCRETE
FLOOR BELOW FLOOR GRILLE

ACOUSTICAL SEALANT

DAMPER - REFER TO MECH.

LAP FLUID APPLIED ROOFING
INTO GUTTER -TYP

T/O GUTTER

200

CANOPY SECTION 
2.2 @ SCUPPER - TYP

1:5A502

T/O CANOPY / U/S WINDOW SILL
104 547

T/O CANOPY STEEL

T/O GUTTER
104 447

CANOPY SECTION 
2.4 @ CURTAINWALL SILL

1:5A502

CANOPY SECTION
2.5 @ CURTAINWALL

1:5A502

CORNER DETAIL
2.1 @ CANOPY SOFFIT

1:5A502

U/S CANOPY STEEL

T/O CURTAINWALL
102 438

SHEET METAL TRANSITION. EXTEND INTO
GLAZING POCKET AND MECHANICALLY
ONTO FACE OF METAL PLATE AS SHOWN

METAL HEAD FLASHING - ALIGN WITH O/F
OF STANDING SEAM CLADDING

13MM P.T. PLYWOOD

RIGID INSULATION

PREFINISHED METAL FLASHING
-COLOR TO MATCH LIQUID APPLIED
ROOFING. ALIGN WITH PARAPET CAP

SPRAY APPLIED INSULATION AT
STEEL CONNECTION

SHEET METAL TRANSITION. LAP
AND SEAL AVB OVER TRANSITION

F

T/O CURTAINWALL
102 438

U/S CANOPY STEEL

F

200MM STEEL STUD FRAMING C/W
DEFLECTION TRACK AT U/S OF BEAM

SPRAY APPLIED CEMENTITIOUS COATING
AS REQUIRED TO MEET FIRE RESISTIVE
RATING

CANOPY SECTION 
2.3 PARAPET AND GUTTER DETAIL

1:5A502

SPRAY APPLIED INSULATION AT
STEEL CONNECTION . LAP AND SEAL
AIR BARRIER ONTO FACE OF STEEL
CONNECTION

 LAP AND SEAL AVB OVER TRANSITION
STEEL CONTINOUS AROUND

SPRAY APPLIED INSULATION

EXTEND RIGID INSULATION INTO GLAZING POCKET

ROD AND CAULK

WOOD BLOCKING AS REQUIRED AT GIRT
TO SECURE GYPSUM BOARD

T/O CANOPY 
103 962

T/O GUTTER

T/O CANOPY METAL DECK
104 262

13100
TYP

NOTCH WOOD AS REQUIRED
TO ACCOMMODATE CLIPS

EW6

R5

89 X 38MM WOOD FRAMING

13MM PLYWOOD

13MM PLYWOOD -TYP AT CAP. PROVIDE WOOD
BLOCKING AS REQUIRED TO ACHIEVE SLOPE

LAP AND SEAL AIR BARRIER
OVERTOP OF METAL GUTTER

WOOD BLOCKING AS REQUIRED TO
ACHIEVE GUTTER SLOPE

CONTINUOUS METAL GUTTER.
SECURE TO T/O PARAPET

LAP AND SEAL FLUID APPLIED ROOFING
OVERTOP OF METAL GUTTER

MIN 2% SLOPE

MITRE SEAM AT VERTICAL
AND HORIZONTAL PANEL
CORNERS - TYP

A502
2.2

A502
2.1

THERMALLY BROKEN THRESHOLD

RETURN DAMPROOFING TO T/O GRADE BEAM

16mm PT PLYWOOD TO RUN CONTINUOUS
OVER INSULATION - PROVIDE BLOCKING AS
REQUIRED

SET THRESHOLD INTO MASTIC BED .
PROVIDE TWO CONTINUOUS BEADS OF
SEALANT AT DOOR THRESHOLDFLEXCELL C/W

CAULKING AT T/O SLAB

CONCRETE BASE FOR
BOLLARD . REFER TO
STRUCTURAL. COORDINATE
WTIH MANUFACTURER'S
REQUIREMENTS

DEVICE MOUNTING
BOLLARD

INFILL WITH 92MM STEEL STUD
FRAMING

F4

DRYWALL TRIM

THERMALLY BROKEN STEEL PLATE
CONNECTION -REFER TO STRUCTURAL

200

LAP AND SEAL AVB OVER
FLASHING

EXTEND CAP SHEET BEHIND FLASHING

PERFORATED METAL GIRT AT BASE
- TYP. SECURE CLADDING TO GIRT

PANEL HEM - TYP AT BASE

THERMALLY BROKEN STEEL PLATE
CONNECTION -REFER TO STRUCTURAL

2%
SLOPE

150

10
0

M
IN

±180

20 GAUGE PRE-FIN. METAL CAP FLASHING
-COLOR TO MATCH METAL WALL PANEL.
REFER TO COPING DETAIL

10
0

T/O SECOND FLOOR
103 962

T/O CANOPY DECK
103 625

25

LAP AND SEAL ROOF MEMBRANE
CONTINUOUS OVER SCUPPER
FLASHING - ALL SIDES (TYP)

PT WOOD BLOCKING AS
REQUIRED TO FORM SLOPE

PREFIN. METAL SCUPPER
FLASHING - FASTEN TO
PARAPET WALL. WIDTH OF
SCUPPER TO MATCH
WIDTH OF METAL GUTTER

WRAP ROOF MEMBRANE OVER PT
PLYWOOD - CONTINUE DOWN FACE

SEAL-TYP

A501
1.1

SIM.

FILL CAVITY WITH SPRAY FOAM
INSULATION

STEEL ATTACHMENT CLIPS - SIZE TO
EXTEND  THROUGH CEMENTITIOUS
FIREPROOFING.

INFILL CAVITY WITH SPRAY APPLIED
INSULATION

LAP AND SEAL FLUID APPLIED ROOFING
OVERTOP OF METAL GUTTER AND TO
T/O PARAPET AS SHOWN

LAP AND SEAL FLUID APPLIED ROOFING
OVERTOP OF METAL GUTTER

LIGHT GAUGE METAL ANGLE FOR
PLYWOOD SUPPORT

LIQUID APPLIED AVB MEMBRANE AT
METAL PLATE ASSEMBLY

LIQUID APPLIED AVB MEMBRANE AT
METAL PLATE ASSEMBLY. CONTINUE TO
FACE OF SHEATHING AS SHOWN

LAP AND SEAL AVB OVER METAL
TRANSITION

COMPOSITE METAL PANEL
C/W WET SEAL SYSTEM

38MM X 100MM SALVAGED WOOD
SET ON 38MM STRAPPING. FUR AS
REQUIRED TO MEET ALIGNMENTS

AIR BARRIER

13MM P.T. PLYWOOD

A502
2.3

WOOD BLOCKING AS
REQUIRED AT EDGE
OF SLAB

75

SECTION DETAILS
NORTH WALL

A502
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