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10 GAUGE ROUNDED
STEEL HANGER USED
FOR FIRE HOSE
SUPPORT.

HOSE WASH 
3 PEG ELEVATION 
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T/O ROOF SHEATHING
107 788

U/S HIGH ROOF DECK
110 073

T/O HIGH PARAPET
110 721

T/O HOSE WASH MEZZANINE
106 720

98

R1

T/O METAL WALL PANEL
108 332

STEEL BENT
PLATE (PAINTED)
BOLTED TO
MASONRY BLOCK

ROOF CURB
2.1 @ HOSE WASH TOWER
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51

STEEL ANGLE AS
REQUIRED FOR METAL
GRATE

254 X 51 HSS. THICKNESS AS
REQUIRED FOR GUARD SUPPORT.
PAINT FINISH

WELD T/O GUARD POST TO CENTRE
OF T/O  HSS

C L

CMP DETAIL AT MWP
4 @ EAST HOSE WASH TOWER

1:5A512

STEEL BENT PLATE (PAINTED)
BOLTED TO MASONRY BLOCK
STEEL FIRE HOSE HANGERS
(PAINTED) WELDED TO STEEL PLATE

 PARAPET FRAMING AT HOSE TOWER
4MM COMPOSITE METAL  SET ON CONCEALED CLIPS
150MM ADJUSTABLE THERMALLY BROKEN CLIP
150MM MINERAL WOOL SEMI-RIGID INSULATION
SELF-ADHESIVE AIR/ VAPOUR BARRIER MEMBRANE
13MM EXT. GRADE P.T. PLWD.
2 LAYERS 140MM WOOD STUDS @ 400MM O.C.
FILL FULLY WITH MINERAL WOOL INSUL.
13MM EXT. GRADE P.T. PLWD.
ROOFING MEMBRANE

T/O CURB
108 332

150

PERFORATED SUBGIRT AT BASE OF
INSULATION. SECURE TO THERMAL CLIP

13MM P.T. PLYWOOD

PREFINISHED METAL FLASHING
COLOR TO PARAPET CAP

EXTEND CAP SHEET BEHIND FLASHING

LAP AND SEAL AVB OVER FLASHING AND
ROOF MEMBRANE AS SHOWN

ALIGN FLASHING WITH I/F OF
PARAPET CAP

U/S CMP
MATCH EAST ELEVATION

9

SHEET METAL AVB TRANSITION AT DECK EDGE - TYP.

LAP AND SEAL AVB

ALIGN FACE OF COMPOSITE METAL
PANEL WITH FACE OF METAL WALL
PANEL

ROOF CURB
1 @ HOSE WASH TOWER

1:10A512

PARAPET DETAIL
5 @ HOSE WASH TOWER

1:5A512

3.1 WEST PARAPET DETAIL
1:5A504

20 GAUGE PRE-FIN. METAL CAP FLASHING
-COLOR TO MATCH METAL WALL PANEL.
REFER TO COPING DETAIL

FILL WITH MINERAL WOOL INSULATION

13mm P.T. PLYWD

WRAP ROOF MEMBRANE
OVER PARAPET - CONTINUE
DOWN FACE
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