
3

T/O CURB
±100 AFF - ALIGN WITH T/O BASEBOARD

MAIN FLOOR 
2 @ INTERIOR VESTIBULE

1:100A509

TRAINING CLASSROOM 102
3 @ SPRINKLERED GLASS

1:100A509

U/S CEILING 
103 048

125
CL GRID TO CL BEAM

R2 R1

U/S GIRT
106 603

T/O SECOND FLOOR
103 962

T/O CURTAINWALL
2591 AFF

200MM STEEL STUD HEADER C/W
DEFLECTION TRACK

MIN, DEFLECTION GAP. COORDINATE
WITH CURTAINWALL MANUFACTURER

U/S SOFFIT
103 048

T/O SECOND FLOOR
103 962

MAIN FLOOR 
1 @ WEST ENTRANCE

1:10A509

F1

A504
2.1

152MM STEEL STUD FRAMING C/W
DEFLECTION TRACK AT U/S OF BEAM

76MM BATT INSULATION

250

THERMALLY BROKEN THRESHOLD CONTINUE INSULATION
THROUGH ANGLES

13mm PT PLYWOOD TO RUN CONTINUOUS
OVER INSULATION - PROVIDE BLOCKING
AS REQUIRED

SET THRESHOLD INTO MASTIC BED

LOWER ANGLE AS REQUIRED TO
ACCOMMODATE PLYWOOD

175

2

ACOUSTIC CAULK AND
SEAL AROUND ALL
PENETRATIONS - TYP.

DEFLECTION TRACK AT
U/S OF HOLLOWCORE

ACOUSTIC CAULK BOTH
SIDES OF WALL.

STEEL STUD HEADER AS
REQUIRED FOR CURTAINWALL
SUPPORT. COORDINATE DESIGN
REQUIREMENTS WITH GLAZING
SUPPLIER.

W5

GL2 GL3

2 LAYERS TYPE X GYPSUM WALL
BOARD SET 2 X 92MM STEEL STUD
FRAMING C/W DEFLECTION TRACK
AT U/S OF BEAM. FILL WITH BATT
INSULATION

SHEET METAL TRANSITION BETWEEN
ROOFING ASSEMBLIES. LAP AND
SEAL AVB OVER TRANSITION

FIRESTOP AT T/O WALL ASSEMBLY -
TYP BOTH SIDES

ALIGN O/F OF GLAZING WITH GRID
LINE

2 LAYERS TYPE X GYPSUM WALL
BOARD SET ON 203MM STEEL STUD
FRAMING. SECURE TO U/S OF BEAM
WTIH DEFLECTION TRACK.. FILL
CAVITY WITH BATT INSULATION

3

SPRINKLERED GLAZING
4.1 DETAIL AT CURTAINWALL - TYP

1:5A509

ESCUTCHEON AT SPRINKLER
PENETRATION THROUGH ACOUSTIC
CEILING TILE  - TYP FIRESTOP AT T/O CURTAINWALL BOTH

SIDES

FILL WITH  FIRESTOP INSULATION

SECOND FLOOR
4 @ SPRINKLERED GLASS

1:100A509

T/O SHEATHING
107 788

FIRESTOP AT T/O CURTAINWALL BOTH
SIDES

FILL WITH  FIRESTOP INSLUATION

C L

FIRESTOP AT T/O CURTAINWALL BOTH
SIDES

FILL WITH  FIRESTOP INSULATION

A509
4.1

A509
4.1

SIM.

U/S CEILING / VALENCE
103 048

FIRE STOP C/W METAL CLOSURE AT
ROOF DECK FLUTE - TYP AT CMU RATED
WALL

F4 F5

±370
ALIGN WITH GWB WALL IN

TRAINING CLASSROOM

STEEL STUD DIAGONAL BRACING
AS  REQUIRED FOR CURTAINWALL
SUPPORT. COORDINATE DESIGN
REQUIREMENTS WITH GLAZING
SUPPLIER.

ESCUTCHEON AT SPRINKLER
PENETRATION THROUGH
WOOD BEAM  - TYP

±147 CONC. CURB
COORDINATE WITH

CURTAINWALL

U/S GIRT
103 085

100
MIN

CONTINUE ROLLER SHADE
VALENCE CONTINOUS
ALONG POCKET . REFER
TO RCP FOR EXTENTS

30
CL GRID TO O/F HOLLOWCORE

T/O GYPSUM TO MATCH T/O CMU AT
NORTH WALL

ALIGN T/O FRAME WITH
CURTAINWALL BACKSECTION

42MM STEEL STUD INFILL. FILL WITH
BATT INSULATION. HEIGHT OF WALL TO
MATCH HEIGHT OF BASEBOARD

SOUND CONTROL WINDOW ASSEMBLY

BEAM PENETRATION TO BE
REVIEWED BY STRUCTURAL

STEEL STUD FRAMING AS REQUIRED.
SECURE FRAMING TO BEAM

100
MIN

125

SOUND CONTROL WINDOW ASSEMBLY

STEEL STUD FRAMING AS REQUIRED.
SECURE FRAMING TO BEAM

BLOCKING AT U/S OF GIRT AS REQUIRED

LAP AVB AROUND METAL
ANGLE AND OVERTOP OF
PLYWOOD

±250
ALIGN WITH

FURRED OUT CMU WALL

FIRESTOP AT T/O
CURTAINWALL BOTH
SIDES

FILL WITH  FIRESTOP INSULATION

±147 CONC. CURB
COORDINATE WITH

CURTAINWALL

LOBBY 101
4 @ SPRINKLERED GLASS

1:100A509

75

75

COMPSITE METAL PANEL FINISH
ADHERED TO  BACK OF SPANDREL
FLUSH WITH CURTAINWALL
BACKSECTION.

COMPSITE METAL
PANEL INSERTED
INTO SPANDREL

30
0

300

CONTINUE SHEATHING AROUND
ENCLOSURE AS SHOWN
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RECESSED LIGHT C/W RATED
ENCLOSURE
-REFER TO ELECTRICAL

SECTION DETAILS
INTERIOR

A509
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