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GENERAL NOTES

1

KEYED NOTES

LINE OF EXTERIOR CANOPY

1. ALL INTERIOR WALLS TO EXTEND TO U/S OF STRUCTURE UNLESS
OTHERWISE NOTED.

2. ALL DIMENSIONS SHOWN TO FACE OF FINISH  UNLESS OTHERWISE NOTED.
3. COORDINATE MECHANICAL AND ELECTRICAL WITH STRUCTURE AND ADJUST

FURRING AS REQUIRED IN CONJUNCTION WITH ARCHITECT.
4. CONTRACTOR TO COORDINATE ACCESS HATCH TYPES, SIZES AND

LOCATIONS WITH MECHANICAL CONTRACTOR AND REVIEW WITH
CONSULTANT PRIOR TO CONSTRUCTION.

5. ALL LIGHTING, ELECTRICAL DEVICES, FIRE ALARM DEVICES, SPRINKLERS
AND MECHANICAL DIFFUSERS TO BE LOCATED ON CEILING GRID UNLESS
OTHERWISE DIMENSIONED.

6. SPRINKLER LINE AND HEADS SHOWN FOR GENERAL DESIGN INTENT ONLY.
FINAL DESIGN BY SPRINKLER CONTRACTOR.

7. ACOUSTIC CEILING TILE GRID LAYOUT TO BE CONTINUOUS THROUGHOUT
ROOMS AS SHOWN.

8. PROVIDE ESCUTCHEON AT ALL  SPRINKLER PENETRATIONS THROUGH
ACOUSTIC CEILING TILE  OR GYPSUM CEILING.

9. CENTRE RECESSED POT LIGHTS AND SRINLKERS ON SOFFIT BRICK AS
SHOWN.

10. SOFFIT BRICK LAYOUT TO FOLLOW VERTICAL PATTERN ON WALL. REFER TO
ELEVATIONS FOR PATTERN.
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SOFFIT VENT - REFER TO DETAILS6
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RUN SPRINKLER LINE FROM WEST WALL OF HOSE WASH ROOM AT LANDINGS7
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8

ENCLOSE UNDERSIDE OF SERVICE FLOOR ASSEMBLY WITH 2-LAYERS 16MM
TYPE X GYPSUM WALLBOARD ON ON STEEL STUD FRAMING TO PROVIDE A
CONTINUOUS 45 MIN FIRE SEPARATION.
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RECESSED GYPSUM BOARD POCKET FOR ROLLER SHADE. REFER TO DETAILS10
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THICKNESS OF METAL AT FACE OF WALL TO RETURN HORIZONTALLY AT
SOFFIT AND BECOME EXPANSION JOINT.
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CEILING MOUNT PROJECTOR SCREEN . CENTRE BETWEEN DOORS BELOW14
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RECESSED GYPSUM BOARD POCKET FOR ROLLER SHADE. REFER TO
DETAILS. CONTINUE POCKET AND ROLLER SHADE VALENCE  ALONG ENTIRE
LENGTH OF WALL AS SHOWN
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WORK POINT FOR ACOUSTIC CEILING TILE GRID. CENTRE TILE ON DOORS AS
SHOWN
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EXTEND WALL ASSEMBLY TO U/S OF RATED SHAFTWALL BULKHEAD.
PROVIDE FIRESTOPPING
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APPROXIMATE LOCATION OF CEILING MOUNT PROJECTOR. PROVIDE
BLOCKING AS REQUIRED TO ACCOMMODATE CEILING BRACKET.  CONFIRM
FINAL LOCATION WITH CONTRACT ADMINISTRATOR PRIOR TO BLOCKING
INSTALLATION.
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CEILING MOUNTED CCTV - REFER TO ELECTRICAL19
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STEEL STUD BEAM TO BE DESIGN BY STEEL STUD CONTRACTOR FOR
CURTAINWALL HEAD SUPPORT.
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GYPSUM FINISH AT U/S OF BULKHEAD21
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GYPSUM BOARD BULKHEAD . ALIGN WITH EDGE OF LANDING AS SHOWN.22
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MOVEMENT JOINT. ALIGN WITH VERTICAL JOINT AT FACE OF CLADDING.
REFER TO ELEVATIONS.
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