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2083 I/F OF WALL TO GL

1. ALL GUARDS, RAILINGS, AND SUPPORTS ARE SHOWN TO
DEMONSTRATE INTENT ONLY. ALL GUARDS, RAILINGS, AND
SUPPORTS TO BE ENGINEERED AND SUBMITTED UNDER
SEAL BY THE CONTRACTOR.

GENERAL NOTES

2. ALL EXPOSED METAL FINISHES AT EXIT STAIRS TO RECEIVE
 PAINT FINISH.
3. COORDINATE STAIR SUPPORTS AND FRAMING WITH
          STRUCTURAL DRAWINGS
4. ALL HANDRAIL POSTS BASES TO BE CONCEALED. REFER TO 

DETAILS.

KEYNOTES

1 DETECTABLE WARNING SURFACE. 915MM DEEP X WIDTH OF
STAIR TREAD. LOCATE ONE TREAD DEPTH BACK FROM
RISER - TYPICAL.

4 DETECTABLE WARNING STRIP AT LEADING EDGE OF ALL
LANDINGS AND RISERS - TYP. REFER TO DETAILS.

3 FIREPOLE

2 CONTINUOUS HANDRAIL C/W SUPPORT CONNECTIONS TO
MAINTAIN MIN. CLR. DIM. AS NOTED IN ENLARGED PLAN.

5 GUARDRAIL TYP. ROUND PICKET.

6 FIRE RATED GLASS

7 ALIGN FINISH FACE OF WALL

8 MOP SINK
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12 ALIGN TREAD WITH EDGE OF WALL AS SHOWN
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13 RETURN HANDRAIL TO FLOOR
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