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BUILDING IDENTIFICATION SIGN.  SPACE
INDIVIDUAL LETTERS EVENLY AND ON WALL
FACE TO SPAN END TO END.

BUILDING ADDRESS DECAL - CENTRED ON
GLAZING. LETTERS TO BE CENTURY GOTHIC.
CONFIRM STREET ADDRESS WITH OWNER.
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LETTERS TO BE CENTURY GOTHIC,
ALL CAPS, UNLESS OTHERWISE
NOTED

LOWERCASE CENTURY
GOTHIC 'O' AS THE
EXCEPTION TO THE
UPPER CASE LETTERS
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CONTINUE LINE OF
STRAPPING FROM
SOFFIT DOWN
SIDEWALL-TYP
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STRAPPING BEHIND
PAINTED BLACK -TYP.
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WOOD PANEL - GENERAL NOTES
1. 100MM SLATS EDGES SANDED SMOOTH

AND CLEAR FINISHED. SLATS BUTTED
TIGHT. BLACK INSULATION BEHIND

2. ALIGN STAINLESS STEEL FASTENERS
HORIZONTALLY AND VERTICALLY - TYP.

3. SIZE OF SALVAGED SLATS MAY DIFFER
FROM WHAT IS NOTED ON DRAWINGS.
CONFIRM SIZE AND REVEAL SPACING
WITH CONTRACT ADMINISTRATOR.

4. CENTRE FASTENERS ON PANEL - TYP.
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7 PANEL TYPE B

1:50A302

T/O PARAPET
108 382

(HOSE WASH)
110 721

E
Q

E
Q

10
00

P
A

N
E

L 
W

ID
TH

10
 B

O
A

R
D

S

E
Q

E
Q

10
00

P
A

N
E

L 
W

ID
TH

10
 B

O
A

R
D

S

±522

±5
0

T/O MAIN FLOOR
100 000

U/S SOFFIT
107 632

212 EQ

C L

EQ

C L

EQ

C L

EQ

C L

EQ

C L

212

C L

±2561

A

SOUTH SOFFIT
8 PANEL TYPE C

1:50A302

WOOD SLAT PANEL
10 LAYOUT - SOUTH WEST

1:50A302

WOOD SLAT PANEL
11 LAYOUT - SOUTH EAST

1:50A302

±2561

E
Q

E
Q

10
00

P
A

N
E

L 
W

ID
TH

10
 B

O
A

R
D

S

E
Q

E
Q

10
00

P
A

N
E

L 
W

ID
TH

10
 B

O
A

R
D

S

18 GAUGE PREFINISHED
METAL CLOSURE AT BASE
FLUSH WITH WOOD. COLOR
TO MATCH METAL WALL
PANEL
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