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LINE OF SLAB BELOW

LINE OF SLAB BELOW

LINE OF ANGLE SUPPORTING GLAZING2HR SHAFTWALL ASSEMBLY
2 LAYERS 16MM TYPE X GYPSUM

WALLBOARD
100MM C-H STUD. PROVIDE 25 MM GWB

LINER PANELS WITHIN STUD
ASSEMBLY.

ALUMINUM PANEL
ADHERED TO GYPSUM
COLUMN OR BLOCKING
AS REQUIRED. COLOR TO
MATCH CURTAINWALL .
ALIGN WITH FACE OF
METAL PLATE BELOW

MINERAL WOOL SAFING

FIRESTOP AT WALL ASSEMBLY

RIGID INSULATION C/W ALUMINUM CLOSURE.
COLOR TO MATCH METAL WALL PANEL
SEAL AVB. OVER METAL TRANSITION AND INTO
GLAZING POCKET . PROVIDE AVB LOOP
METAL TRANSITION SET ON EXTERIOR
SHEATHING. EXTEND METAL INTO GLAZING
POCKET

92MM STEEL STUD FRAMING ON TOP OF STEEL ANGLE.
FILL WITH 75MM SEMI RIGID MINERAL WOOL INSULATION

PLAN DETAIL
1 @ SOUTH WEST CORNER

1:10A806

PLAN DETAIL @ WEST 
2 APPARATUS DOOR

1:10A806

C L

WRAPPED GYPSUM BOARD
RATED COLUMN - REFER TO
PROTECTED STRUCTURAL
STEEL

LINE OF GYPSUM
CEILING ABOVE
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0
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PLAN DETAIL
1.1 @ SOUTH WEST CORNER

1:5A806

A806
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PLAN DETAIL
3.1 @ SOUTH WEST CORNER

1:10A806

SEAL AVB. OVER MTL. TRANSITION
AND INTO GLAZING POCKET

WOOD BLOCKING AS REQUIRED
AT COLUMN

DRYWALL TRIM AT EDGE

PREFINISHED METAL FLASHING - COLOR TO MATCH
WINDOW JAMB. EXTEND INTO GLAZING POCKET AS
SHOWN. FLASHING TO ACCOMMODATE
INSTALLATION TOLERANCES BETWEEN WINDOW
AND PANEL ALIGNMENT. (MAX. EXPOSED WIDTH
OF19MM)

 RIGID INSULATION AT GLAZING POCKET

PREFINISHED METAL JAMB FLASHING ALIGN WITH
SILL BELOW. SECURE TO METAL GIRTS. ADJUST
AS REQUIRED TO ALIGN WITH PANEL SEAM

PANEL SEAM TO RUN CONTINUOUS VERTICALLY
FOR WALL LENGTH - REFER TO ELEVATIONS.
TYP. BOTH SIDES

FILL CAVITY WITH SPRAY FOAM
INSULATION. ROD AND CAULK

SHEET MTL. AVB.
- EXTEND INTO GLAZING POCKET

2

PLAN DETAIL
3 @ SOUTH CURTAINWALL

1:10A806

DRYWALL TRIM AT FRAME

25

1

BUTYL TUBE SEALANT ON TOP
OF METAL SUPPORT

FOAM BLOCK WITH BUTYL SEALANT

92MM STEEL STUD FRAMING ON TOP OF SLAB. FILL WITH
75MM SEMI RIGID MINERAL WOOL INSULATION

16MM GYPSUM SET ON
152MM STEEL STUDS

B

PANEL CLEAT C/W SEALANT

RETURN METAL WALL PANEL BACK TO GIRT

PANEL HEM AT CORNER - TYP

THERMAL CLIP C/W GIRT SECURED
TO COLUMN OR STUD FRAMING

STRAPPING OR BLOCKING AT
COLUMN AS REQUIRED- TYP

RETURN METAL WALL PANEL BACK TO GIRT

METAL SUPPORT AT CORNER.
SECURE BACK TO GIRT

COMPOSITE METAL PANEL CLOSURE
TO BACK OF WOOD FINISH

ALIGN WITH O/F OF PARAPET ABOVE

SEMI RIGID MINERAL WOOL INSULATION - BLACK. TYP BEHIND WOOD FINISH

A806
1.1

FINISHED END OF BLOCK
- TYPICAL AT ALL OPENINGS.

LINE OF GYPSUM FINISH ABOVE

PLAN DETAILS

A806
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